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Ref: 8EPR

Mr. Joseph A. Legare .

Assistant Manager AUG=Lb=287
for Environment and Stewardship

Department of Energy ot 4.6 2ke

Rocky Flats Field Office

10808 Highway 93, Unit A

Golden, Colorado 80403-8200

RE: First Five Year Review Report for Rocky Flats Environmental
Technology Site, July 2002

Dear Joe:

EPA has reviewed the revised copy of the Five Year Review for Rocky Flats
Environmental Technology Site dated July 2002, and finds that it meets the requirements
for which it was written. This report includes the necessary information for the first five
year review of a site that is still in the process of characterization and remedial action.
The revisions that have been made to the document and the responses attached in
Appendix B adequately address the comments previously submitted by EPA and other
interested parties. Therefore, EPA concurs with the conclusions and recommendations
presented in the Five Year Review and has signed the concurrence block indicating this
on the cover of the report.

Sincerely,

ey i

Max Dodson
Assistant Regional Administrator
Office of Ecosystems Protection & Remediation

cc:  Steve Gunderson (CDPHE)
Steve Tarlton (CDPHE)
Reg Tyler (DOE)
Dave Shelton (Kaiser Hill)
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02-DOE-01136

Mr. Timothy Rehder

U.S. Environmental Protection Agency, Region VIII
Rocky Flats Project Manager

999 18th Street, Suite 500, SEPR-FT

Denver, Colorado 80202-2466

Dear Mr. Rehder:

In accordance with the provisions of the Comprehensive Environmental Response, Compensation,
and Liability Act (CERCLA), and Rocky Flats Cleanup Agreement paragraph 254, the Department
of Energy (DOE) Rocky Flats Field Office has completed the first CERCLA Five-Year Review
(Review) for the Rocky Flats Environmental Technology Site (Site). The scope of this Review
included the Corrective Action Decision/Record of Decision (CAD/ROD) for Operable Unit (OU)
I and OU 3 and accelerated actions completed through the end of Fiscal Year 2001. A report on
the Review is enclosed.

The assessment of this Review concluded that ongoing custody and control of the Site by DOE,
monitoring programs, and restriction of public access serve to adequately control risks posed by
contamination at the Site at this time. In addition, DOE has every intent to close the Site in a
manner that is protective of human health and the environment. The final site-wide remedy will
be developed as part of the Remedial Investigation/Feasibility Study process resulting in a final
CAD/ROD that will be protective when implemented.

For OU 1 and OU 3, the remedy as discussed in this report is protective. The accelerated actions
analyzed during this Review have addressed the immediate hazards. Further, for the most part,
the accelerated actions are functioning as intended. Deficiencies are noted in section 9.0 and are
addressed m section 10.0 of the enclosed report.

It 1s requested that the Environmental Protection Agency review the enclosed report and provide
concurrence with the protectiveness determination found in the report. If you have any questions,
please call me at (303) 966-2282 or Reginald Tyler, of my staff, at (303) 966-5927.
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Jcﬁscph A. Legare
Assistant Manager
for Environment and Stewardship
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Mr. Timothy Rehder
02-DOE-01136

cc w/Enc:

S. Golian, EM-22, HQ
S. Gunderson, CDPHE
S. Tarlton, CDPHE

M. Sattelberg, USFWS
L. Butler, K-H
Administrative Record

cc w/o Enc:

R. Tyler, ER, RFFO

R. DiSalvo, CR, RFFO
S. Bell, OCC, RFFO
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Executive Summary

In October 2001, The Department of Energy’s (DOE) Rocky Flats Field Office initiated the first Five-
Y ear Review as required by the Comprehensive Environmental Response Compensation and Liability
Act (CERCLA). A final Corrective Action Decision/Record of Decision (CAD/ROD) has not yet been
completed for the entire site. However, a CAD/ROD has been completed for Operable Unit 1 (OU 1),
881 Hillside and for OU 3, Offsite Areas, and several accelerated actions have been completed.
Consequently, the scope of thisfirst site-wide Five-Y ear Review included areview of the CAD/RODs
for OU 1 and OU 3 and the accelerated actions completed as of September 30, 2001. Accelerated
actions analyzed in this five-year review included: Trench T-1, Trench T-2 (Ryan’s Pit), Trenches T-3
and T-4, the Mound Site, the East Trenches Reactive Barrier, the Mound Plume Reactive Barrier, the
Solar Pond Plume Reactive Barrier, Solar Ponds Sludge Removal Action, OU 7 Seep, and the
Underground Storage Tank accelerated action. Thetrigger for thisfive-year review was the signing of
the CAD/ROD for OU 3in May 1997.

The assessment of thisfirst five-year review concluded that ongoing custody and control of the Site by
DOE, monitoring programs, and restriction of public access serve to adequately control risks posed by
contamination at RFETS at thistime. In addition, DOE has every intent to close the Site in a manner
that is protective of human health and the environment. The final site-wide remedy will be developed as
part of the Remedial Investigation/Feasibility Study process resulting in afinal CAD/ROD that will be
protective when implemented.

For OU 1 and OU 3, the remedy as discussed in this report is protective. The accelerated actions
analyzed during this Five-Y ear Review have addressed the immediate hazards. Further, for the most
part, the accelerated actions are functioning as intended. Deficiencies are noted in section 9.0, Issues,
and are addressed in section 10.0, Recommendations.



Five-Year Review Summary Form

SITEIDENTIFICATION

Site name: Rocky Flats Environmental Technology Site

EPA ID: C57890010526

Region: 8 State: CO City/County: Golden/Jefferson

SITE STAUTUS

NPL STATUS: X Final [IDeleted [1Other (specify)

Remediation Status (choose all that apply): X Under Construction [ Operating [0 Complete

MultipleOUs? XI YES [ NO Construction Completed Date? N/A

Hassitebeen put intoreuse? O YES X NO

REVIEW STATUS

Lead Agency: OEPA [ State [ Tribe I Other Federal Agency Dept of Energy

Author name: Reginad W. Tyler

Author title: ER Team Lead Author affiliation: U.S. Dept. of Energy, RFFO

Review Period: 10/1/2001 to 4/31/02

Date(s) of siteinspection: 2/13/2002 and 3/5/2002

Type of review:

X Post-SARA O PreSARA O NPL-Removal only
0  Non-NPL Remedia Action Site [ NPL State/Tribe-lead
O Regiona Discretion

Review number: [ X 1(first)y [ 2(second) [ 3 (third) [ Other (specify)

Triggering action:

0 Actual RA On-site Construction at OU # X Actual RA Start at OU # 3
01 Construction Complete O Previous Five-Y ear Review Report
01 Other (specify)

Triggering action date- May 1997 — OU 3 CAD/ROD

Due date (five years after triggering action date): May 2002

[*OU refersto operable unit.]




Five-Year Review Summary Form, Continued

| ssues:

The effectiveness of the Solar Pond Plume Reactive Barrier is questioned due to the potential to by pass
the treatment cell.

Containerized waste from Trench 1 containing depleted uranium (DU) contaminated with PCBs does
not have an identified treatment or disposal option.

Recommendation and Follow-up Actions:
Evaluate and implement corrective actions for the Solar Pond Plume Reactive Barrier to address the
potential to by pass the treatment cell. Continue to monitor effluent water quality to ensure surface

water standards are met.

Continue to store PCB contaminated DU in compliant storage until treatment/disposal options are
identified and implemented.

Protectiveness Statements:

The remedy for OU 1, 881 Hillside, is protective.

The remedy of no action for OU 3, Off-site Areas, is protective.

Accelerated actions reviewed in this report have address immediate threats. Accelerated actions are
functioning as intended with the exception of the Solar Pond Plume Reactive Barrier system. Options to
address deficiencies of this system are being evaluated and should be implemented within the next
eighteen months.

L ong-term Protectiveness:

Long-term site-wide protectiveness will be verified once the site-wide Corrective Action
Decision/Record of Decision (CAD/ROD) is selected and implemented. It is estimated that the site-
wide remedy will bein place by December 2006. Long-term monitoring and institutional controls will
continue well beyond December 2006 to ensure continued protectiveness of the remedy.

Other Comments:

None.



1.0 INTRODUCTION

The United States Government, through the U.S. Atomic Energy Commission, acquired land and
established the Rocky Flats Plant in 1951. Rocky Flats Plant was renamed the Rocky Flats
Environmental Technology Site (RFETS or Site) in 1995. The RFETS is currently under the control and
jurisdiction of the U. S. Department of Energy (DOE). The RFETS consists of approximately 6,265
acres of federally owned land. Major structures at the Site are located within an area of 384 acres
known as the Industrial Area. The RFETS islocated approximately 16 miles northwest of downtown
Denver and about ten miles from the cities of Boulder, Golden, Westminster, and Arvada.

The Rocky Flats Plant began operation in 1952. The Plant’s primary mission was the production of
component parts for nuclear weapons. During the course of operations, industrial accidents and waste
disposal practices caused releases of hazardous substances, including radioactive materials, to the
environment. The Plant was placed on the National Priorities List (NPL) in 1989 and is being cleaned
up under the Comprehensive Environmental Response Compensation and Liability Act (CERCLA) asa
Superfund site.

Section 121 (c) of CERCLA as amended by the Superfund Amendments and Reauthorization Act of
1986, and EPA Comprehensive Five-Y ear Review Guidance dated June 2001 (EPA 2001), require that
remedial actions resulting in any hazardous substances, pollutants, or contaminants remaining above
levelsthat allow for unlimited use and unrestricted exposure be reviewed not less than every five years
to assure protection of human health and the environment. This requirement applies to the RFETS, and
thisisthefirst site-wide Five-Year Review of the CERCLA remedies and accelerated actions that have
been implemented at the RFETS.

The site-wide Five-Y ear Review was conducted from October 2001 through May 2002, and this report
documents the results of the review. The purpose of the Five-Y ear Review isto determine whether the
implementation of aremedy at a site is protective of human health and the environment and that it will
remain protective when it is complete. For elements of the remedy that are under construction, or are
yet to begin, the purpose of the review isto confirm that the accel erated actions that have been have
implemented have addressed the immediate threats to the environment.

EPA guidance (EPA 2001) suggests the Five-Y ear Reviews to be conducted on asite-wide basis. The
RFETS has not yet completed a final Corrective Action Decision/Record of Decision (CAD/ROD) for
the entire site. However, a CAD/ROD has been completed for Operable Unit 1 (OU 1), 881 Hillside and
for OU 3, Offsite Areas, and several accelerated actions have been completed. Consequently, the scope
of thisfirst site-wide Five-Y ear Review will include areview of the CAD/RODs for OU 1 and OU 3 and
the accelerated actions completed as of September 30, 2001. Although the remedy for OU 3 did not
leave contaminants above levels that alowed for unlimited use and unrestricted exposure, due to
substantial public interest in OU 3, DOE committed to conducting alimited review. The schedule for
conducting this Five-Y ear Review is based on the May 1997 date of the final OU 3 CAD/ROD and in
accordance with the letter from EPA dated March 6, 2000 (EPA 2000).

CAD/RODs have aso been completed for OU 11, West Spray Field, OU 15, Inside Building Closures,
and OU 16, Low Priority Sites. For these three Operable Units the CAD/ROD indicates afive-year
review is not required. Thisis because hazardous substances, pollutants, or contaminants do not remain
above levels that allow for unlimited use and unrestricted exposure.



The RFETS s currently developing and/or implementing Rocky Flats Cleanup Agreement (RFCA)
accelerated actions to decommission, decontaminate, and demolish the production buildings and
associated support structures and utilities, and to clean up discharges of hazardous substances to the soils
and groundwater at the Site. The accelerated actions will be factored into the final action for the
RFETS, as developed and evaluated in the Remedial Investigation/Feasibility Study (RI/FS) and
documented in the Site CAD/ROD.



2.0 Rocky Flats Environmental Technology Site Remediation Chronology

Date

Event

April, 1952

Operations began at Rocky Flats on production of a plutonium component
for use in atomic weapons.

September 11, 1957

A firein building 771 caused extensive contamination to the building and
release of some plutonium to the environment.

1967

Large-scale leaking of waste oil drums being stored on the 903 Pad
occurred contaminating the soils with plutonium, machining lubricants,
and chlorinated solvents.

May 11, 1969

A plutonium glovebox fire that started in building 776 spread to several
hundred connected gloveboxes in building 776 and building 777. Thefire
resulted in extensive restoration property 10ss.

1968 - 1970

From 1968 through 1970 some of the radiologically-contaminated
material was removed from the 903 Pad and Lip area, some of the
surrounding Lip Areawas regraded, and much of the area was covered by
an imported base coarse material. Contaminated soil became wind-borne
and settled near the lip area. An asphalt cap was placed over the most
contaminated area resulting in the 903 Pad.

September, 1973

A tritium release was discovered in awater sample taken from Woman
Creek by the Colorado Department of Health (CDH). An EPA report
indicated that 50-100 curies of tritium reached Great Western Reservoir

September 24, 1984

A cleanup effort began on a quarter-mile strip of dirt on the 903 Lip Area.

June 6, 1989

Some 80 agents of the Federal Bureau of Investigation and EPA arrived at
the plant to carry out a search warrant filed in the U.S. District Court of
Colorado. The warrant authorized the agents to search for evidence of
alleged criminal violations of the Resource Conservation and Recovery
Act and the Federal Water Pollution Control Act.

September 21, 1989

Rocky Flats was added to the National Priorities List (NPL) of highly
polluted sites destined for cleanup. Thisrequired DOE to enter into an
interagency agreement with EPA for the regulation of site investigations
and cleanup.

January 10, 1990

Groundbreaking occurred for construction of a system to remove chemical
contaminants from groundwater at OU 1- 881 Hillside area, a high priority
cleanup site at the plant. The action followed EPA and CDH approval of
an Interim Measures/Interim Remedial Action Plan for the OU.

January 22, 1991

The Interagency Agreement (IAG) between DOE, CDH and EPA was
signed. The agreement outlined multi-year schedules for environmental
restoration studies and remediation. The IAG grouped the Individual
Hazardous Substance Sites (IHSSs) into 16 larger operable units (OUS).

February 7, 1991

A subcontract was awarded to begin preparation for removal of up to
750,000 gallons of sludge from the solar evaporation ponds. The ponds
were being emptied as part of an agreement with the CDH and EPA to
accelerate the cleanup of OU 4, which includes the five Solar Ponds. The
sludge would be mixed with cement to form pondcrete.

October 3, 1994

Final confirmation sampling was completed after removal of six hot spots
from the 881 Hillside. Thisremedial action laid the groundwork for the




Date

Event

planning and approval process for prioritizing and conducting future
accelerated cleanup actions for IHSSs.

November 1994

OU 16 (Low Priority Sites) became the first OU to be officially closed out
under the IAG asaNo Action CAD/ROD. OU 16 consisted of five
individual hazardous substance sites.

January 15, 1995

The last of the five Solar Evaporation Ponds that make up OU 4 was
emptied, when sludge removal was completed pursuant to an IAG
milestone.

August 31, 1995

Accelerated cleanup of Ryan’s Pit, aformer chemical waste dump, began.
An estimated 3,000 gallons of chemical wastes had been dumped in
Ryan’s Pit when it was used as a disposal site from 1966 to 1970.
Excavation was completed in September.

October 23, 1995

Records of Decision were signed concluding that no cleanup action was
necessary for OU 11 (West Spray Field) and OU 15 (Inside Building
Closures).

February 21, 1996

A new leachate treatment system located at the east face of the OU 7
(Present Landfill) became operational. The project wasinitiated in 1994
as aresult of the Pondwater Interim Measure/lnterim Response Action
(IM/IRA).

June 4, 1996 A magjor accelerated cleanup project began involving the excavation of
Trenches 3 and 4, two of the top 10 priority hazardous substances sites at
Rocky Flats. The trenches had been used primarily for the disposal of
radioactively contaminated sanitary sewage sludge.

July 19, 1996 The RFCA was signed, which superseded the 1991 IAG. The RFCA

established the accelerated action framework, described the goals for
cleanup and closure, and defined the regulatory approach for review and
approval of work to ultimately de-list the Site from the NPL.

February 4-19, 1996

The soils excavated from Ryan’s Pit, aformer chemica dumpsite, were
treated using alow-temperature process, representing the first onsite
treatment of environmental restoration wastes.

August 1996 Excavation and treatment of VOC contaminated soil from Trenches T-3
and T-4 was completed using low-temperature thermal desorption. T-3
and T-4 were used to dispose of sanitary sewage sludge contaminated with
uranium, plutonium, and miscellaneous waste.

September 30,1996 | Residual contamination in six Underground Storage Tanksis stabilized to

prevent potential for contaminate migration.

October 18, 1996

The DOE, CDPHE, and EPA agreed on an interim action level for
radionuclide contaminated soils at Rocky Flats. This action level set
interim soil cleanup levels based on adose of 15 millirem per year to a
foreseeable land user or to a hypothetical future resident.

April 18, 1997

Workers at the Site completed removal of plutonium, uranium, and
solvents at the Mound area, aformer waste drum storage area used from
1954 to 1970.

June 30, 1997

The OU 3 CAD/ROD was finalized, concluding that the risk posed by
contamination was so low in the four areas in Jefferson County adjacent to




Date Event

the Site that no further actions were warranted. The four areas included
land east of the Site, Great Western Reservoir, Standley Lake, and Mower

Reservair.

April 25, 1997 Workers at Rocky Flats successfully treated 700 cubic yards of VOC
contaminated soil from the Mound Site using low temperature thermal
desorption.

October 1, 1997 Approximately two half-crates of contaminated soil from the Mound site

were removed after it was determined that it exceeded the soil action level
for uranium. Because of an inaccurate mathematical calculation, the soil
had been erroneously returned to the Mound site with other treated soils.

May 1998 Building 123 was demolished. Building 123 was the first radiological
building demolished at Rocky Flats.
June 15, 1998 Cleanup crews at the Site started the installation of a passive barrier and

flow through treatment cell system to treat groundwater contaminants at
the Mound Site Plume, an area of shallow groundwater contamination
with chlorinated solvents and radionuclides that originated from the
Mound site. Thistreatment system has no moving parts, requires no
electricity, and uses recycled materials to clean up contaminated
groundwater.

September 30, 1998 | Workers at the Site completed the excavation of Trench 1, aformer
depleted uranium waste burial site.

June 15, 1999 First shipment of TRU waste to the Waste | solation Pilot Plant

September 28, 1999 | Construction of two additional passive groundwater barrier and flow
through treatment systems was completed. The systems were installed to
treat the East Trenches Plume and the Solar Ponds Plume, which where
contaminated from historic site operations.

December 1999 Building 779 demolished. Building 779 was the first major plutonium
building demolished at Rocky Flats and in the DOE complex.

December 28, 2001 | Rocky Flats National Wildlife Refuge Act signed.

30 BACKGROUND

Since the early 1950s, the Rocky Flats Plant played a vital role in the production of nuclear weapons.
In the mid-1990s, the Rocky Flats mission changed from production of component parts for nuclear
weapons to safe cleanup and closure. RFCA establishes the mechanism for cleanup and closure of the
Site. RFCA established the accelerated action framework, described goals for cleanup and closure and,
defined the regulatory approach for review and approval of work to ultimately delete the site from the
NPL.

Environmental History
The RFCA isa CERCLA Federal Facility agreement and a Resource Conservation and Recovery Act

(RCRA) and Colorado Hazardous Waste Act (CHWA) consent order and between the DOE, the
Environmental Protection Agency (EPA), and the Colorado Department of Public Health and the



Environment (CDPHE). The RFCA was signed on July 19, 1996 (DOE 1996b). It established the
accelerated action framework, described cleanup and closure goals, and defined the regulatory approach
for agency review and approval and public participation in cleanup activities intended to ultimately de-
list the Site from the NPL. The RFCA replaced the previous 1991 Interagency Agreement (IAG) asthe
environmental cleanup agreement for RFETS.

Documented areas of soil or water contamination at the RFETS have been designated as Individual
Hazardous Substance Sites (IHSSs). Many of these IHSSs have been characterized as part of the
Remedial Investigation/Feasibility Study (RI/FS) process, which was conducted under the IAG, (DOE
1991). Several IHSSs have been remediated as accel erated actions in accordance with a Site
environmental remediation priority ranking system under either the |AG or RFCA.

The RFCA consolidated the 16 original Operable Units through the Operable Unit Consolidation Plan,
RFCA Attachment 1. The Plan creates two large OUs, the Industrial Area OU and the Buffer Zone OU,
and retains certain other of the original OUs (see Table 1).

Tablel - Current OUsasidentified in RFCA Attachment 1

OU Number Description L ead Regulatory Agency
ouU1l Pre-RFCA OU 1 IHSSs EPA
OuU 3 Pre-RFCA OU 3 |HSSs EPA
Ou5 Pre-RFCA OU 5 IHSSs except IHSSs 115 EPA
and 196 (Original Landfill)
OuU 6 Pre-RFCA OU 6 IHSSs except IHSSs 143 EPA
(Old Outfall) and 165 (Triangle Area)
ou7 Current OU 7 IHSSs EPA
Industrial AreaOU | All IHSSs from Pre-RFCA OUsA4, 8, 9, 12, CDPHE

13, 14, IHSSs 115 and 196 from Pre-RFCA
OU 5, and IHSSs 143 and 165 from Pre-
RFCA OU 6, plusal PreeRFCA OU 10
IHSSs except IHSSs 170, 174aand 174b
(property utilization and disposal yard)

Buffer Zone OU All IHSSs from Pre-RFCA OU2, and IHSSs EPA
170, 1744, and 174b from Pre-RFCA OU
10.

RFCA Action Level Framework

The RFCA describes the regulatory framework and approach for performing environmental restoration
activities at the Site. Attachment 5 of the RFCA, The Action Levels and Standards Framework (ALF)
establishes action levels for groundwater and soil, as well as action levels and cleanup standards for
surface water. The Framework action levels describe numeric levels of contamination, identified as Tier
| action levels, in groundwater, surface water, and soils. When these action levels are exceeded, they
trigger an evaluation, remedial action, and/or management action. Tier Il action levels are numeric
levels that when exceeded, trigger an evaluation of remedial action and/or institutional controls.



Action levels remain in effect and guide removal actions and other remedial efforts during the period of
active remediation. Action levels for non-radionuclide chemicals are risk-based and chemical risk is
considered additive when multiple chemicals are present. Radionuclide action levels are dose-based and
radiation dose is considered additive when multiple radionuclides are present. Radionuclides and non-
radionuclides are assessed independently on a project-specific basis using methodology that is protective
of human health and the environment. The cumulative effects of radionuclides and non-radionuclide
chemicals will be assessed on a project-specific basis if the chemical risk and/or radiation dose are near
their respective Tier | action levels.

The RFCA also describes cleanup levels, put-back levels, and standards. For Accelerated Actions,
interim cleanup levelswill equal Tier | action levels unless some other ALF provision requires a greater
level of cleanup (e.g., protection of surface water).

A standard is an enforceable narrative and/or numeric restriction established by regulation and applied
S0 as to protect one or more existing or potential future uses. Within this framework, standards are
associated with surface water, use classifications and are applied at points of compliance (POCs).
Standards are not being directly applied to groundwater or soils. Closure performance standards apply
to Resource Conservation and Recovery Act (RCRA) units.

Put-back levels are those levels at which excavated soils will be allowed to be returned to the ground.
For non-radionuclide chemicals, put-back levels are equivalent to interim cleanup levels. Soilswith
radionuclide levels below Tier Il action levels may be returned; soils containing radionuclide levels
above Tier | action levels may not be returned. Decisions regarding soils containing radionuclide levels
between Tier | and Tier Il will be determined on a case-by-case basis. Because many of the variables
used to determine put-back levels are project-specific, put-back level decisions are made and explained
within the decision documents associated with those actions. Decision factors to be considered include
remedy effectiveness and protectiveness, anticipated future land uses, contaminant levelsin surrounding
soils, potential for contaminants to affect surface water quality, and costs.

The surface water standards and action levels are based on promulgated state surface water quality
standards. The action levels for groundwater are based on the maximum contaminant levels. For those
chemical constituents without maximum contaminant levels or standards, groundwater action levels are
based on programmatic preliminary remediation goals (PPRGs). PPRGs are chemical-specific and
medium-specific risk-based concentrations calculated for an exposure scenario (e.g., office worker, open
space recreational user) using Site-specific exposure factors, standard toxicity factors, and a
carcinogenic risk level of 1x10°°, or a hazard index of 1 for non-carcinogenic compounds.

Contaminants of Concern

The major contaminants of concern (COC) for the projects being reviewed in this report are provided in
Table 2.
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Table 2, Contaminants of Concern

Contaminant Name Ou1l | Ous ou7 T1 | T3 | T4 | Ryan’s | Mound | Mound East Solar | Solar | IAG UST

L eachate Pit Plume | Trenches | Ponds | Ponds Sour ce
Seep Plume Removals

1,1,1 Trichloroethane X X X X X X

(TCA)

1,1-Dichloroethane X X X

1,1-Dichloroethene X X X X X

1,2-Dichloroethane X X X

1,2-Dichloroethene X X

2-Methyl-1-Propene X

4-Methyl-2 pentanone X

Acetone X

Americium X X X X

(Am)

Asbestos X

Benzene X X

Cadmium X

Carbon Tetrachloride X X X X X

Chloroform X X X X

Chloromethane X

Cis-1,2-Dichloroethene X X X




Contaminant Name

ou1l

ou3

ou7
L eachate

Seep

T1

T3

T4

Ryan’s
Pit

M ound

M ound
Plume

East
Trenches

Solar
Ponds
Plume

Solar
Ponds

IAG UST
Source
Removals

Cyanide

Depleted uranium
(DY)

Ethylbenze

Gross alpha

Gross beta

Methylene Chloride

Nitrates

PCB

p-Dicholorbenzene

Plutonium
(Pu)

Propene

Selenium

Semi volatile organics
(SVOCs)

Tetrachloroethene
(PCE)

Thorium

Toluene

Total metals
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Contaminant Name Ou1l | ous ou7 T1 | T3 | T4 | Ryan’s| Mound | Mound East Solar | Solar | IAG UST
L eachate Pit Plume | Trenches | Ponds | Ponds Sour ce
Seep Plume Removals

Trichloroethene X X X X X X X X X

(TCE)

Tritium X

Uranium X X X X X X X

V)

Vinyl Chloride X

Xylene X X
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National Wildlife Refuge Act

On December 28, 2001, President George W. Bush signed into law the National Defense
Authorization Act for Fiscal Year 2002. Subtitle F of this Act is the Rocky Flats National
Wildlife Refuge Act of 2001. This Refuge Act provides for the formation of awildlife refuge on
certain lands comprising the Rocky Flats Environmental Technology Site.

40 REMEDIAL ACTIONS

This section lists the elements of the remedy for OU 1 and OU 3, provides a discussion of
accelerated actions completed through September 30, 2001, and a discussion of NFA/NFRA
sites. The projectsidentified in this section, and the OUs in which they lie, are reflected in Table
3 below and in Figure 1.

Table3
Project Consolidated | IHSSsInvolved
OU Involved

OouU1l OouU1 102, 103, 104, 105.1, 105.2, 106, 107, 119.1,
119.2, 130, and 145

OouU 3 OouU 3 199, 200, 201, 202, land surfaces, and
reservoirs

OU 7 Leachate Seep ou7

Trench 1 Buffer Zone 108

Trench 3 Buffer Zone 110

Trench 4 Buffer Zone 1111

Ryan’s Pit, Trench T-2 | Buffer Zone 109

Mound Site Buffer Zone 113

Mound Plume Buffer Zone

East Trenches Plume Buffer Zone

Solar Ponds Plume Industrial Area | 176
Solar Ponds Industrial Area | 101
IAG UST Source Industrial Area | Tank-10(IHSS Group 700-3), Tank-2 (IHSS
Removals Group 400-8), Tank-3 (IHSS Group 400-8),

Tank-40 (IHSS Group 800-6), Tank-16 (IHSS
Group 700-4), Tank-14 (IHSS Group 700-4)







41  Remedy Selection-Operable Unit 1, 881 Hillside
Background

OU 1, aso known asthe 881 Hillside, was comprised of eleven IHSSs, all of which are located
generally south and east of Building 881 and north of Woman Creek. Based on monitoring
results, the primary COCsin groundwater at OU 1 are volatile organic compounds (VOCs) that
leaked from drums and scrap metal that was stored in the areareferred to as IHSS 119.1. These
COCs include carbon tetrachloride, 1,1-dichloroethene, tetrachloroethene, 1,1,1-trichloroethane,
trichloroethene (TCE), and selenium.

The OU 1 Interim Measure/Interim Remedial Action (IM/IRA) Action Plan and Decision
Document was submitted to EPA in January 1990 (DOE 1990). The specific objectives stated in
the OU 1 IM/IRA Decision Document are:

1 Contain, reduce, and/or eliminate site contaminants identified as posing potential threats
to human health or the environment;

2 Reduce or eliminate exposure to site contaminants for potential receptors by controlling
potential contaminant pathways;

3 Demonstrate technical feasibility and environmental and cost effectiveness of the interim

remedial action.

During 1992, construction was completed for the OU 1 IM/IRA French drain to contain, collect,
and treat contaminated groundwater from the upper hydrostratigraphic unit in order to prevent its
migration downgradient and to protect the water quality of Woman Creek. The Consolidated
Water Treatment Facility, Building 891, was also completed during 1992.

The OU 1 IM/IRA consists of:

1 A subsurface French drain, approximately 1,435 feet long that is keyed into bedrock
across a portion of the hillside upgradient of Woman Creek;

2 A collection well in the center of the groundwater plume;
3 The Building 891 Consolidated Water Treatment Facility;
4 Groundwater monitoring wells downgradient of the French drain.

Groundwater collected by the French drain was pumped from a central sump through subsurface
piping to the Building 891 Consolidated Water Treatment Facility. Groundwater from the
collection well, which is a3 foot diameter sump into which groundwater flows passively, is
pumped to a portable tank that is trucked to the same facility for treatment on aweekly basis.
Originaly this treatment facility used only two processes to remove contaminants from the
groundwater collected from OU 1: ultraviolet light/hydrogen peroxide oxidation for VOCs; and
ion exchange for metals. In 1996 other treatment processes were added, and since then,
contaminated remediation waste water from other sources at Rocky Flats are also treated at this
facility. After verification of treatment, the water is discharged to the South Interceptor Ditch.



Subsequent to the implementation of the OU 1 IM/IRA, the phase three remedial investigation
was completed and concluded that only IHSS 119.1 contained a significant source of
contamination in the subsurface soil and groundwater. The other IHSS's were not found to be
contamination source areas, do not contribute significantly to groundwater contamination and do
not warrant any further remedial action (Final RFI/RI, DOE 1994a).

In February 1997, a CAD/ROD for OU 1 (DOE 1997b) was signed for the purpose of addressing
the contamination at IHSS 119.1 through soil excavation and groundwater pumping. The
Remedial Action Objectives set for OU 1 are asfollows:

1 Prevent the inhalation of, ingestion of, and/or dermal contact with VOCs and inorganic
contaminants in OU 1 groundwater that would result in a total excess cancer risk greater than
10" to 10°® for carcinogens, and/or a Hazard Index greater than or equal to one for non-
carcinogens,

2 Prevent migration of contaminants from subsurface soils to groundwater that would result in
groundwater contamination in excess of potential groundwater Applicable or Relevant and
Appropriate Requirements (ARARS) for OU 1 contamination;

3 Prevent migration of contaminantsin OU 1 groundwater from adversely impacting surface
water quality in Woman Creek.

Major Modification to OU 1

A post CAD/ROD investigation of subsurface soils at IHSS 119.1 was conducted in order to better
delineate the remaining source of contamination. Details of the sampling can be found in the
Sampling and Analysis Plan for the Implementation Sampling for the IHSS 119.1 Source Removal
Project (RMRS 1997a). Analytical results of subsurface soils samples collected in the area of
contamination did not exceed the RFCA Tier | action levels for subsurface soils. The results of the
sampling can be found in the Post-CAD/ROD Investigation Report for the 881 Hillside Area, IHSS
119.1 (RMRS 1997b). A summary of the results can be found in Table 4 below.

Table4 RFCA Tier 1 Subsurface Soil Action LevelsIHSS 119.1 and Downgr adient

cocC Action IHSS 119.1 IHSS 119.1 Downgradient | Downgradient
Level Sampling Sampling Investigation Investigation
(MG/KG) FOD Results FOD Sampling
(MG/KG) Results
(MG/KG)
Carbon 3.56 0/38 0.062 U 0/13 0.62U
Tetrachloride
1,1- 219 2/38 0.1730.23J 0/13 0.62U
Dichlorethene
Tetra- 3.15 3/38 0.163-0.66 0/13 0.62U
Chloroethene
111-Trichloro- 94.8 2/38 0.163-0.28J 0/13 0.62U
ethane
Trichloro- 3.28 2/38 0.343-0.55J 0/13 0.62U
Ethene

FOD=Frequency of Detection represents the number of detection's/number of samples
U=COC was not detected at that level
J=Estimated concentration at the level indicated. The concentration represents a value below detection limit
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In January 2001, a major modification to the CAD/ROD was amended and signed to eliminate
the excavation of soils due to the contaminants being either non-detectable or present at only
very low concentrations (DOE 20014). Institutional controlswill be used to prevent the use of
any groundwater on site and groundwater monitoring will continue in order to ensure that the
plume is not migrating toward Woman Creek. Operation of the collection well isto continue for
one year after the major modification to the CAD/ROD was signed (February 23, 2001). At that
time, if datafrom four quarters of monitoring shows an average concentration for trichloroethene
to be below the ALF Tier | action level then pumping and treating of groundwater will be
discontinued. (Based on recent monitoring results, pumping and treating of groundwater was
discontinued in April 2002.) The collection well will then be designated as a Plume Definition
Well and initially monitored quarterly consistent with the Integrated Monitoring Plan (IMP).
Consistent with the original remedy, groundwater monitoring will be performed in accordance
with the IMP after completion of groundwater pumping through Site Closure with evaluation
occurring during subsequent CERCLA Five-Y ear Reviews. Long term monitoring beyond Site
Closure will be established as appropriate in the Final Site CAD/ROD.

As part of the original CAD/ROD, decommissioning of the French drain is separate from the
Modified Remedy and was accomplished in September 2000. The French drain system was
breached at the lowest point and the collected groundwater now flows underground through a
conveyance to the South Interceptor Ditch. Water quality of groundwater collected by the
French drain has been sampled quarterly since 1993 and data indicate contaminant
concentrations have been consistently below ALF Tier Il groundwater action levels. Monitoring
will continue in accordance with the IMP to ensure groundwater is not impacting surface water
quality in Woman Creek.

4.2 Remedy Selection Operable Unit 3, The Offsite Areas
Background

OU 3 was established to address Site-related contamination-transport offsite by wind and water.
OU 3 wasthe only origina IAG Operable Unit not located on Rocky Flats property. RFCA
consolidated most of the OUs at RFETS. OU 3 remained separate under RFCA, owing to its
unique geographic location and the fact that investigations and administrative actions for OU 3
had been nearly completed at the time the RFCA was signed.

OU 3 did not have a defined boundary, but rather referred to offsite contamination emanating
from Rocky Flatsin general. OU 3 is comprised of four IHSSs: Contamination of the Land
Surface (IHSS 199), Great Western Reservoir (IHSS 200), Standley Lake (IHSS 201), and
Mower Reservoir (IHSS 201). DOE performed extensive environmental investigationsin OU 3
in the early 1990s, taking samples of surface soils, reservoir sediments, surface water, and
groundwater. The results of these investigations appear in the RCRA Facility
Investigation/Remedial Investigation (RFI/RI) Report for Operable Unit 3, submitted in final
form to EPA and CDPHE on July 11, 1996 (DOE 19964). In addition to summarizing the results
of environmental investigationsin OU 3, the RFI/RI Report contained a Baseline Risk
Assessment, which in turn contained an assessment of the human health risks posed by the
contaminants found in OU 3, called the Human Health Risk Assessment (HHRA).
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Based upon the RFI/RI Report’ s evaluations of sampling data, DOE, EPA and CDPHE selected
COCsfor OU 3. COCs are those substances that may contribute significantly to human health
risks, and which were considered in the HHRA. Plutonium and americium (a radioactive decay
product of plutonium) were the COCs selected for OU 3. The highest level of plutonium found
in OU 3 was approximately 6.5 picoCuries per gram (pCi/g), found in a surface soil sample
about 1,800 feet east of the intersection of the RFETS East Access Road and Indiana Street. The
highest level of americium encountered was approximately 0.5 pCi/g, in a surface soil sample
just east of the intersection of the East Access Road and Indiana Street. The highest levels of
these two contaminants were lower in reservoir sediments than in surface soils. The RFI/RI
Report concluded that windblown dispersal of contaminants from leaking drums stored on the
903 Pad was the primary source of plutonium and americium in OU 3 surface soils and most
reservoir sediments. The RFI/RI report concluded that waterborne transport was the most
important source of contamination in sedimentsin Great Western Reservaoir.

The HHRA evaluated the risks posed by these contaminants. For all of OU 3, the highest

cal culated excess cancer risk was three in one million (3x10™®), using reasonable maximum
exposure for aresidential scenario. Using the recreational scenario and a reasonable maximum
exposure, the highest calculated excess cancer risk was one in one hundred million (1x10®). The
primary reason for the differencesin risk is the difference in time spent at the Site in the two
scenarios. EPA guidelines indicate that excess lifetime cancer risks which are within or below
the one in ten thousand (1x10#) to one in one million (1x10°®) range are protective of human
health. All calculated risks for OU 3 were well within or well below this range.

DOE submitted the OU 3 RFI/RI Report to the Agency for Toxic Substances and Disease
Registry (ATSDR), a part of the Federal Centers for Disease Control, to obtain a Health
Consultation. The Health Consultation provided an independent evaluation of whether COCs
had been adequately identified, the risks to human health posed by the COCsin OU 3, and
whether the proposal for no further action in OU 3 was appropriate. The ATSDR concluded that
the COC selection process was reasonable and that none of the constituentsin OU 3 posed public
health concerns. The ATSDR Health Consultation also stated that no additional activities were
needed in OU 3 to protect public health (DOE 1997c¢).

Based upon the risks calculated in the RFI/RI, the OU 3 CAD/ROD selected aremedy of no
action. The Declaration Statement in the OU 3 CAD/ROD reads as follows :

“ DOE, in consultation with CDPHE and EPA, has determined the no remedial actionis
necessary for OU 3 to be protective of human health and the environment. No hazardous
substances, pollutants or contaminants will remain within the boundaries of OU 3 above levels
that allow for unlimited use and unrestricted exposure, as these levels have been calculated in
the OU 3 RFI/RI Report. Snce no national health-based standards have been promulgated for
the radioactive contaminants remaining in OU 3, this Corrective Action Decision/Record of
Decision will be reviewed in five years, consistent with CERCLA Section 121(c), to ensure
consistency with such a national standard, if oneislater promulgated.”
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Since the conclusions contained in this CAD/ROD are in part dependent on calculated radiation
exposure levels, the CAD/ROD will additionally be reviewed if necessary, consistent with
CERCLA Section 121(c), to ensure consistency with any revisions to those calculated levels that
may result from new regulations, or improved cal culation methods or modeling parameters.

The OU 3 CAD/ROD became final during May 1997.
4.3  Trench T-1 Source Removal

Background

The remediation of Trench 1 (T-1) at RFETS was conducted during the period of June 1998
through August 1998. The T-1 siteislocated northwest of the inner east gate, about 40 feet
south of the southeast corner of the protected areafence. The trench was expected to be 200 feet
long, 15 to 20 feet wide, and 10 feet deep. Historical documentation indicated that depleted
uranium metal chips (lathe and machine turnings) originating from Building 444 were packed
with lathe coolant and buried in the west end and possibly the east end of T-1 in approximately
125 drums. Ten drums of cemented cyanide and one drum of “till bottoms” (recovered waste
solvents or evaporated |athe coolant sludge) were also suspected to have been buried in T-1
along with an unknown amount of debris. The still bottoms could have potentially consisted of
still bottoms from the recovery of residual trichloroethene and perchloroethene waste solvents
and sludge generated from machined parts cleaning. Consequently, the primary COCs were
depleted uranium (DU), cyanide, and possible trichloroethene and perchloroethene.

Evaluation and characterization of the environmental conditions in the vicinity of T-1 was
conducted using available data compiled from the OU 2 Phase || RFI/RI report (DOE1995a) and
the Draft Trenches and Mound Site Characterization Report (RMRS 1996a). Subsurface soil and
groundwater data evaluated included analytical results from three boreholes and five
groundwater monitoring wellsinstalled near the west portion of T-1. In addition, alimited soil
gas survey was performed at the trench site to screen for VOCs. Electromagnetic and ground
penetrating radar surveys were conducted at the site in 1995 to locate buried conductive objects
and define the trench boundaries. Based on the characterization data available there did not
appear to be significant subsurface soil or groundwater contamination with asourcein T-1.
(RMRS1998a)

Project Description

The project was authorized via the Proposed Action Memorandum (PAM) for the Source
Removal at Trench 1, dated March 5, 1998 (RMRS 1998a). The objectives of the removal were
to: 1) remove all drummed wastes and debris from the trench; 2) remove al contaminated soil
exceeding RFCA Tier | action levelsfor radionuclides, VOCs and cyanide, and; 3) disposition
contaminated soils, drummed waste and debris.

One hundred seventy one drums or containers were removed from T-1 during excavation
activities. Several waste streams were generated from the source removal including radioactive
metal wastes, cemented cyanide wastes, contaminated soils, decanted lathe coolant, and debris.
Intact drums containing depleted uranium and cemented cyanide were removed from the trench,
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preliminary characterization was conducted, and the drums were placed in over-pack containers.
Other than drum carcasses, very little debris was encountered during the T-1 excavation. Severa
conditions were encountered during excavation that caused atemporary pause in operation
including rapid oxidation of depleted uranium (DU), the discovery of uranium hydride
potentially containing tritium, and asbestos within the cemented cyanide matrix. These issues
were resolved and removal activities resumed.

When the removal was completed, approval was obtained from the EPA to use the soils
contained in 1,434 stored drums of Investigative Derived Material (IDM) (soil that was
generated during past remedial investigation drilling activities across the Site) as backfill. All
IDM material placed in T-1 waswell below Tier |1 action levels. The site was demobilized,
including removal of the tent structure used to protect the remediation from the elements, and the
areawas graded and seeded.

Some of the waste generated was shipped to the Nevada Test Site or to Envirocare for disposal.
The largest mixed waste stream requiring treatment was the depleted uranium contained in
eighty 83-gallon drums, forty-nine 110-gallon drums and twenty-three B-12 metal crates. The
depleted uranium waste stream is considered contaminated with chlorinated VOCs, cadmium,
and PCBs. The containers are currently being stored in a RCRA storage unit on the 904 Pad.
The treatment options proposed in the PAM are not feasible, and aternatives are being
investigated. An evaluation of treatment alternatives for the T-1 wastesisincluded in the Trench
1 Waste Characterization and Disposition Pathways Analysis Report, (RMRS 1999a).

44  Trench 2, Ryan’s Pit Source Removal
Background

Ryan’s Pit, al'so know as Trench 2, was used from approximately 1966 to 1970 for the disposal
of VOCs and small quantities of debris (e.g. drum carcasses). The siteislocated south of the
903 Pad and was approximately 32 feet long and 18 feet wide. The results of environmental
investigations, conducted between 1992 and 1995, identified Ryan’s Pit as a significant
contributor to the contamination of groundwater in thisarea. The primary chemicals of concern
at Ryan’s Pit included 1,1,1-trichloroethane (1,1,1 TCA), tetrachl oroethane (PCE), and
trichloroethene (TCE). No disposal of radiological wastes was suspected.

Project Description

The remedial accelerated action objectives of the source removal action wereto: 1) remove all
VOC contaminated soil and debris from the trench, 2) treat the soil and debris with an on-site
thermal desorption unit, and 3) backfill the excavation with the treated soils.

The Final PAM for the accelerated action of IHSS 109, Ryan’s Pit, dated August 24, 1995
(RMRS 1995a), authorized the project. During final reviews of the PAM, CDPHE determined
that the on-site treatment of the Ryan’s Pit soil would require a modification to the Rocky Flats
Part B Hazardous Waste Operating Permit. The Permit modification established basic operating
parameters for the onsite storage and treatment of soils excavated from the trench and established
performance standards for the treatment of VOC contaminated soils (RMRS 1995b).
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Soil excavation was conducted between September 5and September 12, 1995, in accordance
with the PAM/Permit Modification. A track-mounted backhoe excavated approximately 180 yd®
of contaminated soil and debris, which was placed in nine roll-off boxes and covered. Theroll-
off boxes containing the contaminated trench soils were subsequently sampled for metals and
radionuclides. Samples from six of the nine roll-off boxes indicated radionuclide levels
exceeding the Programmatic Preliminary Remediation Goals (PPRG) criteria established by the
PAM. Asaresult, return of the soil following processing for VOCs was delayed pending further
radionuclide evaluation. The sum of the radionuclides excess cancer risk was reevaluated and
determined to be 8.1x10°. A PAM modification described the risk evaluation and stated that
since the risk was still within the EPA’ s acceptable range of lifetime cancer risk to an individual,
return of the soil to the trench was acceptable (RMRS 1996b). Soil was treated using low
temperature thermal desorption between February 4 and February 19, 1996. (A summary of
treatment results can be found in section 8.3.4.) On September 16 through September 17, 1996,
the treated soil was returned to Ryan’ s Pit and was covered with the original, untreated topsoil.
On September 30, 1996, the site was seeded with native grass seed and covered with a
stabilization material to hold the seed in place.

45 Trenches T-3 and T-4 Sour ce Removal
Background

Trenches T-3 and T-4 were used to dispose of sanitary sewage sludge contaminated with
uranium and plutonium and miscellaneous waste. Flattened empty drums contaminated with
uranium and plutonium were also disposed in the trenches. Based on monitoring results,
trenches T-3 and T-4 were sources of VOC contamination in the groundwater. Upgradient and
downgradient wells were sampled and results are summarized in the PAM dated March 28, 1996
(DOE 1996¢). The results showed a significant increase in VOC concentrations in downgradient
wells. VOC contaminants include carbon tetrachloride, PCE, TCE, and toluene.

Trench T-3 was used from approximately October 1964 through April 1966. Trench T-4 was
used from approximately April 1966 through April 1967. They were both constructed by
bulldozing to a depth of approximately ten feet. The dimensions of T-3 were approximately 20
feet by 134 feet while T-4 was approximately 20 feet by 125 feet. The trenches are located north
of the east access road and east of the north east perimeter road.

Project Description

The purpose of the Trenches T-3 and T-4 accelerated action was to remove the source of VOC
contamination from the trenches. The project was authorized by the PAM for the Source
Removal at Trenches T-3 and T-4, Revision 2, dated March 28, 1996 (DOE 1996c).
Approximately 3,796 cubic yards of contaminated soil and debris were removed from the
trenches and processed using thermal desorption to remove VOCs, primarily carbon
tetrachloride, TCE, and PCE. The excavation of T-3 was approximately 136 feet long, 18 to 24
feet wide, and 15 feet deep, and it included 1,706 cubic yards of material. The excavation was
completed July 3, 1996, and the treatment of T-3 material was completed July 11, 1996. The
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excavation of T-4 was 148 feet long, 19 to 22 feet wide and approximately 12 feet deep, except
where the excavation proceeded to bedrock at 26 feet. The amount of material excavated from
T-4 was approximately 2,090 cubic yards. The excavation was completed August 14, 1996, and
the treatment of T-4 material was completed August 19, 1996.

The primary objective of the project was to remove VOC source material; however, radiocuclide
contamination was screened as part of the project aswell. All soil, including the material
initially segregated as potentially radionuclide contaminated met the RFCA ALF Tier |
subsurface action levels, dated May 30, 1996. Furthermore, all but approximately 250 cubic
yards of soil met the Tier |1 valuesaswell. Consequently, all treated soil was returned to the
excavation. The 250 cubic yards of soil between Tier | and Tier 11 was wrapped in a burrito
wrap with its location noted in the event it becomes necessary to remove this soil in the future.
The Tier | action levels used for the T-3/T-4 project are shown in table 5 below. A sum of the
ratios cal culations was used to determine that soil met the Tier | action level.

Table5 Tier | Action Level for Residential Exposure Used for the T-3/T-4 Project

Radionuclide Action Level (pCi/g)
Americium—241 229
Plutonium-238 2140
Plutonium-239 2001
Plutonium-240 2007
Plutonium-241 21530
Uranium-234 2042
Uranium-235 136.8
Uranium-238 613.9

In addition to the soil that was excavated, debris, including approximately 300 drum carcasses,
was removed from T-3/T-4. These drum carcasses were segregated according to activity levels
prior to managing them as waste. To improve waste packaging efficiency some of the carcasses
were size reduced using atrack hoe bucket. During this size reduction evolution approximately
two pounds of depleted uranium was spilled. The spill resulted in activation of the Emergency
Operations Center and spill cleanup.

4.6 Sour ce Removal at the Mound Site, IHSS 113
Background

An excavation and source removal of VOCs from soil was conducted at IHSS 113, the Mound
Site, in 1997. The Mound Site is located north of Central Avenue, and east of the Industrial Area
fence. Between 1954 and 1958, drums containing uranium, beryllium, hydraulic oil, carbon
tetrachloride and PCE were stored at the Mound Site. Approximately 1,405 intact drums were
placed at the Mound Site and covered with soil; creating amound. The drums originated from
Buildings 444, 883, 771, and 776. Prior to the removal of the drumsin 1970, some of the drums
were known to have leaked, and the resulting contamination began impacting groundwater. In
1970, all drums were removed from the Mound Site along with some radiologically
contaminated soil.
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Performance monitoring well data downgradient of the Mound Site was evaluated to determine if
atrend in the concentration is occurring. Groundwater data from the 2000 Annual Rocky Flats
Cleanup Agreement Groundwater Monitoring Report was evaluated for this report (KH 2001c).

Project Description

A Final PAM was authorized for the excavation and removal of the VOCs, dated February 1997
(RMRS 1997c). The proposed action objective of the accelerated action was to excavate and
thermally treat V OC-contaminated soils from the Mound Site, thereby preventing further
degradation of groundwater and to protect human health and the environment. The subsurface
soils at the Mound Site contained substantially higher concentrations of VOCs than the
surrounding area. This action involved excavating approximately 400 to 1,000 cubic yards of
soil from the site using standard excavating equipment. The soil was temporarily stockpiled,
then was treated using a low temperature thermal desorption remediation technology. Treated
soil was then used as backfill into the excavation.

The low temperature thermal desorption system used for the Mound Site project was an
improved system over what was used in the T-3/T-4 project. The treatment system was re-
engineered by moving the HEPA filters further down the air flow path to minimize any moisture
that could impinge on them. The treatment beds were a so re-engineered to minimize the amount
of water required for cooling.

Approximately 725 cubic yards of soil were contaminated with VOCs above the Tier |
subsurface action levels specified in Attachment 5, The Action Levels and Standards Framework
for Surface Water, Groundwater, and Soils, of RFCA. The contaminated soil was excavated
from the Mound Site, and successfully treated using low temperature thermal desorption to
remove the VOC contamination. The Mound Site contaminants of concern included PCE, TCE,
methyl chloride, and carbon tetrachloride. The treated soils were backfilled to the Mound Site
between September 3 and 8, 1997, and the area was restored and re-vegetated. A closeout report
was written in October 1997 (RMRS 1997d).

As part of the backfill operation, three partially filled 55-gallon drums of soil were emptied into
the bottom of the Mound Site excavation. This soil originated as aremnant from the T-3/T-4
project. Initial resultsindicated that the soil was below the RFCA Tier 11 subsurface soil action
levelsfor radionuclides. Asaresult, a determination was made to place this soil in the Mound
Site excavation. After placement of the soil and backfilling was complete, it was determined that
the initial analyses were in error, and re-analysis indicated that the soil was above the Tier |
subsurface soil action levels. A decision was then made to exhume this soil. Approximately 3
cubic yards of soil was removed from the excavation on September 26, 1997. Project Radiation
Control Technicians identified the “hot spot” soil using visual inspection and a Field Instrument
for the Detection of Low Energy Radiation (FIDLER) and samples were collected for gross
alpha/beta analyses below the hot spot location. Results of these samples are contained in
Appendix C of the Closeout Report (RMRS 1997d).
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47 Mound Plume Accelerated Action
Background

The Mound Site Plume project is located north of Central Avenue and east of the RFETS

Industrial Area along the southern edge of the South Walnut Creek Drainage. The Mound Site was
adrum storage area where 1,405 drums of uranium and beryllium contaminated lathe coolant (a
mixture of approximately 70% hydraulic oil and 30% carbon tetrachloride) were placed between
1954 and 1958. Some drums also contained PCE. Historical information also indicates that some
of the coolant contained low levels of plutonium (DOE 1992). The drums were removed in 1970,
but 10% of the drums were suspected to have |leaked. However, there are no records of the volume
of contaminants released to the soil at the Mound Site. Radioactively contaminated soils were
removed at the time the drums were removed from the Mound Site and removal of VOC
contaminated soil was completed as an accelerated action in 1997, as described in Sections 4.6 and
8.3.6 of thisreport.

Performance monitoring well data downgradient of the Mound Site was evaluated to determine if
atrend in the concentration is occurring. Groundwater data from the 2000 Annual Rocky Flats
Cleanup Agreement Groundwater Monitoring Report was evaluated for this report (KH 2001c).

The ground surface slopes steeply to the north from the Mound Site towards the incised drainage
of South Walnut Creek. VOC contaminated groundwater is found in monitoring wells between the
Mound Site and South Walnut Creek, which indicates that the Mound Site is the primary source
areafor the plume. While thirty-five VOCs have been detected in the plume, PCE and TCE are
the dominant contaminants. PCE is the predominant contaminant with historical concentrations as
high as 528,000 microgramg/liter (ug/l) found in well 0174 at the Mound Site while the highest
TCE concentration detected was 18,000 ug/l. Concentrations of these chemicals decrease towards
South Walnut Creek; however, groundwater samples collected confirm that VOC contaminated
groundwater is present in localized areas near the South Walnut Creek Drainage.

Project Description

The Mound Site Plume project was conducted in accordance with the Mound Site Plume
Decision Document (DOE 1997d). The project was a cooperative effort between the RFETS and
the DOE Subsurface Contaminant Focus Area, with support from the National Risk Management
Research Laboratory of the EPA.

The project had the following objectives:

e Intercept and treat contaminated groundwater, including seep SW059, at the distal end of the
Mound Site Plume.

e Designand install a passive groundwater treatment system that, to the extent practicable,
protects surface water and reduces the contaminant mass loading in surface water consi stent
with the ALF.
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e Design the reactive metals treatment system and the barrier wall construction method to
minimize the generation of low-level mixed waste and/or low-level waste.

e Design the reactive metals treatment system for easy access for operation and maintenance
and for ease in media replacement or final removal.

e Develop cost and performance data for design of low cost and effective treatment systems.

e Minimize the impacts to the Prebles Meadow Jumping Mouse during construction by
installing silt fences between the construction area and the creek to prevent downstream
sedimentation of habitat.

e Avoid depletion of waters to South Walnut Creek.

The Mound Site Plume Project employs a groundwater barrier/collection and iron filings
treatment system to remove chlorinated organic compounds and low levels of radionuclides. The
single-membrane, impermeable containment barrier consists of high-density polyethylene
(HDPE) that extends approximately 230 feet across the distal portion of the plume.

Five monitoring points were installed in the collection trench for performance monitoring of the
system. The sump is piped to two treatment cells located downgradient of the barrier and
collection system. Zero-valent iron in two sub-grade treatment cellsis used to dehal ogenate the
VOCs and radionuclides to below the Tier |1 Action Level Framework levels concentrations as
defined in RFCA. Radionuclidesin the groundwater are removed by chemical reduction and/or
adsorption and remain on the iron matrix. Most of the contaminants are destroyed or removed
within the first two feet of theiron medium in thefirst cell. The remaining contaminants are
destroyed or removed before the water leaves the cell. The treatment cells were designed so that
treatment medium can be easily removed and retrieved to allow the extraction of bound
contaminants and replenishment of the reactive medium. Treated water is discharged back into
the groundwater on the downgradient side of the treatment cells through a discharge gallery,
similar in construction as a French drain but working in the opposite direction.

Installation of the collection and treatment system was completed on September 18, 1998. The
EPA Superfund Innovative Technology Evaluation program began effluent sampling on October
28, 1998 after it was agreed that much of the tap water placed in the reactor vessels during
construction and start up activities had been displaced by contaminated groundwater.

4.8 East Trenches Plume Accelerated Action
Background

Asaresult of past waste storage practices at the East Trenches, VOCs are present in groundwater
in excess of the ALF Tier | level groundwater concentrations defined in the RFCA. The plume
of VOC contaminated groundwater is derived from the East Trenches area, which includes
Trench T-3 (IHSS 110) and T-4 (IHSS 111.1). These disposal trenches were used between 1964
and 1967 for disposal of sanitary sewage sludge contaminated with low levels of uranium and
plutonium, VOCs, and miscellaneous waste. These trenches were excavated as part of an
accelerated source removal action in 1996, as described in Sections 4.5 and 8.3.5.
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A component of the plume may also be derived from the VOC contamination at the 903 Pad
where drums containing plutonium and uranium contaminated oils and solvents were stored from
the summer of 1958 to January 1967.

The primary contaminants in the East Trenches groundwater plume are VOCs derived from the
Trench 3 and Trench 4 source areas. VOC contamination was detected in the groundwater and
in seeps at South Walnut Creek. In the source area, semi-volatiles, petroleum hydrocarbon
compounds, and uranium-238 at concentrations up to 3,240 pCi/g were also detected in the soils
(RMRS 1996a). At the collection system location, TCE was the predominant contaminant found
in groundwater with the highest concentration of 6,800 microgramg/liter (ug/l) in well 23197.
The other major contaminants included 1,1-trichloroethane at 730 ug/l in well 22697, and carbon
tetrachloride at 460 pg/l in well 22997.

Project Description

The East Trenches Plume accelerated action project was conducted in accordance with the Final
PAM for the East Trenches Plume (DOE 1999a). A groundwater collection and treatment
system was installed to capture, redirect, and treat contaminated groundwater within treatment
cells containing zero-valent iron. System installation began in February 1999 and was compl eted
on September 23, 1999. The collection system was the last component completed.

As defined in the PAM, the objectives of this accelerated action were:

e Intercept and treat V OC-contaminated groundwater at the distal (northern) end of the East
Trenches Plume. (The COCs and their respective RFCA Tier 1l action levelsfor
groundwater are listed in the Table 11 found in section 8.3.8.)

e Protect surface water and reduce the V OC-contaminant mass loading in surface water, to the
extent practicable.

e Install an easily accessible system to reduce operation and maintenance costs and to easily
replace mediawhen necessary.

e Minimize the impact to Preble’ s meadow jumping mouse during construction.
e Avoid depletion of waters to South Walnut Creek.

The groundwater collection system extends approximately 1,200 feet in an east-west direction and
captures the mgjority of the contaminated groundwater plume. A collection sump was installed at
the eastern end of the collection system to accumulate groundwater, and to allow fine-grained
sediment to drop out. The collected groundwater flows by gravity from the collection sump
through a 2-inch, non-perforated HDPE conveyance line to the two treatment cells.

The treatment system consists of two high-density polyethylene tanks containing reactive iron,

which degrades the dissolved chlorinated VOCs in the groundwater. The system utilizesiron to
induce conditions where hydrogen is substituted for chlorine in the chlorinated VOCs. The end
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products of the process are completely dehalogenated hydrocarbons and non-toxic salts. The
treatment cells are approximately 12 feet in diameter and 13 feet tall. Groundwater enters the
cells at the top and percolates through the 6.5 feet of iron. Thereisone foot of granular material
on the bottom of each treatment cell to disperse the groundwater. The upper foot of each cell isa
50/50 mixture of iron and pea gravel to ssimplify mechanical break-up of the expected crust
formation.

The treatment cells are piped so that they can berunin seria or parallel. Water discharges from
the base of the treatment cell to the next cell or to the metering manhole. The metering manhole
contains awater flow meter to determine the volume of water treated, and is the effluent sample
location. From the metering manhole, the treated water then discharges to groundwater through
an infiltration gallery located adjacent to South Walnut Creek. However, for additional
flexibility, the system alows discharge directly to surface water in South Walnut Creek, if
needed. Reclamation of the disturbed areas and restoration of the B-Series Pond road took place
after installation of the collection and treatment system.

Four downgradient monitoring wells monitor the performance of the system. One existing well
is being used along with three additional wells installed as part of the project.

Minor modifications were made to the design as presented in the East Trenches Plume PAM.
One minor field modification to Section 5.2.5-Construction Waters, was made to allow
construction waters at the East Trenches Plume Project to be discharged to the B-Series Ponds.
This was a safety measure for occasions when large quantities of water generated during
construction could not be effectively or safely be collected and transferred to the Site's
Consolidated Water Treatment Facility. Water was primarily discharged to Pond B-2, however
some water was also transferred to Pond B-1 to maintain a sufficient quantity of water in that
Pond. The other modification involved deleting the geotextile fabric around the filter pack in the
collection trench when it was found to be unnecessary.

49 Solar Pond Plume Accelerated Action

The five SEPs are located in the northeastern portion of the Industrial Area, and were used to
process the site’ sliquid waste streams from 1953 to 1986. Three previous ponds were located at
or in the immediate vicinity of the current 207C Pond. Two of these ponds were constructed in
1953. The ponds were utilized, emptied and removed from operation in 1956 for the installation
of clay linersfollowing completion of the current 207A Pond. The ponds were returned to
operation later that year. Thethird original pond was constructed in 1959 to contain potential
overflow from 207A. Thethree origina ponds were removed from servicein 1960 when the B
Series Ponds commenced operation. The southernmost of the original ponds was re-graded for
the construction of B-779 in 1962. The other two origina ponds were re-graded and are now the
site of the current 207C Pond constructed in 1970. The current five ponds were emptied and
relined several times since their construction. Resultant wastes were shipped offsite for disposal
during the relining operations.

Operation of the SEPs resulted in contamination of the underlying and adjacent soils and shallow
groundwater with nitrates and uranium. The solar pond plume (SPP) is a discontinuous area of
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groundwater contamination that extends northeast from the SEPs to the North Walnut Creek and
southeast towards South Walnut Creek. Various remediation and closure activities have been
conducted over the years to mitigate releases from the SEP. Past remedia activities include
pond relining/repairs, removal of water and sludge from the ponds, and construction of
groundwater interceptor ditches and trench systems. The primary contaminants associated with
the plume are uranium and nitrate.

A series of ditches with associated water collection and pumping equipment was installed in
seeps along the hillside north of the ponds beginning in 1970. Seeping groundwater was
collected from the ditches and pumped backed into pond 207B North. A much more extensive
interceptor trench system (ITS) was constructed in 1981. Contaminated groundwater collected
by the ITS was pumped back uphill from the ITS pump house near Walnut Creek into Pond
207B-North. Three temporary modular storage tanks were constructed on the hillside to the
northwest of the ITS pump house in 1992 to contain the water collected by the ITS. These tanks
were brought on line in 1993 at the same time that piping modifications were made in the pump
house sump and Building 910 to accommodate direct transfer of water from the temporary
modular storage tanks to Building 374 for treatment by evaporation.

The current SPP collection and treatment system was installed and placed into operation in 1999.
This new system replaces the previous temporary modular storage tanks and B-374 evaporation
treatment systems. The SPP system collects water primarily from the old ITS, passesit through
atwo stage treatment cell containing iron filings and wood chips, and dischargesto a gallery
near Walnut Creek as described below.

Project Description

The current SPP collection and treatment system was installed as an IM/IRA in 1999 (DOE
1999b). The objectives of the SPP accelerated action were:

e Protect North Walnut Creek by reducing the mass loading of nitrate to surface water and
ensure that surface water standards are met in the Creek.

e Design and install a passive system to intercept and treat the contaminated groundwater
of the SPP to remove nitrate.

e Design and construct the reactive barrier system in a manner which minimizes the
generation of low-level mixed waste and/or hazardous waste and protects the habitat of
Preble’' s Meadow Jumping Mouse, which was added to the Threatened Species List on
May 18, 1998.

e Design the reactive barrier system to allow easy access for operations and maintenance
and reactive media replacement or removal.

e FEvaluate effectiveness of reactive barrier system in removing nitrate.

The system islocated north of the SEPs and is designed to collect and treat the nitrate and
uranium contaminated groundwater before it reaches North Walnut Creek, the nearest

29



downgradient surface water body. System installation began in June of 1999 and was completed
on September 22, 1999. Construction was mainly limited to the previously disturbed area
adjacent to the North Access Road to minimize impacts to Preble’s mouse habitat. Re-vegetation
was completed in October of 1999. The 1,100 feet long collection system was installed within a
ditch excavated to 20 to 30 feet below land surface and approximately 10 feet into the underlying
claystone.

The intercepted water is routed from the drain pipe within the sand envel op to the adjacent 46
feet long by 21 feet wide concrete vessel containing the two treatment cells. Thefinal location

of the treatment vessel was dictated by the nearby Preble’ s meadow jumping mouse habitat. The
proximity of the habitat resulted in placing the treatment system directly adjacent to and on grade
with the deepest portion of the collection system. Thiswas a modification to the original

planned location for the treatment cell. The resultant grade requires the accumul ation of
approximately 11 feet of water within the collection system before water will flow into the
treatment vessel.

The exterior treatment vessel is divided into two treatment cells by an 18-inch thick, twelve feet
high internal wall. The first cell is 31 feet long by 17 feet wide and isfilled with a mixture of
sawdust and leaf mold and 10% zero—valent iron filings by weight to induce de-nitrification and
uranium removal by chemical reduction. The organic material provides the growth medium and
food source for bacteria to mineralize the nitrate by utilizing it as a metabolic nutrient. The
second cell is 10.5 feet long by 17 feet wide and contains only iron filings to act asafinal
uranium polisher to remove uranium from the water. The treatment vessel is plumbed to allow
the cellsto operate in series or paraldl.

Based on calculations that were provided by the CDPHE during development of the IM/IRA, the
current temporary stream standard of 100 mg/l nitrate would be achieved if treatment system
effluent concentrations did not exceed 500 mg/l (DOE 1996b). For the contaminated ground
water passing through the treatment system, the treatment system is actually operating at much
greater removal efficiency than anticipated by the previous laboratory bench tests.

4.10 Solar Evaporation Ponds Sludge Sour ce Removal

Background

The five SEPs are located in the northeastern portion of the Industrial Area, and were used to
process the site' s liquid waste streams from 1953 to 1986. Three previous ponds were located at
or in the immediate vicinity of the current 207C Pond. Two of these ponds were constructed in
1953. The ponds were utilized, emptied and removed from operation in 1956 for the installation
of clay liners following completion of the current 207A Pond. The ponds were returned to
operation later that year. The third original pond was constructed in 1959 to contain potential
overflow from 207A. The three original ponds were removed from service in 1960 when the B
Series Ponds commenced operation. The southernmost of the original ponds was re-graded for
the construction of B-779 in 1962. The other two original ponds were re-graded and are now the
site of the current 207C Pond constructed in 1970. The current five ponds were emptied and
relined several times since their construction. Resultant wastes were shipped offsite for disposal
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during the relining operations. The most recent sludge and water removal action, accomplished
from 1993 to 1995, is the subject of thisreview.

The SEPs stored and evaporated process wastewater containing nitrates, neutralized acidic
process waste, and low level radioactive isotopes. The five currently existing SEPs 207A, 207B-
North, 207B-Center, 207B-South, and 207C were granted interim status under RCRA/CHWA by
CDPHE pursuant to an August 1986 Compliance Agreement (Agreement Number RCRA-VI11-
86-08). RCRA Corrective Action or Closure of the Interim Status Unit (the five empty ponds)
will be documented under a separate decision document. A groundwater collection and
treatment system, installed under a previous accelerated action IM/IRA to address associated
contaminated groundwater, was completed in 1999.

Project Description

The purpose of the source removal efforts at the SEPs was to remove the potential continuing
source of nitrate and uranium contamination that exists in soils and groundwater beneath and
adjacent to the SEPs. As discussed above, several water and sludge removal and relining efforts
were undertaken in the 1950s to 1970s to enhance the operation and/or life span of the previous
and current ponds.

The most recent removal of sludge and water from all five ponds was conducted as a routine
operation within aRCRA Interim Status Unit Undergoing Closure. The only regulatory
documentation required was the modification made to the RCRA Part B Permit. The removal
operation was conducted by consolidating the material in a clockwise fashion from 207A to
207B-South. The excess water within a pond was decanted to B-374 for treatment by
evaporation. Sufficient water was retained within the pond to suspend the sludge and allow
transfer of the homogenized mixture into the adjacent pond. The entire sludge and remaining
water inventory was finally consolidated into pond 207B-South. The material was then removed
from 207B-South and transported via vacuum trucks to RCRA-permitted 10,000-gallon plastic,
double walled tanks installed on the 750 Pad. Excess water was then removed from the 207

A& B pond material by allowing the sludge to settle and pumping off the remaining water. More
mixture would then be added from 207B-South and allowed to settle and the decanting operation
would continue until the tank was filled to the design level.

The 207C contents are significantly different from that of the other four ponds and warranted
separate handling requirements. The 207C material consists of water, sludge, and brine layers of
varying thickness and volume. A grinder mounted on afront loader was used to grind the brine
and sludge to facilitate homogenization and removal of the material from the pond. This
material was also pumped into vacuum trucks and transported to the adjacent 750 Pad for storage
within the 10,000-gallon tanks. The water decanting operation was not conducted on the 207C
material because of its chemistry and consistency.
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411 OU 7 Seep Accelerated Action
Background

OU 7 islocated in the buffer zone north and west of the Industrial Area at the western reach of
No Name Gulch and includes the following areas:

Present Landfill (IHSS 114)

Inactive Hazardous Waste Storage Area (IHSS 203)

East Landfill Pond

Spray Evaporation Areas adjacent to the East Landfill Pond (IHSSs 167.2 and 167.3)

The OU 7 seep accelerated action is located near the base of the east face of the Present Landfill.

The landfill was operated for the purpose of disposal of solid wastes from 1968 until 1998. The
landfill ceased accepting waste in 1998 and was temporarily covered with soil and native grass.
The final cover is currently under evaluation and design and will be presented in an IM/IRA in
October of 2002. The Present Landfill encompasses an area of approximately 27 acres. The
waste materials were disposed as avalley fill operation within the previously existing and
relatively narrow head of No Name Gulch. Further disposal toward the east filled the upper
reaches of the drainage to the current extent of the Present Landfill.

Tritium was detected in water seeping from the landfill in 1973. Monitoring of waste prior to
burial was then initiated to prevent further disposal of radioactive material. In addition, interim
response measures, including slurry walls and groundwater diversion system, aleachate
collection system, and surface water diversion ditches were devel oped to control the generation
and migration of landfill leachate. Intensive controls were established in 1986 to prevent the
disposal of hazardous constituents in the landfill.

A Phase | RCRA RFI/RI was conducted in 1992 and 1993 to characterize the site features and
make preliminary determinations of the sources of and nature and extent of contamination. The
Phase || RFI/RI was conducted in 1994 and 1995 to further define the nature and extent of
contamination and to support the initial decision document. (DOE 1995b).

Groundwater flow in the areais controlled to some extent by the bedrock surface features and the
leachate collection and groundwater diversion systems. The leachate collection and groundwater
diversion systems are only partially effective. The current options analysis and preliminary
design associated with the OU-7 IM/IRA will evaluate means of effectively preventing the
migration of precipitation and groundwater into the wastes and the generation of |eachate.

The primary contaminants associated with the OU 7 seep that are detected above background
concentrations are VOCs, semi-volatile organic compounds, total and dissolved metals, and
radionuclides. The contaminants that have periodically been detected above RFCA Action
Levels during performance monitoring are vinyl chloride and benzene (KH 2000a).
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Project Description

Two separate OU 7 Seep accelerated action projects were conducted to construct and operate
seep collection and treatment systems. The initial action was undertaken in 1995 in accordance
with an approved PAM (DOE 1995b). The objective of this action was to eliminate the
discharge of the landfill leachate contaminated seep water to the downstream pond. The action
included the construction of a passive groundwater/seep collection system with associated
plumbing and a treatment vault containing Granular Activated Carbon (GAC) to remove the
organic contaminants before discharging the water to the landfill pond. The system operated
from May of 1996 to October of 1998.

The effectiveness of the treatment system was evaluated in the fall of 1998. The evaluation
indicated that the primary contaminants detected above the established performance standards
are benzene and vinyl chloride. GAC has avery limited capacity to attenuate vinyl chloride and
the system would require costly monthly carbon replacement to maintain removal effectiveness.
Asaresult of this evaluation, the treatment system was modified in October 1998 to treat the
seep water by passive aeration, and sampling and analyses for semi-volatile organic compounds,
metals and radionuclides was discontinued. The objective of the modified treatment system isto
reduce contaminants to meet RFCA surface water standards.

The following table lists the COCs for future performance monitoring and their respective
standards.

Table6
OU 7 Seep Treatment System Water Analytes and Perfor mance Standards
VOC Analytes RFCA Surface Water
Standard (ug/L)
Cis 1,2-Dichloroethene 70
Benzene 1
Chloromethane 5.7
Ethylbenzene 680
Methylene Chloride 5
Tetrachloroethene 1
Toluene 1,000
Trichloroethene 2.7
Vinyl Chloride 2
Xylene (Total) 10,000

RFCA values are based on RFCA. Attachment 5, Table 1,
Surface Water Action Levels & Standards, March 2000.

The seep water is collected in a settling basin, flows via pipe through the previously existing but
empty treatment vault to a set of stepped flagstones, and finally flows over and through a gravel
aeration bed before discharging to the landfill pond. The tumbling action enhances the aeration
of the water and effectively removes the contaminants. Flow is measured at the discharge point.
Effluent water quality samples are collected six feet downstream of the final flagstone aeration
step. Water released from the aeration system isretained in the landfill pond and is periodically
pumped into Pond A-3 lower in Walnut Creek. All water flowing through the North Walnut
Creek drainage passes through two RFCA POCs before leaving the RFETS property.
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4.12 Underground Storage Tanks Source Removal Project

Background

Six IAG underground storage tanks (USTs) are located within what was formerly known as OU
9, Original Process Waste Lines (OPWL). They were part of the OPWL network of tanks and
underground pipes to transport and temporarily store process waste. Table 7 below liststhe
locations and history of these tanks.

Table7—Tank Location and History

Tank Number | Location and History Description
Tank-2 South of B441, Formerly received Underlying tank and overhead
waste from B123 and B441 chambers, alimestone bed, and wet
well
Tank-3 South of B441, Formerly received Underlying tank and overhead
waste from B123 and B441 chambers, alimestone bed, and wet
well
Tank-10 West of B730, Received on-site Two 4,500-gallon concrete
laundry waste from B778 underground tanks
Tank-14 East of B774, Received B774 treated | One 30,000-gallon concrete
transuranic agueous mixed waste underground holding tank
Tank-16 East of B774, Received B774 treated | Two 14,000-gallon underground
transuranic agueous mixed waste concrete holding tanks
Tank-40 West of B889; Received wastes from | Two underground concrete 1000-
B889-acids, radionuclides, solvents gallon tanks

Project Description

The IAG Underground Storage Tank Source Removal Project at Rocky Flats consisted of
accelerated remedial actions to remove residual liquids and sludge from six underground storage
tanks. The scope of the accelerated activities was derived from the Accelerated Action Plan for
the Interagency Agreement Underground Storage Tanks Containing RCRA-Regulated Materials
(RMRS 1995c¢). Theremoval action objectives included stabilizing possible residual
contamination in underground storage tanks to prevent further migration of contaminants, and
minimizing risk to human health and the environment by fixing any remaining contamination.

An accelerated action plan outlined the actions to be performed on the six tanks. The action was
conducted in compliance with the PAM for the Contaminant Stabilization of Underground
Storage Tanks (RMRS 1996¢). Thisincluded removal of existing tank contents; rinsing of the
tanks to remove any gross contamination; and sampling and laboratory analysis of the rinsate to
document the extent of any contamination remaining in the tanks. In addition it included
managing and treating liquid contents and rinsate onsite, and managing sludge onsite pending
appropriate offsite disposition, and filling the tanks with an inert closed-cell foam (polyurethane)
to stabilize potential residual contamination, prevent groundwater and surface water infiltration,
and preserve tank integrity. The source removal actions were completed by September 30, 1996.
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All materials and wastes generated by the above activities were characterized and dispositioned.
The liquids removed from the tanks were treated at onsite facilities such as B891, 774, and 374.
Sludge removed from Tank-2, Tank-3 and Tank-40 were containerized in 55-gallon drums for
storage as radioactive mixed waste in RCRA Unit No. 1 until appropriate offsite disposal is
authorized. Approximately 200 gallons of sludge was removed from Tank-40 tanks prior to
rinsing and foaming. The sludge that was generated from Tank-2 and Tank-3 at B441 are stored
at 750 hazardous waste Unit 1. Sludge removed from Tank-10, Tank-14, and Tank-16 were
transferred to B774 for interim storage as radioactive mixed waste. Auxiliary equipment, debris,
and contaminated personal protective equipment was containerized and stored as low-level waste
in B664.

413 No Further Action/No Further Remedial Action Sites

Through process knowledge and characterization, the Site has identified and proposed IHSSs and
Potential Areas of Concern which may qualify as No Further Action/No Further Remedial
Action (NFA/(NFRA) Sites. These sites are proposed as NFA/NFRA sitesin the Historic
Release Report and subsequent annual and quarterly updates of the Historical Release Report
(DOE 1992 and DOE 19923a). Sites are approved as NFA/NFRA sites by CDPHE and EPA
based on process knowledge, analytical data, conservative risk-based screens, and/or formally
conducted interviews. The approval processis described in RFCA Attachment 6. This approval
provides a determination that accelerated action to render the site protective is not currently
warranted; however, such decisions are subject to re-evaluation at the time of the RI/FS and
Comprehensive Risk Assessment. All NFA/NFRA decisions will be documented in the final
CAD/ROD. Appendix C of thisreport contains the status of proposed NFA/NFRA sites.

5.0 PROGRESS SINCE LAST FIVE-YEAR REVIEW
Thisisthefirst five-year review for the site.
6.0 FIVE-YEAR REVIEW PROCESS

6.1  General

The RFETS Five-Y ear Review was conducted by DOE in accordance with CERCLA, Section
121(c), EPA Guidance (EPA 2001a) and with paragraph 254 of RFCA. The following team
members actively participated in the review:

Sean Bell, DOE, Office of Chief Council

Bob Birk, DOE, Performance Assessment and Projects Support
Norma Castaneda, DOE, Environmental Restoration

Jon Dion, DOE, Regulatory Compliance

Russell McCallister, DOE, Environmental Restoration

LisaO Mary, DOE, Environmental Restoration

John Rampe, DOE, Communications and Stewardship

Mark Sattelberg, U. S. Fish and Wildlife Service

John Stover, DOE, Infrastructure/Stewardship

Scott Surovchak, DOE, Environmental Restoration

Steve Tarlton, Colorado Department of Public Health and the Environment
Reg Tyler, DOE, Environmental Restoration
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This Five-Y ear Review primarily consisted of areview of relevant documents (see Appendix A),
areview of relevant data including groundwater, surface water, biota, and air monitoring data
(see section 7.2), and an inspection of sites analyzed in thisreport. (See Appendix D.) As
appropriate, specific documents and data were summarized to support the conclusions and
recommendations documented in this report.

6.2  Sitelngpectionsand Site Interviews

I nspections were conducted at the RFETS on February 13 and March 5, 2002, by staff from
DOE, Colorado Department of Public Health and Environment, and the U. S. Fish and Wildlife
Service. Inspection reports are included as Appendix D of this report. Sites inspected included
Operable Unit 1 (881 Hillside), Trenches 1, 3 and 4, Mound Site, Operable Unit 4 (Solar Ponds),
Ryan’s Pit, and the reactive barriers for the East Trenches Plume and Solar Pond Plume. The
purpose of these inspections was to assess the physical conditions of the sites evaluated during
this Five-Y ear Review.

There were no visible significant problems identified with respect to the remedies/accel erated
actions. One minor issue was inconsistent use of rope/radiation postings to delineate the
boundaries of removal actions. T-3 and T-4 were roped off but the Mound Site and T-1 were
not. Posting requirements were researched and it was discovered that T-4 was posted correctly
because it is considered an underground radioactive material area and is located outside the
Site's Industrial Area underground radioactive materia area posting. The Mound Site and T-1
were not required to be posted because they are within the boundaries of the Site’ s Industrial
Area posting and are not Soil Contaminated Areas by definition. T-3is currently conservatively
posted and the status is being researched. The posting will be changed if necessary.

One recommendation resulting from the inspection is to further research long-term maintenance
requirements for the reactive barriers. The Site needs to better understand these requirementsin
order to plan for the long-term stewardship mission of the RFETS.

Formal interviews were not conducted as part of this review due to the ongoing nature of cleanup
activities. However, informal interviews were conducted as part of the site inspection process
and during research into remedies and accelerated actions. For example, during the inspection of
the groundwater plume reactive barriers Kaiser-Hill personal were available to answer questions
concerning the operation and maintenance of these groundwater treatment system.

6.3  Community Involvement

Community involvement was encouraged throughout the Five-Y ear Review process. Initia
public notification of this review was provided by notice in the local newspapers during January
2002. Throughout the review process interested stakeholder groups were briefed. Thisincluded
briefings at the monthly Environmental Restoration/Decontamination & Decommissioning
Status meetings on January 15, February 19, and April 16, 2002, a briefing to the RFETS
Citizens Advisory Board on February 7, 2002, and a briefing to the Stewardship Working Group
on February 28, 2002. The review report was made available for public comment during April,
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May and June 2002. Comments and responses are included in Appendix B of thisreport. A
copy of the final report will be placed in the Administrative Record file, provided to interested
members of the public and will be available in the RFETS reading rooms.

7.0 Five-Year Review Findings

7.1  Review of Regulations, Standards, ARARSs
The RFCA Parties, DOE, EPA and CDPHE have committed to review the Agreement to
determine if any revisions are necessary. RFCA paragraph 5 states:

The Parties shall conduct an annual review of all applicable new and revised statutes
and regulations and written policy and guidance to determine if an amendment pursuant
to Part 19 (Amendment of Agreement) is necessary.

In addition to the annual review prescribed in RFCA paragraph 5, the agencies committed to
conducting an internal annual review of the radionuclide soil action levels (RSALS). For
comprehensive treatment of the history of changes governing cleanup of Rocky Flats since the
signing of the RFCA document, the annual reviews performed by the parties are incorporated by
reference. They are:

e 2000 Rocky Flats Cleanup Agreement Annual Review, January 2001. (RFCA 2001)

e 1999 Rocky Flats Cleanup Agreement Annual Review, September, 1999. (RFCA 1999)

e 1998 Rocky Flats Cleanup Agreement Annual Review Radionuclide Soil Action Levels
(RSAL) Review Summary, September, 1998. (RFCA 1998)

e 1997 Regulatory/Radionuclide Soil Action Levels Rocky Flats Cleanup Agreement
Annual Review, August, 1997. (RFCA 1997)

These reviews are summarized below.
2000 Review Summary

The 2001 Regulatory/Radionuclide Soil Action Level Annual Review covers the period from
July 1, 2000 through June 30, 2001. The following environmental |aws and associated
regulations, written policy, and guidance were reviewed:

Comprehensive Environmental Response, Compensation, and Liability Act;
Resource Conservation and Recovery Act/Colorado Hazardous Waste Act;
Toxic Substances Control Act;

Clean Water Act;

Clean Air Act;

National Environmental Policy Act;

Endangered Species Act;

Radiation Related Document Review; and

Defense Authorization Acts and Appropriation Acts.
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In addition to the above environmental laws and the radionuclide soil action levels, the Action
Levels and Standards Framework for Surface Water, Groundwater, and Soils (ALF); the
Preliminary Programmatic Remediation Goals (PPRGs); and the Implementation Guidance
Document (IGD) were reviewed. Based on the review of the environmental statutes and
associated regulations, written policy, and guidance, no amendment to RFCA was required as of
January 2001 for the previous year. However, changes have been incorporated into RFCA
Appendix 3, IGD, Appendix K, Master List of Potential ARARS, where necessary.

The Colorado Water Quality Control Commission decided to delete the narrative temporary
maodifications for americium and plutonium in Segment 5 of Walnut Creek that were effective
June 30,1999. The Water Quality Control Commission classified Big Dry Creek Segment 4a as
Recreational Class 1a, affecting fecal coliform and E. coli standards.

The RSAL review by the RFCA partiesis still on going. Upon completion of the review,
modifications to the RSALs will be proposed and the public will have an opportunity to review
and comment on proposed changesto ALF asrequired in RFCA paragraph 117. After
consideration of public comment, the RSALswill be modified. Thisis expected to occur in mid-
2002.

Actinide migration is still being studied and monitored.
1999 Review Summary

No amendment to RFCA was required at the time of review. From July 1, 1998 through July 1,
1999, the RFCA parties reviewed the following environmental |aws and associated regulations,
written policy and guidance:

Comprehensive Environmental Response, Compensation, and Liability Act;
Resource Conservation and Recovery Act/Colorado Hazardous Waste Act;
Toxic Substances Control Act;

Clean Water Act;

Clean Air Act;

National Environmental Policy Act;

Endangered Species Act;

Radiation Related Document Review.

In addition to the above environmental laws and the radionuclide soil action levels, the Action
Levels and standards Framework for Surface Water, Groundwater, and Soils; the PPRGs; and
the IGD werereviewed. The Defense Authorization Acts and Appropriation Acts for FY 99
were also reviewed.

The Colorado Water Quality Control Commission adopted narrative temporary modifications
for americium and plutonium applicable in Segment 5 of Walnut Creek. The narrative standard
isthat concentration that is consistent with attaining the numerical water quality standardsin
segment 4(b) of Big Dry Creek. These temporary modifications were effective June 30, 1999 to
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December 31, 2000. The temporary modifications were incorporated into RFCA Attachment 5,
ALF.

Changes identified by the RFCA Partiesin 1999 as impacting ALF were the Colorado Water
Quality Control Commission’s adoption of the temporary modifications for americium and
plutonium applicable in stream segment 5 of Walnut Creek and updated PPRGs. The updated
PPRGs impacting ALF are Groundwater Action Levelsfor Di-n-octylphthal ate; 2-

M ethylnaphthal ene; Naphthalene and Surface Soil Action Levelsfor Di-n-octylphthalate; 2-
M ethylnaphthal ene;Naphthalene; and 1,1,1-Trichloroethane for both industrial use and open
space use.

1998 Review Summary

The RSAL Working Group identified and reviewed eleven new or revised statutes, regulations,
written policy and/or guidance that may have impacted RSALs. Thisyear’s review focused on
four primary areas. (1 regulatory basisfor setting RSALS; (2 computer models; (3 exposure
parameters; and (4 input parameters at other DOE Sites. The RSALs were based on the
computer model “RESRAD,” Version 5.61.

From July 1, 1997 through July 1, 1998, the RFCA parties reviewed the following environmental
laws and associated regulations, written policy and guidance:

Comprehensive Environmental Response, Compensation, and Liability Act;
Resource Conservation and Recovery Act/Colorado Hazardous Waste Act;
Toxic Substances Control Act;

Clean Water Act;

Clean Air Act;

National Environmental Policy Act;

Endangered Species Act;

Radiation Control Regulations.

In addition to the above environmental laws and the radionuclide soil action levels, the Action
Levels and standards Framework for Surface Water, Groundwater, and Soils; the PPRGs; and
the IGD were reviewed. There were one amendment and two final rules impacting the RCRA/
CHWA regulations during the year:

1. Used oil management requirements
2. Organic air emissions monitoring and reporting requirements (subpart cc); and
3. Land Disposal Restrictions (LDR) requirements Phase 1V, parts 1 and 2.

RFETS characterization procedures were modified to incorporate LDR changes. The LDR
standards for hazardous waste soils have been modified by the final Phase IV LDR rule. The
maodification requires the treatment of soilsto either a 90% reduction of, or ten times the
Universal Treatment Standards.
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EPA issued afinal rule on the Disposal of Polychlorinated Biphenyls (PCBs) on June 29, 1998,
effective on August 28, 1998 (63 FR 35384).

The U.S. Fish and Wildlife Service issued afinal determination to list the Preble’ s meadow
jumping mouse as a threatened species under the Endangered Species Act on May 13, 1998 (63
FR 26517). DOE must consult with the U.S. Fish and Wildlife Service on any actions that may
affect the mouse.

With regard to Radiation Related Document Review, changes in the environmental regulations,
written policies, and guidance have been incorporated into the RFETS Master List of Potential
Applicable or Relevant and Appropriate Requirements (IGD Appendix J). Appendix P and
Appendix L of the IGD were aso updated.

Numerous RSA L s related documents were being evaluated, with the understanding that upon
completing the evaluation, the RSALs may need recal culating.

1997 Review Summary
Material reviewed included:

Comprehensive Environmental Response, Compensation, and Liability Act;
Resource Conservation and Recovery Act/Colorado Hazardous Waste Act;
Toxic Substances Control Act;

Clean Water Act;

Clean Air Act;

National Environmental Policy Act;

Endangered Species Act;

Ecology (e.g., Endangered Species Act); and

Radiation Control Regulations.

In addition to the above environmental laws and the radionuclide soil action levels, the Action
Levels and Standards Framework for Surface Water, Groundwater, and Soils and the PPRG were
reviewed. Based on the review, no new or revised statutes, regulations, written policy or
guidance were identified as final from July 19, 1996 to July 1, 1997 that impacted RFCA or
required an amendment. On July 21, 1997, the Nuclear Regulatory Commission issued afinal
rule on radiological Criteriafor License Termination.

The Preble’ s meadow jumping mouse was proposed for listing on the Threatened and
Endangered Species List by the U.S. Fish and Wildlife Service.

The ALF was reviewed to determine if any changes to standards or action levels were necessary.
Changes to the original ALF were made on October 18, 1996 to reflect the interim radionuclide
soil action levels.

Changes to toxicity factors possibly impacting PPRG cal culations related to groundwater were
included as attachment 2.
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The RESRAD computer model was used in the original derivation of RSALs, and RESRAD was
updated, but still deemed appropriate for deriving RSALSs.

On July 21, 1997, afinal rule from the Nuclear Regulatory Commission, 10 CFR Part 20,
Radiological Criteriafor License Termination, was published in the Federal Register. Therule
may be appropriate for use in guiding cleanup at Rocky Flats. The issuance of the rule was
assumed by the RFCA parties to be related to soil action levels and decommissioning levels and
was being evaluated.

7.2  DataReview
7.2.1 Geology, Hydrogeology and Groundwater Data Review

The Site is situated approximately two miles east of the Front Range of the Rocky Mountains on
the western margin of the Colorado Piedmont section of the Great Plains Physiographic
Province. The elevation at the Site is approximately 6,000 feet above mean sealevel. The
Industrial Areaof the Siteislocated on an alluvial-covered pediment. The upper surface of the
aluvium slopes easterly 1 to 2 degrees. Most of the surrounding areain the Buffer Zone is more
prominently dissected with intermittent streams. These small, eastward flowing streams include
Rock Creek, Walnut Creek, Woman Creek, and several surface water diversion ditches.

No active faults have been identified at the Site. Severa high angle bedrock faults have been
inferred to exist in the Industrial Area based on various stratigraphic and borehole correlation
criteria. These faults appear to have only alimited hydrologic significance with regard to
vertical groundwater movement and contaminant transport.

Characterization of the hydrogeologic setting is based on the currently accepted conceptual

geol ogic and hydrogeol ogic models described in the Sitewide Geoscience Characterization Study
(EG& G 19954). These conceptua geologic and hydrogeol ogic models are used to predict the
direction and rate of groundwater flow, identify potential pathways for contaminant migration,
and determine the extent of contaminant plumes given varying physical, chemical, and biological
factors.

Groundwater recharge occurs from the infiltration of incident precipitation and as base flow near
the upgradient area of the Site drainage basin that extends west to Coal Creek. Groundwater
recharge also occurs from stream, ditch, and pond seepage.

The depth to water generally becomes shallower from west to east as the alluvia material thins
and the underlying claystones are closer to the ground surface. At the head of stream drainages
and along valley sides, seeps are common. In summary, the unconsolidated surficial materials
are thicker in the western, higher elevations at the Site. Accordingly, the saturated thickness of
these materials also thins eastward.

Shallow groundwater flow is primarily lateral because of the low permeability of the underlying
claystone bedrock. Groundwater in the ridge tops generally flows toward the east-northeast. In

areas where the ridge tops are bisected by east-northeast trending stream drainages, groundwater
flows to the north or south toward the bottom of the valleys. In the valley bottoms, groundwater
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flows to the east, generally following the course of the stream. The upper hydrostratigraphic unit
(UHSV) at the Site has arelatively low to moderate hydraulic conductivity that typically yields
small amounts of water to groundwater monitoring wells.

Groundwater Contaminants

Compared to all other contaminants, groundwater VOC plumes at RFETS have the greatest
potential to impact surface water, based on spatial distribution, mobility, and concentration
considerations. Six VOC groundwater contaminant plumes have been identified where
contaminant concentrations are above Tier | action levels. These groundwater contaminant
plumes include the IHSS 119.1 Plume, Mound Plume, 903 Pad/Ryan’ s Pit Plume, Carbon
Tetrachloride Plume, East Trenches Plume, and Industrial Area Plume. In addition, there are two
plumes with contaminant concentrations above Tier |1 action levels. These two VOC plumes are
associated with the Present Landfill and the Property Utilization and Disposal Y ard.

In addition to the VOC plumes, there is a nitrate and uranium plume that emanates from the
Solar Evaporation Ponds area. There are other sources with constituents that are above Tier |1
action levels. These were or are being evaluated on a case by case basis. See Section 4.0 and 8.3
for descriptions of the specific actions taken to control these point source plumes.

The Integrated Monitoring Plan (IMP) is a summary document that outlines the goals for
groundwater monitoring (and other environmental media), and describes the various components
of the groundwater monitoring program (K-H 2000b). Factors influencing groundwater
monitoring requirements include the RFCA ALF for groundwater, the Site history and areas of
contamination, the physical and hydrogeologic setting of the Site, the effect of contaminated
areas on groundwater, and the nature of the groundwater contaminant plumes.

Groundwater reporting has been integrated under the IMP. Four quarterly reports are produced
annually that document concentration values above RFCA action levels. A RFCA Annual
Groundwater Report is also required to summarize all actions taken for groundwater compliance
within each calendar year.

7.2.2 Surface Water Data Review

Several water management programs, which began in the early 1990s to implement protective
measures for downstream communities and to maintain compliance with applicable laws and
regulations, were completed during this five-year period. Numerous studies and water
monitoring programs have been established to demonstrate compliance, measure the
effectiveness, and to identify and develop possible improvements of the Site's remediation
activities and protective measures. Water quality data from monitoring indicate that these
programs are successful. (See Table 8aand 8b below.)

Surface Water Monitoring Programs
Site staff, regulators and stakeholders monitor the water quality of surface water leaving the site
under the different programs that are listed below. DOE has a so implemented project specific

surface water performance monitoring. The objective of project specific performance
monitoring is to identify the impacts (if any) caused by Site actions on surface water quality.
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Performance monitoring for most D& D and remediation projectsin the Industrial Areaare
covered by existing RFCA monitoring objectives downstream (i.e. new source detection and
points of evaluation). However, if aproject poses a special concern for contaminant releases or
contaminants of concern are not adequately monitored downstream, project specific performance
monitoring will be implemented. The Site's water program has devel oped a template to screen
candidate projects to determine if specific project monitoring may be necessary.

RFCA Water Quality Monitoring

Samples from several RFCA action level measuring points (also referred to as Points of
Evaluation (POEs)) and Points of Compliance (POCs) at the Site are collected to assess
compliance with the RFCA water quality action levels and standards for radionuclides. The
RFCA action level and standard for both plutonium and americium is 0.15 pCi/l. These
standards correspond to aone in one million excess cancer risk to a person drinking two liters of
water per day for thirty years. Compliance with these standards is determined by calculating
rolling thirty-day, flow-weighted averages for plutonium and americium. Site personnel
evaluate 30-day moving average for radionuclides at the POEs and POCs.

ALF establishes POCs for segment 4a/4b at the outfalls of the terminal ponds (A4, B5, C2), and at
two locations where Walnut Creek (GS03) and Woman Creek (GS01) cross Indiana Street. In
accordance with the IMP, the analytes of interest for the POCs located in segment 4a/4b (Walnut
and Woman Creek drainages below the terminal ponds) are plutonium, americium, uranium, pH,
conductivity, turbidity, and total suspended solid (tritium is also an analyte of interest at Indiana
Street). Tritium was never routinely used at the RFETS, and it has not been detected at any POC.
Uranium concentrations have never exceeded the RFCA water quality standard at the outfalls of
the terminal ponds, even though uranium occurs naturaly in relatively high concentrationsin the
area.

National Pollution Discharge Elimination System Monitoring

The Site's National Pollutant Discharge Elimination System renewal permit (Permit No. CO-
0001333) became effective on October 27, 2000. Permit monitoring occurs at the Building 995
effluent (STP1), and the Building 374 product water effluent (Outfall 14). Monitoring results at
STP1 and Outfall 14 are summarized in the Site's monthly Discharge Monitoring Reports, which
are submitted to EPA and CDPHE each month according the Permit.

The new permit contains the applicable storm water provisions and identifies four storm water
outfalls. Monitoring of the effluent is also done under RFCA to measure radionuclides. A POE
(995 POE) was established at the wastewater treatment plant outfall. Plutonium, americium,
uranium, and tritium are monitored at 995 POE, which is co-located with STP1. The analytical
data from the 995 POE sampling is reported in the Quarterly Environmental Report.

CDPHE Surface Water Monitoring

Sampling and analysis by CDPHE is performed according to the Rocky Flats IMP.
Occasionally, CDPHE performs additional sampling as part of a special study or for some
unusual circumstance. The results of both types of monitoring can be found in CDPHE's
Quarterly Environmental Surveillance Reports. A summary of the Report is presented at the
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Quarterly Data Exchange meetings and copies are provided at the meetings, in the Rocky Flats
Reading Room, and on the internet.



Stakeholder Monitoring

The City of Broomfield collects water quality datafor radionuclides, including plutonium and
americium, on a quarterly basis from Great Western Reservoir. For the period 1997-2001 the
highest value for plutonium was 0.012 pCi/l, and the highest value for americium was 0.009
pCi/l. In both cases, however, the numeric value of the counting error was higher than the
reported value. Thiswas the case for many of the sample results from Great Western Reservoir.
Samples are collected from each pond discharge in the Walnut Creek drainage. Dataisfrom the
sampling events is presented at the Quarterly Data Exchange meetings and is published by the
City of Broomfield.

Water discharged from Pond C2 is collected in the Woman Creek Reservoir. Water in the
Reservoir is sampled and analyzed by the City of Westminster before it is pumped to Walnut
Creek below Great Western Reservoir. Water quality has not been a problem and has never
prevented a discharge to Walnut Creek from Woman Creek Reservoir.

Ponds

Currently there are 12 detention ponds located in the Walnut Creek and Woman Creek drainages,
which collect surface water runoff and waste water discharges. The ponds serve, to varying
degrees, three main purposes 1) storm water detention and settling of sediments, 2) water storage
for sampling prior to release, and 3) emergency spill control. Site personnel manage the pondsin
the Woman Creek and Walnut Creek drainages. Water management consists of monitoring pond
levels, measuring water quality, and releasing water through valves or other diversions.
Currently, the terminal ponds (A-4, B-5, and C-2) are operated in a*“batch and release” mode.
Water samples are collected from the ponds while they are filling, and analytical results for the
samples are reviewed prior to release of the water.

Conclusions

Data from the Walnut and Woman Creek POCs collected from January 1, 1997 through 2001
have shown consistent compliance with the RFCA water quality standards for both plutonium
and americium (Tables 8aand 8b). The average concentrations of plutonium and americium
from the POC at Walnut Creek and Indiana Street from 1997-2001 were 0.012 and 0.009 pCil/l,
respectively. Average concentrations of plutonium and americium from the POC at Woman
Creek and Indiana Street from 1997-2001 were 0.005 and 0.004 pCi/l, respectively. The highest
individual sample result for plutonium at either POC was 0.220 pCi/l collected at the Walnut
Creek and Indiana POC on April 9, 1997. This sample result did not cause RFETS to exceed the
thirty-day, flow-weighted average for plutonium. Asapoint of reference for the tritium
concentrations reported in Tables 8a and 8b, background concentrations of dissolved tritiumin
stream water have been observed to vary over arange from non-detectable to 686 pCi/l with a
mean of 112 pCi/l, based on 73 samples (Background Geological Report, 1993). Tritium
concentrations observed at the Site lie within this background range.

DOE concludes, on the basis of water quality results from Walnut Creek, Woman Creek and
Great Western Reservoir that significant amounts of plutonium and americium have not left the
Site through the water pathway since the active remediation of the Site began. DOE does not
believe that environmental conditions offsite have changed significantly as a result.
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The following risk estimate supports this conclusion. Based on the plutonium and americium
concentrations reported in surface water, the additional individual health risk would be
approximately 1.4E from exposure to plutonium and americium combined; that is, 1.4 cancers
in 10 million people consuming 2 liters per day of that water for 30 years. Such asmall risk is
not measurable in a human population. Further, thisrisk has been calculated based on a surface
water standard that was set using now out-of-date cancer slope factors. Using current slope
factors, therisk is actually less than half of that quoted above.

As part of the ongoing efforts to close the Site in a safe and environmentally responsible manner,

the Site will:

1. Continue progress on the actinide migration evaluation as alonger-term technical study to
provide more specific understanding and insight about the cause(s) and possible effective
mitigation measures to prevent reportable radionuclide water-quality measurements,

2. Continue an extensive program of routine monitoring, analysis, and reporting to improve our
understanding of potential diffuse source impacts to surface water;

3. Continue use of the existing terminal ponds to protect POCs from all closure activities having
the potential to impact surface water at the POCs through active remediation;

4. Continue to develop and refine the soil characterization strategy within the Industrial Area
Strategy, as needed to protect surface water;

5. Continue to provide progress reporting through Quarterly RFCA Reports, Quarterly State
Exchange Meetings, actinide migration evaluation reports, and informal status/flash briefs.

TABLE 8a- Water Monitoring Data from 1/01/97 to 12/04/01 at GS03

Summary Statistics
Pu-239, 240 Am-241 Tritium

Minimum 0.000 0.000 0
Maximum 0.220 0.059 490
Mean 0.012 0.009 103
Median 0.007 0.006 62
85 Percentile 0.021 0.019 240
# of analysis 159 160 154

Attainment of chronic chemical standards, in both streams and rivers, and in lakes and reservoirs
systems, is based upon the 85" percentile of the ranked data.

TABLE 8b - Water Monitoring Data from 1/01/97 to 12/04/01 at GS01

Summary Statistics
Pu-239,240 Am-241 Tritium

Minimum 0.000 0.000 0
Maximum 0.024 0.039 480
Mean 0.005 0.004 98
Median 0.003 0.002 69
85 Percentile 0.010 0.008 225
# of analysis 101 100 98

Attainment of chronic chemical standards, in both streams and rivers, and in lakes and reservoirs
systems, is based upon the 85" percentile of the ranked data.
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7.23 BIOTA

Since the RFETS natural resource compliance and protection program was established in 1992, Site
ecol ogists have conducted routine surveys to monitor the high-visibility and sensitive wildlife groups
and habitat types. These wildlife surveysinclude population estimates for; migratory birds, big
game animals, lagomorphs and large rodents, carnivores, waterfowl, raptors, fish, herptiles, and
species that are afforded special protection by federal and state statutes. V egetative community
surveysinclude; xeric tallgrass prairie, tall upland shrubland, Great Plains riparian woodland
complex, high quality wetlands, mesic mixed grassland, and aquatic communities. Ecological
monitoring at the Site has historically focused on characterization of the ecological components
within the Buffer Zone and compliance with a variety of regulatory drivers. Continuation of this
program as a long-term monitoring program has provided a continuous record of these selected
species and habitats that can be compared among years. These long-term surveys are the basis for
the Ecological Monitoring portion of the Rocky Flats Environmental Technology Site IMP. Each
year the IMP is reviewed and special sampling and monitoring may be added to address specific
guestions or additional data needs. Datafrom these surveys, which are archived in the Site
ecological database, have been used in the preparation of compliance documents, environmental
evaluations, remediation plans, environmental assessments, environmental impact statements,
categorical exclusions, and project planning documents. These data are also used to make ecol ogical
resource management decisions to ensure the preservation of these resources at the Site. Since the
ecological monitoring program deals with alarge and dynamic natural system, where established
endpoints do not exist, aqualitative, rather than statistical approach was adopted in the Annual
Wildlife Survey Reports (RMRS 1995d, 1996d), (Exponent 1998, 1999), (K-H 2000c, 2001b).

No remarkable changes in population estimates, census data, monitoring results, or relative
abundance of species, or other measures were discovered through monitoring efforts. All data
indicate that the majority of the ecosystem in the outer portions of the Siteis not influenced
substantially by actions within the Industrial Area. Aslong as these habitats and plant communities
remain undisturbed and reasonable and prudent management actions are taken to maintain the health
of the ecosystem, no significant adverse effects are likely to result from current Site operations.

Contaminant Surveysin Wildlife and Vegetation

Many studies have been conducted concerning the uptake of plutonium into vegetation and
wildlife from soils located on Rocky Flats. All study results on vegetation show that thereis
minimal uptake by the root system. It was also found that the majority of plutonium
contamination is deposited on the plants by air deposition and rainsplash (Deng 1992, Jarvis
1991, and Arthur and Alldredge 1982). Thomas and Ibrahim (1995) determined that the
distribution of 2°2*®pu in lichens have a distance and directional component similar to soil and
that lichen plutonium concentrations are correlated to soil concentrations. Little, Whicker, and
Winsor (1980) looked at the grassland ecosystem as awhole. They were able to demonstrate
that more than 99 percent of the plutonium inventory was in soil while less than 0.3 percent of
the inventory was in the plants and small animals. They estimated that small animals and
arthropods average 100 times lower concentrations of Pu than the surrounding soil and that those
concentrations are much lower than those which produced biological effectsin laboratory dogs
and rodents.
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The latest mule deer study was conducted in 1992 by Symonds (Symonds 1992). She took
tissues from 7 roadkill dear that were known to inhabit the buffer zone. All tissue analysis was
below detection limits. Symonds also determined that the does and fawns that were radiotracked
inhabited the Walnut Creek and Woman Creek areas about 50 percent of the time in winter and
about 35 percent in the summer.

Although these studies show there is uptake into the plants and animals at the Site,
concentrations remain below levels that those shown to produce biological effects in laboratory
dogs and rodents. A recommendation would be to study tissue plutonium levels and intake ratios
for plants and animals (including birds) in the industrial area, since these have not been studied
yet and that is where the majority of contamination resides. In addition, the effects of other
contaminants of concern need to be looked at in plants and animals, as well.

7.24 Air Monitoring Data Review

Air monitoring for radionuclides, beryllium, criteria pollutants and volatile organic compounds
have been performed at RFETS during the last five years (K-H, 2000b).

Radionuclides

Results for radionuclides are contained the in the RFETS annual reports to the EPA and the
CDPHE, as required by the National Emission Standard for Emissions of Radionuclides from
Department of Energy Facilities, 40 CFR 61, Subpart H (DOE 1997-2000). Additional
radionuclide monitoring data are also available from environmental restoration and D& D project
(performance) monitoring by RFETS and CDPHE (URS Corp. 2001), and the CDPHE Air
Pollution Control Division (APCD) and Laboratory and Radiation Services Division (LARSD)
monitoring networks.

Since 1998, data for the Subpart H annual reports have been obtained from a network of fourteen
high-volume air samplers at the RFETS perimeter. These samplers are part of a 39 station
network located in the industrial area, buffer zone, off-site and perimeter. Filters from these
samplers are collected monthly, analyzed for plutonium (Pu-239/240), americium (Am-241) and
uranium (U-233/234, U-235 and U-238) and the data summarized in the annual reports. These
samplers do not monitor for tritium. Instead, the tritium contribution, which is less than one
percent of the RFETS off-site emissions, has been determined by effluent monitoring and
modeling.

Prior to 1998, data for the Subpart H reports were obtained from modeling stack emissions from
the plutonium buildings and resuspended radionuclides from contaminated soil. The 1998 and
1999 annual reports contained data from both modeling and the perimeter network. Subpart H
limits the emissions of radionuclides to the atmosphere to 10 millirem effective dose equivalent
per year for the maximum exposed individual (MEI) member of the public.

The Annual Reports for 1997 through 2000 show that the maximum dose to the MEI was less

than 1.5% of the allowable 10 millirem limit, and that the vast mgjority of this dose was caused
by airborne dispersal of naturally-occurring uranium isotopes. Asan example, the Annual
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Report for 2000 concludes that plutonium contributed only 2.2% of the total dose that would
have been received by the MEI, while americium contributed 4.5%. Datafor the 2001 Annual
Report, which will be completed in June 2002, show results similar to the previous four years.

RFETS performance air monitoring results from environmental restoration and D& D projects are
also contained in the annual Subpart H reports and in project air monitoring reports. Datafor
RFETS D& D performance air monitoring is obtained from a network of ten monitoring locations
surrounding the industrial area. Filters from these monitors are checked weekly for long-lived
gross apha (alpha after allowing time for radon decay). Action levels are set for long-lived
gross aphathat have the potential to cause dose to the MEI at the rates of 1 and 5 millirems per
year based on modeling. CDPHE performance air monitoring was aso conducted with total
suspended particulate high volume monitors arranged in a close in network around Building 111
during demolition (CDPHE, 2002).

RFETS performance monitoring has shown that environmental restoration/D& D projects have
not made a significant contribution to the measured concentrations or modeled dose in the last
fiveyears. The CDPHE performance monitoring was conducted to establish a baseline for future
performance monitoring. The results of the monitoring also showed that obtaining laboratory
results quickly (i.e. within hours or afew days) is not possible for radionuclide isotopes analysis
and that the 0.1 millirem dose to the MEI action level istoo close to background levelsto
practically implement.

Data for the APCD monitoring network are obtained from a perimeter network of five
monitoring stations and data for the LARSD is obtained from the network of industrial area,
buffer zone and perimeter monitoring locations. The LARSD network was reduced to two active
and four screening buffer zone and industrial arealocationsin 2001. APCD discontinued
particul ate and radionuclide monitoring at the five perimeter stations in June 2001. LARSD then
assumed the duties for radionuclide monitoring at these five sites.

CDPHE APCD annual report results are consistent with the RFETS perimeter network results.
LARSD results show atrend of elevated plutonium levelsin the winter at alocation east of the
903 Pad, which is consistent with RFETS results. Strong, persistent westerly winds and low
precipitation appear to correspond to these elevated levels. However, modeling demonstrates
that these levels are well below the Subpart H limit.

Beryllium

Results for beryllium air monitoring are contained in the CDPHE APCD annual reports “Air
Monitoring Data Report on the Rocky Flats Monitoring Network” (CDPHE, 1997 — 1999) and the
“Performance Monitoring for Baseline Development: Building 111" (K-H, 2002) presentation by
Kaiser-Hill. Datafor the APCD annual report were obtained from the five station CDPHE APCD
monitoring network, and data for the Kaiser-Hill presentation were obtained from a close-in
monitoring network that was operated during the demolition of Building 111. The Building 111
performance monitoring was done to establish an RFETS background for ambient beryllium for
usein future project monitoring. Building 111 had no history of beryllium use.
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The alternate National Emission Standard for Beryllium (40 CFR 61, Subpart C) in ambient air is
0.01ug/m?® averaged over a 30 day period. The basic standard is 10 grams per 24 hour period
based on stack monitoring. Results from the Building 111 monitoring show average ambient
levels at 1E — 05 pg/m® or about 1,000 times |ess than the Subpart C standard. Values ranged
from non-detect to 1E — 04 pg/m*. CDPHE APCD monitoring indicated all results less than the
detection limit for beryllium.

Criteria Pollutants and Volatile Organic Compounds

Criteria pollutant and VOC air monitoring data are contained in the CDPHE APCD annual
reports “Air Monitoring Data Report on the Rocky Flats Monitoring Network”. These reports
contain data from the CDPHE APCD perimeter network for the following criteria pollutants:
particulate matter 10um and smaller, oxides of nitrogen and ozone. In addition to VOC, total
suspended particulates, and radionuclides and beryllium (discussed above) results are included in
the reports.

Levelsfor criteria pollutants were all below the National Ambient Air Quality Standards except
for ozone, which was at the new 8 hour standard. (The ozone results were for 1999, the | atest
available report.) Ozone monitoring is not required at RFETS, but is part of the CDPHE APCD
monitoring network in the Denver area. Levelsfor VOCs were below the threshold limit values,
and levelsfor total suspended particulates were below the former National Ambient Air Quality
Standards. 1n 2001, the CDPHE LARSD took over responsibility from APCD for radionuclide
monitoring at the perimeter network and other monitoring, except for ozone and meteorology,
which were discontinued.

7.3  Remedy Cost

In 1994 the mission of RFETS changed from a production mission to one of safe cleanup and
closure. Thiswasfollowed in 1997 by the site’ s official designation as aclosure site. The
budget estimate prior to the closure site designation to safely cleanup and close the site was
approximately $32 billion, with closure scheduled in 2013. In January of 2000 an incentive
based closure contract was signed to clean up and close the site by December 2006 for $3.963
billion (not including incentive fee). Asof September 30, 2001 closureis estimated to be 24%
complete with 24% of the estimated budget consumed.

8.0 Technical Assessment

The technical assessment section of the report uses information gathered during the review
process to answer three key questions.

Question A “Isthe remedy functioning as intended by the decision document?’

Question B “Are the exposure assumptions, toxicity data, cleanup levels, and remedia action
objectives (RAOs) used at the time of the remedy selection till valid?’

Question C “Has any other information come to light that could call into question the
protectiveness of the remedy?’
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RFETS has not yet established a site-wide remedy or CAD/ROD. The site-wide remedy is being
developed as a culmination of the RI/FS process. However, a CAD/ROD has been completed
for OU 1 and OU 3. Further, severa accelerated actions have been completed to mitigate
immediate hazards. This section will answer the three key questions for OU 1 and OU 3 and for
accelerated actions completed through the end of FY 2001. For the accelerated actions, the
remedy analyzed is the action taken to mitigate the immediate hazard and may or may not be the
final remedy included in the site-wide CAD/ROD.

8.1 Access and I nstitutional Controls

RFETS has a multi-tiered access control program in place that governs all activities. The entire
siteis fenced with 24-hour security to prohibit unauthorized access. Barriers, signs, and awork
control and work planning process further control accessto individual sites. Only individuals
with proper training are allowed access to sites that may pose a health risk. In addition, the site
maintains a soil disturbance permit process, which prevents excavation in potential areas of
concern or IHSSs without proper planning. Proposed excavations sites are evaluated based on
process knowledge and contamination data contained in the Soil/Water Database and el sewhere.
If sufficient characterization information is not available, additional sampling is required prior to
excavation.

The nature and extent of access and institutional controls will change when RFETS transitions
from aclosure site to along-term stewardship site. At closure, most of the site will be
transferred to the U.S. Fish and Wildlife Service for management as a national wildlife refuge.
DOE and the Fish and Wildlife Service are currently negotiating a memorandum of
understanding, which will outline the process governing this transfer. In addition, a
Comprehensive Conservation Plan is being devel oped that will take into account mandated
restrictions in relation to the final remedy. Restrictions mandated by the final CAD/ROD will be
enforced by the DOE as |ead federal agency under CERCLA and by the State under RCRA.

8.1.1 Technology Evaluation

RFCA paragraph 254 requires areview of advancesin technology in order to reduce the
dependence of aremedy on institutional controls. A technology review was not conducted for
thisfirst review because final post cleanup institutional controls have not been established.
However, DOE recognizes that a technology review will be appropriate for future Five-Y ear
Reviews. This section of the report isincluded as a placehol der to ensure that a review of
advances in technology is conducted during future Five-Y ear Reviews.

8.2  Monitoring and Operations and Maintenance

RFETS also hasin place contractor-operated programs for monitoring, and operation and
maintenance (O& M) of facilities, including remedial action structures and systems. The
necessary operational or maintenance requirements for each system are defined in the system
design documents and closeout report, and monitoring requirements are incorporated into the
remedial decision document, closeout report and the IMP. O&M activities are tracked through
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the Plant Action Tracking system. Monitoring results are reported in the quarterly and annual
monitoring reports, and maintained on the Environmental Data Dynamic Information Exchange
web based database.

8.3 Individual Sites Analyzed

Sites analyzed in this five year review include: OU 1, 881 Hillside, OU 3, Off-Site Areas, Trench
T-1, Trench T-2 (Ryan’s Pit), Trenches T-3 and T-4, the Mound Site, the East Trenches Reactive
Barrier, the Mound Reactive Barrier, the Solar Pond Reactive Barrier, Solar Ponds Sludge
Removal Action, OU 7 Seep, and the Underground Storage Tank Accelerated Action. The
protectiveness of the remedies and accelerated actions is analyzed in the following sections.

Each of the three questions provided in the EPA guidance are answered for the specific sites
anayzed.

8.3.1 Selected Remedy and Analysis Of Operable Unit 1
Monitoring Information

Groundwater monitoring of the OU 1 IM/IRA has been in effect since the remedy was completed
in 1992. Since 1997, monitoring activities at Rocky Flats have been consolidated in the site wide
IMP. By using the data quality objectives approach, ten groundwater wells are sampled on a
semiannual basis to provide the data necessary to evaluate the performance of the French drain
and to track the levels of contaminants in groundwater upgradient of the French drain. Since the
OUL1 IM/IRA wasinstalled, the plume of VOC contaminated groundwater originating from IHSS
119.1 has not migrated downgradient of the French drain. Several of the wells downgradient of
the French drain are usually dry. Contaminant concentration levels inside the plume are slowly
decreasing, duein part to the collection and treatment of groundwater from the collected well. In
the past year, TCE, the magjor contaminant of the plume, has dropped below the Tier 1 Action
Level of 500 parts per billion in the collection well. This corresponds to a downward trend in
concentration of VOCs from thiswell since 1994. Likewise, VOCsin other wells have been
slowly decreasing and are now an order of magnitude lower than they were 5 years ago (RMRS
1997h).

The French drain itself probably was not responsible for limiting the downgradient migration of
this plume. The apparent lack of migration has most likely occurred naturally dueto a
combination of factors, such as limited groundwater in the area, limited source of contamination;
and the clay rich stratigraphy that limits groundwater movement in the area. Analytical results of
the groundwater collected in the French drain do not show detectable amounts of VOCs (RMRS
1997D).

Summary

The original and modified remedy for IHSS 119.1 include the following:

1 Downgradient investigation; DOE has performed confirmatory soil sampling
downgradient of IHSS 119.1 to verify that a significant contamination source does not
exist there.
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2 Groundwater extraction and treatment; Groundwater will continue to be extracted from
the Collection Well and transferred to the existing Building 891 treatment system for
final treatment and discharge through April 2002. (Based on groundwater monitoring
results, treatment in Building 891 was discontinued in April 2002.)

3 Groundwater monitoring; Groundwater monitoring will continue at IHSS 119.1,
consistent with the IMP, after the groundwater pumping is complete.
4 Institutional Controls; Institutional controls will be maintained throughout OU 1 areain a

manner consistent with restricted open space land use and that domestic use of
groundwater is prevented.

Conclusion

EPA Guidance for conducting a CERCLA five-year review provides three questions that should
be addressed:

Question A: Isthe remedy functioning as intended by the decision document?
Implementation of the modified remedy for OU 1 is functioning as intended.

Question B: Are the exposure assumptions, toxicity data, cleanup levels, and remedial action
objectives used at the time of the remedy selection still valid?

The action levels established in ALF are undergoing review by the RFCA Parties, due to changes
in the exposure pathway expected with a wildlife refuge worker scenario and changesto the
exposure parameters for other scenarios. Although no change is expected for the remedy at OU
1, existing cleanup levels and objectives will have to be reviewed based on any new cleanup
levels and goals.

Question C: Has any other information come to light that could call into question the
protectiveness of the remedy?

No additional information has come to light that will affect the protectiveness of the remedy.

Implementation of the modified remedy for OU 1 is protective of the human health and the
environment and is functioning as intended.

8.3.2 OperableUnit 3, The Offsite Areas

Scope and Results of Review

The language of the OU 3 CAD/ROD Declaration Statement implies that no five-year review of
the selected remedy isrequired at thistime, since no national health-based standards for the COC
(i.e., plutonium and americium) have been promulgated. However, DOE, EPA and CDPHE
believe that afive-year review is appropriate, given the high level of historic and ongoing public
interest in OU 3. A review isalso appropriate in light of the information devel oped since the
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signing of the OU 3 CAD/ROD by the RFCA parties, with public involvement, during the
review of the RSALSs.

This Five-year Review for OU 3 will focus on two topics:
1) environmental datafrom or related to OU 3 collected in the past five years; and,
2) analysisof the newly calculated risks posed by plutonium and americium in surface
soils (done as part of the RSAL review process), as compared with known levels of
contaminantsin OU 3.

The first topic examines whether additional, significant contamination could have moved into
OU 3 over the past five years, and whether conditions in OU 3 have changed significantly asa
result. The second topic compares the RSAL calculations with historic OU 3 data, to determine
whether the exposure assumptions and toxicity data used as a basis for the OU3 CAD/ROD
remain valid.

Environmental Conditionsin OU 3

As stated earlier, the OU 3 CAD/ROD concluded that transport by wind and water were the
primary means by which plutonium and americium were carried to OU 3. Therefore, DOE
reviewed available air and water monitoring data from OU 3 and at the RFETS boundary to
determine whether significant contamination could have moved into OU 3 since the CAD/ROD
was signed. Air monitoring datafrom the RFETS perimeter air monitoring network were
analyzed as part of thisreview. Water monitoring data from the RFCA POCs on Woman and
Walnut Creeks at Indiana were analyzed, as were data collected by the City of Broomfield for
Great Western Reservoir. Discussions with the City of Westminster and the Woman Creek
Reservoir Authority revealed that those entities had not collected data on plutonium and
americium from Standley Lake and Woman Creek Reservoir, respectively, since the OU 3
CAD/ROD was signed.

A detailed discussion of air monitoring results can be found in section 7.2.4. Based on these
results, DOE concludes that the amounts of plutonium and americium that have been measured
in air at the RFETS perimeter since 1997 have been environmentally insignificant. These
amounts of plutonium and americium would not have caused contaminant levelsin OU 3 to
change significantly since the CAD/ROD was signed.

DOE concludes, on the basis of water quality results from Walnut Creek, Woman Creek and
Great Western Reservoir that significant amounts of plutonium and americium have not entered
OU 3 through the water pathway since the CAD/ROD was signed. DOE does not believe that
environmental conditionsin OU 3 have changed significantly as a result.

Comparisonswith Recent RSAL Risk Calculations

Recently, DOE, EPA and CDPHE have calculated values for prospective new RSALs(DOE
2001b). These calculations have resulted in arange of values, corresponding to various risk and
dose levels, and employing several different land use scenarios. One land use scenario used in
the recent RSAL calculations, the rural resident scenario, was substantially similar to the



residential scenario used in the HHRA.. Both scenarios anticipated people living on
contaminated areas of Rocky Flats, with exposures to plutonium and americium resulting from
ingestion of contaminated soil, inhalation of dust, consumption of homegrown produce, and
exposure to external gamma rays given off by the contaminants. The recent RSAL calculations
anticipated that periodic wildfires on contaminated areas of Rocky Flats would increase
exposures through increased inhalation of particulates, a scenario not envisioned in the HHRA.
Both scenarios considered reasonable maximum exposures, and both considered the additive
effects of plutonium and americium.

For the rural resident scenario, the preliminary RSAL calculations predict that a plutonium soil
concentration of 2 pCi/g would result in an excess cancer risk of onein one million (1x10°®).
The highest plutonium concentration observed in soilsin OU 3 was approximately 6.5 pCi/g,
which results in an excess cancer risk of about three in one million (3x10°) for the rural resident
scenario, using the recent RSAL calculations. Thisisamost exactly the same risk calculated for
the residential scenario inthe HHRA, and falls well within the risk range that is considered by
EPA to be protective of human health.

From the perspective of radiation dose, a soil plutonium concentration of 6.5 pCi/g would give
an adult rural resident an annual dose of 0.78 millirem, using the recent RSAL calculations. The
OU 3 HHRA calculated that the annual dose received by aresident from thislevel of plutonium
in soilswould be 0.12 millirem. Neither of these exposures is meaningful from a human health
perspective, and the difference between the two calculated values is insignificant, especially
considering that the average annual radiation dose in Colorado from natural and man-made
sources is about 420 millirem per year. These calculated doses also compare favorably with
EPA’ s draft decommissioning rule of 15 millirem per year, and the subsequently promulgated
Nuclear Regulatory Commission and State of Colorado radiation site cleanup regulation of 25
millirem per year for unrestricted use.

Summary and Conclusions

In preparing this five-year review, DOE examined environmental conditionsin OU 3 to
determine whether there was evidence that new contamination had been introduced to OU 3 that
might warrant additional action. DOE also compared data from the OU 3 RFI/RI report with
recent RSAL calculations to determine whether the levels recorded in the RFI/RI report were still
protective in light of recent calculations.

DOE found no evidence that significant new contamination could have been introduced to OU 3
from Rocky Flats. Ambient air monitoring performed at the Rocky Flats perimeter shows
airborne concentrations of plutonium and americium to have been insignificant. Samples of
water leaving Rocky Flats have shown consistently low concentrations of plutonium and
americium, demonstrating consistent compliance with RFCA water quality standards. Water
samples from Great Western Reservoir have consistently been at or below detection levels for
plutonium and americium.

Human health risks calculated using the OU 3 RFI/RI Report environmental data and the
scenarios employed in the recent RSAL calculations were virtually identical to those calculated
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inthe OU 3HHRA. Theserisksare well within the risk range considered protective of human
health. The scenarios (rural resident for the RSAL’s and residential for the OU 3 HHRA) were
substantially similar in both calculations. The annual radiation dose rates calculated in the OU 3
HHRA, and calculated using the RSAL scenarios, were comparable (both were less than 1
millirem per year) and insignificant from a human health perspective.

Based upon the information contained in this five-year review, DOE concludes that the remedy
selected for OU 3 continues to be effective, and that conditionsin OU 3 are protective of human
health and the environment. No additional actions are warranted in OU 3. DOE will conduct
another review of the OU 3 CAD/ROD in five years, if environmental conditions and/or changes
in regulatory requirements (such as promulgation of a national health-based standard for the
COCsfor OU 3) indicate the need for such areview.

EPA guidance for conducting aFive-Y ear Review provides three questions that should be
addressed:

Question A: Isthe remedy functioning as intended by the decision document?
Yes, since the remedy isa no remedial action remedy.

Question B: Are the exposure assumptions, toxicity data, cleanup levels, and remedia action
objectives used at the time of the remedy selection still valid?

Yes. Although exposure assumptions and RSALs are currently being reevaluated in accordance
with RFCA, any changes to RSALSs should not impact the protectiveness for OU 3. No additional
action iswarranted for OU 3.

Question C: Has any other information come to light that could call into question the
protectiveness of the remedy?

No additional information has come to light that affects the protectiveness of the remedy of no
remedial action.

8.3.3 RFETSTrench-1 Source Removal
Verification of Source Removal

In accordance with the T-1 Sampling and Analysis Plan (RMRS 1998b), soil samples from the
floor and side walls of the trench excavation were collected and analyzed for radionuclide and
non-radionuclide COCs. The analytical results indicated that for all COCs concentrations were
well below RFCA Tier Il action levels, and that sum-of-ratios values were less than one, which is
an indicator for evaluating risk posed by the collective summation of radionuclides. These
results indicated, with satisfactory statistical confidence, that contaminants previously in the
trench have been successfully remediated relative to RFCA action levels (See table 4-3 of the
Closeout Report) (RMRS 1999b). A summary of table 4-3 from the Closeout Report is included
as Table 9 below.
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In addition, two stockpiles were used to support T-1 excavation activities. Each stockpile was
segregated and filled with excavated soil based on radiological field screening of the soil.
Previous remedial activities at Rock Flats indicated that soil segregated based on screening
results below 5,000 counts per minute using aField Instrument for the Detection of Low energy
Radiation were likely to have concentrations for radionuclides below the RFCA Tier Il action
level. The other soil stockpile was used to seeif soil above 5,000 counts per minute (i.e., 5,000-
10,000) would also fall below the appropriate RFCA action-levels, thus reducing the volume of
soil requiring packaging and offsite disposal. The two stockpiles were sampled following
excavation. It was found that for the clean stockpile, the sum-of-ratios resulted in avalue
significantly lessthan one. (See Table 9 below.) Thisindicated that the soil stockpile, in total,
was satisfactory for return to the excavation. Additionally, no volatile organic compounds were
detected in any of the samples. (RMRS 1999b)

Table9 Summary of Radionuclide Analysisfor Clean Soil Stockpile based on 16 Samples

Am-241 | Pu-239/240 | U-234 U-235 U-238
(pCig) | (PCi/G) | (pCilg) | (pCi/g) | (pCi/g)
Mean 0.79 3.47 20.38 0.45 20.48
Vaue
Standard | 0.49 2.17 20.07 0.29 20.07
Deviation
Variance | 0.24 4,72 402.79 0.08 402.79
Tier | 215 1429 1738 135 586
Tier Il 38 252 307 24 103
Tier | Tier 1l
Sum-of Sum-of--
Ratios Ratios
Normal 1.01 4.46 29.51 0.58 29.51 0.08 0.45
95% UCL
Log 1.04 4.56 40.57 0.64 40.57 0.11 0.60
Normal
95% UCL

The soil placed in the second stockpile (5,000-10,000 counts per minute) was found to be at the
Tier | action level and approximately five timesthe Tier Il action level for radionuclides. Asa
result, this soil was not considered acceptable for return to the excavation and was subsequently
packaged into containers and disposed offsite.

Protectiveness Summary
Question A: Isthe remedy functioning as intended by the decision document?
Yes. The accelerated action is functioning as intended by the PAM. In the case of Trench 1, the

intent of the remedy was to remove depleted uranium and/or soils above RFCA Tier | action
levels for radionuclides or VOCs. The primary objective of the project was to remove drummed
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waste and debris, and contaminated soils. A review of confirmation sampling results after
project completion demonstrates the source has been removed. However, the third objective, to
disposition the waste that was generated, was not completely met. Thereis currently no
treatment option available for depleted uranium contaminated with PCBs. Treatment options
are being investigated.

Question B: Are the exposure assumptions, toxicity data, cleanup levels, and remedia action
objectives used at the time of the remedy selection still valid?

Yes. However, the action levels and RSALSs established in ALF are in the process of being
updated. Cleanup levelswill have to be reviewed if new RSALSs are established.

Question C: Has any other information come to light that could call into question the
protectiveness of the remedy?

No.

Conclusion

The Trench 1 removal was successfully completed.

Recommendations and Follow-up Actions:

Continue to pursue treatment options for the remaining stored T-1 waste.
8.34 SourceRemoval at IHSS 109, Ryan’s Pit, Trench 2

Verification of Source Removal

The objective of the excavation was to remove the source material from the trenches, treat it, and
backfill the treated soil into the excavation. Once visible contamination was removed from the
excavation and the area excavated to native material on the floor and walls, ten confirmation
samples were collected for analysis of VOC and radionuclides. The SAP defined the PPRG
subsurface soil construction worker scenario as the clean up criteriafor the project (RMRS
1995€). All confirmation samples met the cleanup criteria defined for this source removal.

Each batch of soil was sampled before and after treatment. Batches 21, 22, 31, and 35 exceeded
the treatment performance standards. These batches had aready been placed into
decontaminated roll-off containers with other batches; therefore, the entire roll-off container had
to beretreated. All samples collected from the retreated batches met the performance standards.
Three composite samples were collected from each roll-off container and analyzed using a high
purity germanium detector. Results were compared with the RFCA Tier | and Tier |1 subsurface
soil action levels for radionuclides. All samples met the requirements stipulated by EPA,
CDPHE, and DOE, as stated in the PAM Modification. A Closeout Report was prepared to
demonstrate that all requirements in the PAM Modification were met (RMRS 1997€). See Table
10 below for a summary of soil excavation and treatment results.
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Table 10 Ryan’sPit Soil Excavation and Treatment Results

Compound PPRG" Tier | Confirmation Post-Treatment
Subsurface | SamplesFrom Process Verification
Soil Action | Excavation Pit Samples (Maximum
L evel? (Maximum Value) | Value) (mg/kg)

(mg/kg)

1,1- 53000 689 0.018 0.005 (J)

dichloroethane

1,1,1- 2180 1.23 0.002 (J) 0.910 (E)

trichloroethane

Trichloroethene 5120 3.28 19 0.54 (J)

(TCE)

Tetrachloroethene | 2210 3.15 250 9.9

(PCE)

Toluene 116000 707 100 4.0 (B)

Ethylbenzene 148000 932 28 2.4

Xylene (total) >100% 9740 140 16 (B)

1. The Programmatic Preliminary Remediation Goals (PPRGS) are based on construction
worker, subsurface soil scenario, Rev 3., August 1995.
2. Protective of 100 x Maximum Contaminant Levels or PPRGs in groundwater, RFCA
Attachment 5, March 21, 2000.

(J) = Compound found but is below practical quantitation limit. Quantitation is estimated.
(E) = Compound is detected, but is off scale and therefore estimated.
(B) = Compound detected in blank.

Protectiveness Summary

The purpose of the accelerated action was to remove VOC contaminated soil, treat the soil
utilizing low-temperature thermal desorption and back fill the excavation with the treated soil.

A review of the groundwater monitoring results was conducted to eval uate the effectiveness of
the source removal. Well 07391 is the closest downgradient well to the source removal area. A
detailed discussion of VOC and uranium results since this well was first sampled in March 1992
can be found in the 2000 Annual RFCA Groundwater Monitoring Report (RMRS 2001).

To summarize the report findings, concentrations of VOCs emanating from Ryan’s Pit have
generally remained constant with time. In contrast, sampling and analysis of U-isotopes such as
U-235 and U-238 show an upward trend to the uranium activity since the source removal

activity. Theflat VOC trend and the upward uranium trend since the source removal is not

necessarily surprising. Ryan’s Pit was used between 1966 and 1970. Contamination from the pit

would have moved beyond the pit boundaries prior to the source removal in 1995 and 1996.
Groundwater travels Slowly and it islikely that it will take several more years before a
contaminant downward trend is observed. In fact, it is not uncommon that excavation activity




will actually free up contaminants previously tied up with the soil matrix and an upward data
trend is observed. This appears to be the case with U-235 and U-238. Uranium results are close
to background despite the apparent upward trend. There is no apparent pathway for the
groundwater to impact surface water. Monitoring of well 07391 will continue in accordance
with the IMP.

Question A: Isthe remedy (accelerated action) functioning as intended by the decision
documents?

Yes. Soils were excavated to below the August 1995 PPRGs and treated to the PAM/Permit
Modification performance standards. Further groundwater monitoring will continuein
accordance with the IMP.

Question B: Are the exposure assumptions, toxicity data, cleanup levels, and remedial action
objectives used at the time of the remedy selection still valid?

The action levels established in ALF are undergoing review by the RFCA Parties, due to changes
in the exposure pathway expected with a wildlife refuge worker scenario and changesto the
exposure parameters for other scenarios. Although no change is expected for the accelerated
action at Ryan’s Pit, existing cleanup levels and objectives will have to be reviewed based on
any new cleanup levels and goals.

Question C: Has any other information come to light that could call into question the
protectiveness of the remedy (accelerated action)?

No.
8.35 SourceRemoval at TrenchesT-3and T-4 IHSSs 110 and 111.1
Verification of Source Removal

The objective of the excavation was to remove the source material from the trenches. This
required excavating until soil concentrations in the trench were below the cleanup values listed in
table 11 below. In the case of T-3, excavation to a depth of approximately 15 feet was required
to ensure VOC source removal. For T-4 the excavation depth was approximately 12 feet with
the exception of three area where excavation to bedrock at a depth of approximately 26 feet was
required. The material from the excavation was then treated in athermal desorption unit to
below accepted performance standards also listed in Table 11.
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Table 11 Excavation Cleanup Values and Thermal Desorption Unit Perfor mance Standards

Contaminant Excavation Cleanup TDU Performance Detection Limit (ppm)
Values (ppm) Standards (ppm)

1,1,1-TCE 378 6.0 0.6
1,1-DCE 11.9 6.0 0.6
1,2-Dichloroethane 6.33 6.0 0.6
1,2-Dichloroethene 9.51 - 0.62
Acetone - 160 1.2
Benzene - 10 0.6
Carbon tetrachloride 11 6.0 0.6
Chloroform 152 6.0 0.6
Ethylbenzene 1760 10 0.6
Methylene chloride - 30 0.6
PCE 115 6.0 0.6
Toluene 2040 10 0.6
TCE 9.27 6.0 0.6

The primary objective of the project was to remove VOC source material; however, radiocuclide
contamination was screened as part of the project aswell. Soil wasinitialy screened using a
Field Instrument for the Detection of Low Energy Radiation, then analyzed using laboratory
gamma spectroscopy after treatment was complete. The results of the isotopic characterization
are presented in Appendix D of the Closeout Report (K-H 1996) and indicate that all soil,
including the material initially segregated as potentially radionuclide contaminated met the
RFCA ALF Tier | subsurface action levels. (See Table 5in section 4.5 of this report for Tier |
action levels used for the T-3/T-4 project.) Furthermore, all but approximately 250 cubic yards
of soil met the Tier Il valuesaswell. Consequently, all treated soil was returned to the
excavation. The 250 cubic yards of soil between Tier | and Tier 11 was wrapped in a burrito
wrap with its location noted in the event it becomes necessary to remove this soil in the future.

Protectiveness Summary

A review of the groundwater monitoring results was conducted to eval uate the effectiveness of
the source removal. Results from upgradient well 12191 and downgradient wells 3687, 05691,
11891, and 12691 are discussed in detail in the 2000 Annual RFCA Groundwater Monitoring
Report (RMRS 2001).

To summarize the report’ s findings, concentrations of PCE, TCE, and chloroform decreased
downgradient of Trenches T-3 and T-4 in wells 11891 and 3687 prior to the accelerated source
removal action. Since the source removal action, concentrations of these three contaminants
have remained essentially unchanged. A statistically significant yet small increase in carbon
tetrachloride concentrations has occurred in downgradient well 11891 since source removal in
1996. Therelatively flat VOC trend since the accel erated source removal action is not
necessarily surprising. Trenches T-3 and T-4 were used between 1964 and 1967 and VOC
contamination would have moved beyond the boundaries of the trenches prior to the source
removal action. Further, it is clear from the upgradient results that Trenches T-3 and T-4 are not
the only source of VOC contamination in thisarea. It isnot uncommon that a source removal
excavation will actually free up contaminants previously tied up in the soil matrix. Monitoring
of wells near T-3 and T-4 will continue until VOC concentrations decrease to an acceptable level
and in accordance with the IMP.
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Groundwater from T-3 and T-4, and from the entire East Trenches Plume is being addressed by
the East Trenches Reactive Barrier. Thisbarrier isin place to prevent the East Trenches Plume
from potentially impacting surface water.

Question A: Isthe remedy functioning as intended by the decision document?

Yes. Contaminated soil was removed, treated, and returned to the excavation in accordance
with the objectives of the PAM. Monitoring will continue in accordance with the IMP.

Question B: Are the exposure assumptions, toxicity data, cleanup levels, and remedial action
objectives used at the time of the remedy selection still valid?

Yes. However, the action levels established in ALF are undergoing review by the RFCA Parties,
due to changes in the exposure pathway expected with a wildlife refuge worker scenario and
changes to the exposure parameters for other scenarios. Although no change is expected for the
accelerated action at T-3 and T-4, existing cleanup levels and objectives will have to be reviewed
based on any new cleanup levels and goals.

Question C: Has any other information come to light that could call into question the
protectiveness of the remedy?

No
8.3.6 Source Removal at Mound Site (IHSS 113)
Verification of Source Removal

Approximately 724.5 cubic yards of soil were excavated from the Mound Site, and treated using
Low Temperature Thermal Desorption. The treatment process was successful in meeting the
performance goals as stated in the PAM. The backfill of treated soil at the excavation site was
completed in September 1997. The Closeout Report for the Source Removal at the Mound Site
IHSS 113 was completed in October 1997. Table 12 below provides a summary of the range of
treated soil VOC concentrations returned to the Mound Site excavation. A summary of the
Mound Site process verification sample information is found in Appendix B and analytical
results are in Appendix C of the Closeout Report (RMRS 1997d).

Table 12 Post Thermal Desor ption Concentrationsfor the Mound Site

Contaminant TDU Performance Goal Low Concentration High Concentration
(ug/kg) (ug/kg) (ug/kg)

PCE 6000 625 U 630 U

TCE 4000 625 U 630 U

Methylene Chloride 5770 300JB 3000*

Carbon Tetrachloride 2000 625U 630 U

U= detection limit, contaminant was not detected at or above this level

J= estimated concentration

B= contaminate was found in the blank

*= methylene chloride detected in associated trip blank, therefore considered undetected
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Following excavation, sidewall sampling, additional soil was removed from the bottom of the
excavation such that the excavation proceeded past the highly weathered claystone bedrock,
located immediately below the alluvial/bedrock contact. Fourteen areas were sampled from the
excavation bottom. Results from two of the 14 samples exceeded the VOC cleanup target levels
for excavation stated in the PAM. Both samples exceeded the 11.5 mg/kg cleanup target level
for PCE. These results were discussed with EPA and CDPHE and it was decided that because
the majority of contaminated soil had been removed, the difficulty of excavation deeper into the
bedrock, and the limiting conditions established in the PAM had been met, excavation activities
would cease.

In another accelerated action conducted in 1998, a passive reactive groundwater barrier and
treatment cell was installed downgradient and north of the Mound Site to capture and treat
groundwater contaminated with chlorinated organic compounds and low levels of radionuclides
at the distal end of the plume. (See sections 4.7 and 8.3.7.)

Well 00897, downgradient of the Mound Site, contain PCE concentrations fluctuating within the
mean concentration of 16,671 micrograms per liter. It appearsto exhibit a slightly upward trend.
TCE in Well 00897 decreased dlightly. Samples of both the PCE and TCE in Well 00897
exceeded Tier | levels. Well 02291, also downgradient of the Mound Site, has PCE
concentrations above Tier | action levels. PCE seems to fluctuate along the mean concentrations
of 3,124 micrograms per liter, and they appear to be increasing over the long term slightly. TCE
mean concentration is 397 micrograms per liter and indicates a slightly increasing trend.
Monitoring will continue at Well 00897 and Well 02291 until VOC concentrations decrease to
an acceptable level in accordance with the IMP.

Protectiveness Summary
Question A: Isthe accelerated action functioning as intended by the decision document?

Yes. However, not all the source was removed due to the excavation proceeding past the highly
weathered claystone bedrock, located below the alluvial/bedrock contact. Any residual VOC
contamination not removed during this accelerated action is being address by the Mound Plume
Reactive Barrier accelerated action.

Question B: Are the exposure assumptions, toxicity data, cleanup levels, and remedial action
objectives used at the time of the accelerated action still valid?

Yes. However, the action levels established in ALF are undergoing review by the RFCA Parties,
due to changes in the exposure pathway expected with a Wildlife Refuge worker scenario and
changes to the exposure parameters for other scenarios. Although no change is expected for the
accelerated action at the Mound Site, existing cleanup levels and objectives will have to be
reviewed based on any new cleanup levels and goals.

Question C: Has any other information come to light that could call into question the
protectiveness of the accelerated action?

No.

63



Conclusions

The Mound Site source removal action was completed as agreed to in the PAM. The remaining
source and the Mound Site groundwater plume is currently being remediated as part of the Mound
Plume passive reactive barrier and treatment accel erated action.

8.3.7 Mound Plume Reactive Barrier
Verification of Source Removal
Analytical results and aquifer water level monitoring indicate the treatment system is effectively
capturing the plume and removing the VOCs and radionuclides identified as the COCs in the
decision document for the accelerated action. Monthly analytical sample results are detailed in

the quarterly and annual Groundwater Plume Treatment Systems Reports. These sample results
are summarized in Table 13 below.

Table 13, Summary of Mound Plume Fiscal Year 2000 Analytical Results

Contaminant Influent (R1I) Reactor 2 Effluent (R2E) RFCA Groundwater
Concentration (ug/l) Concentration (ug/l) Tier Il Action Levels (ug/l)
Trichloroethene 74-76 ND 5
Tetrachloroethene 44-50 ND 5
Carbon Tetrachloride 73-130 ND 5
Chloroform 20-23 ND-0.6J 100
Cis 1,2-Dichloroethene | 23-38 0.26J-3 70
1,1-Dichloroethene 5-5.1 ND 7
1,1-Dichloroethane 1.2-2] 0.6332 3,650
1,2-Dichloroethane ND-0.59J ND 5
Methylene Chloride ND ND -6 5
1,1,1-Trichloroethane 3.4-4 ND 200
p-Dichlorobenzene ND-0.34J 0.24J 75
Total Uranium (pCi/l)* | 15.03 0.19J 2.84

J = Detected at concentrations below the detection limit for this analysis

ND = Not detected at the detection limit for this analysis

pCi/L = picoCuries per liter

Many of the contaminants entering the treatment system are probably degradation products from
tetrachloroethene and carbon tetrachloride. The p-dichlorobenzene might be a laboratory cross-
contaminant because it is probably neither a solvent nor a degradation product. At thistime,
there does not appear to be any evidence that the iron is being depleted, demonstrating the long-
term treatment capability that was anticipated in the design of project.

As stated in the Decision Document (DOE 1997d), the collection system was installed near
South Walnut Creek to capture the contaminated groundwater to the extent practicable.
Analytical samples are collected from three wells that are located downgradient of the collection
trench. The downgradient wells are located within the cut-off downgradient portion of the
plume, which was not intended to be treated. Analytical results from these wells are summarized
in Table 14 below.
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Table 14, Downgradient Well Analytical Results (in ug/l unless otherwise noted)

Well 15699 3586 RFCA
Tier Il
ALF
Analyte 4/17/01 |10/22/01  |4/17/01 10/22/01
1,1,1-Trichloroethane ND 10 ND 04317 200
1,1-Dichloroethane ND 15 27 23 3650
1,1-Dichloroethene 16 86 ND ND 7
1,2-Dichloroethane ND 4.6 0.52] 0.7J 5
Benzene ND ND ND 0.52J 5
Chloroethane ND ND 2 12 29.4
Cis-1,2-Dichloroethene 66 D 200 5 54 70
Tetrachloroethene 190 920 ND 0.47J 5
Trans-1,2-Dichloroethene ND ND ND 0.47J 70
Trichloroethene 350 1400 ND 0.49 J 5
Vinyl Chloride ND ND 5 54 2
Uranium-233,234 (pCi/l) 15 17.7 213 - 1.06
Uranium-235 (pCi/l) 0.57 0.974 0.044 U - 1.01
Uranium-238 (pCi/l) 13 11.7 171 - 0.768

U = Under the detection limit

J= Detected at concentrations below the detection limit for this anaysis

N/A = Not Applicable

ND = Not detected at the detection limit for this analysis

Well 15699 is located within the major preferential flow path for the Mound Site Plume and
along the trend of the highest plume concentrations defined in the pre-remedial investigation
(DOE 1999). The analytical results from the sample collected during the pre-remedial
investigation from groundwater in nearby Geoprobe™ hole 10797 were 844 ug/l trichloroethene,
and 261 ng/l tetrachloroethene. These analytical results are the same order of magnitude as
those seen in Well 15699. Continued fluctuations of contaminantsin wells, such as 15699,
within the plume and upgradient of the collection/treatment system are expected. Well 3586 is
located downgradient of the collection system and near South Walnut Creek. Water quality at
this location generally meets the Tier 1| RFCA Action Levels.

Water levels within the collection trench were monitored at five piezometers and measured
quarterly. The piezometer at the west end of the collection trench has been dry throughout the
year. Water levels measured in the rest of the piezometers are fairly constant, with water levels
in these piezometers varying less than 0.1 foot over the year.

Groundwater levels were also monitored quarterly at seven locations surrounding the collection
trench (three upgradient, three downgradient, and one to the east) as shown in Table 15.
Groundwater elevation upgradient of the collection trench was approximately 5,920 feet.
Groundwater elevation downgradient of the collection trench was 10 feet lower at around 5,910
feet, with piezometer 15599 being consistently dry. These data indicate that the collection
system isworking as designed and that flow is towards the trench. Seasonal water fluctuations
are approximately 2-3 feet at both upgradient and downgradient locations. Water levelsin Well
3586, near South Walnut Creek, were about 5,900 feet and are likely to be influenced by the
nearby Creek.
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Table 15
Recent Mound Plume Upgradient and Downgradient Water Elevations

Well L ocation 1/4/01 4/2/01 7/5/01 10/3/01
15199 Eastern 5917.01 5917.48 5919.81 5917.63
15299 Upgradient 5915.2 5918.78 5917.52 5915.8
15399 Upgradient 5917.48 5917.57 5918.19 5916.8
15499 Upgradient 5918.05 5918.28 5918.88 5918
15599 Downgradient Dry Dry Dry Dry
15699 Downgradient 5907.5 5907.67 5908.66 5908.24
15799 Downgradient Dry Dry 5910.72 5909.99

The collection trench collects groundwater from across the plume area, including lower
concentration areas. Historical concentration of trichloroethene within the collection trench
ranges from 67 to 160 ng/l. Because of the similarity between the pre-accelerated action
downgradient water quality and the disparity between the collection trench water, the
contaminant concentrations in groundwater observed in Well 15699 are likely aresult of the pre-
existing downgradient plume. This conclusion is supported by the groundwater elevation
difference between the upgradient and downgradient wells and indicates that the collection
system isworking as designed.

Question A. Isthe Accelerated Action functioning as intended by the Decision Documents?

Yes. Water level measurements collected in adjacent piezometer and monitor wells indicate the
collection trench is effectively dewatering the previously existing downgradient aquifer. Routine
influent and effluent monitoring indicates removal efficiency of the treatment systemis greater
than that of laboratory bench tests and as anticipated in the Decision Document. |nfluent and
effluent water quality data indicates all contaminants of concern are reduced to concentrations
well below the standards agreed upon in the Decision Document and RFCA.

Question B. Are the exposure assumptions, toxicity data, and accel erated action objectives used
at the time of the action still valid?

Yes. The exposure assumptions still remain to the South Walnut Creek and associated human
and/or environmental receptors. Water quality monitoring indicates no significant impactsto
the creek. Toxicity data and the accelerated action objectives for the project remain consistent
with the decision document as listed below.

e Contaminated ground and seep water is intercepted and treated at the distal end of the Mound
Site Plume.

e The passive groundwater collection and treatment system protects surface water and reduces
the contaminant mass loading in surface water consistent with the ALF.

e Thetreatment system was designed for low cost and effective long term, ease of operation
and maintenance, specifically media replacement and final removal.

e The collection and treatment system was designed and installed with construction methods
that minimized the generation of wastes.
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e Potential impacts to possible Preble’ s meadow jumping mouse habitat during construction
and operation were minimized by design.

e Depletion of waters to the South Walnut Creek and ultimately, the South Platte River is
negated by inputs to the South Walnut Creek from the collection and treatment system via
the discharge gallery.

Question C. Has any other information come to light that could call into question the
protectiveness of the Accelerated Action?

No.
8.3.8 East Trenches Plume Accelerated Action
Verification of Accelerated Action

Groundwater level monitoring, up and downgradient of the collection system, indicates the
surficial aquifer is effectively dewatered by the system. Groundwater quality monitoring in the
same locations has not indicated a substantial decrease in downgradient contaminant
concentrations. This should improve as the downgradient groundwater is discharged and the
system continues to remove and treat upgradient groundwater. Water quality monitoring in
South Walnut Creek indicates the objectives of the accelerated action are met.

The installation of the treatment and collection system was documented in the project completion
report in February 2000 (DOE 2000a). The performance of the system is monitored and reported
in the “Annual Report for the Rocky Flats Environmental Technology Site Groundwater Plume
Treatment Systems’ and summarized in the following table.

Table 16, Summary of East Trenches Plume FY 2000 Sample Results

Influent Effluent Concentration | RFCA Groundwater
Compound Concentration (ng/l) (ug/l) Tier |1 Action Levels (ug/l)
1,1-Dichloroethane ND 1-1.5 3650
1,1-Dichloroethene ND-4.9J ND 7
Cis-1,2-Dichloroethene ND-32 5-6.6 70
2-Methyl-butane 1.1 No Tier Il Action Level
2-Methyl-1-Propene 1.6 No Tier Il Action Level
1,1,1-Trichloroethane ND-6.2 ND 200
Acetone ND ND-3.5J 3650
Benzene ND ND-0.42J 5
Carbon Tetrachloride 160 ND 5
Chloroform 79384 ND 100
Methylene chloride ND ND-15 5
Propene 12 No Tier Il Action Level
Tetrachloroethene 240-350 0.6J-5.3 5
Trichloroethene 2,500-2,900 ND-0.66J 5

J= Detected at concentrations below the detection limit for this anaysis
ND = Not detected at the detection limit for thisanalysis
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Analytical samples were collected where possible from the three downgradient wells and one
well east of the collection trench. Asis common to the sitein general, some of the designated
adjacent monitoring wells are often dry at various sampling times. The below table summarizes
the results of analysis of samples collected from downgradient wells.

Table 17, Downgradient Well Analytical Results (in ug/l)

Wl Date Carbon Chloroform | Cis-1,2- Methylene | Tetrachlo | Trichloro-
Tetrachloride Dichloroethene | Chloride -roethene | ethene

23296 | 4/24/01 6J 16 63 10B 17 530
10/23/01 | 10 10 150 ND 12 380

95099 | 4/01/01 ND ND ND ND ND ND
10/22/01 | 0.2J ND ND ND ND ND

95199 | 4/12/01 ND ND 2 ND 2JD 65
10/23/01 | ND ND 2.5 ND 2 51

RFCA TierllAL | 5 100 70 5 5 5

B = Present in the laboratory blank (possible lab contamination)
J= Detected at concentrations below the detection limit for this analysis
ND = Not detected at the detection limit for this analysis

Wells 23296 and 95199 show consistent VOC concentrations higher than the RFCA Tier Il
Action Levels (Table 17), although much lower than the concentrations seen at the treatment
cells (Table 16). These downgradient wells are located within the downgradient portion of the
plume that was not intended to be treated. Well 95099 is located east of the collection system
and outside of the East Trenches Plume. It was installed to monitor evidence that the plume was
not spreading to the east as aresult of the collection system. Water quality at this location has
remained substantially unchanged historically including during the current reporting period as
shownin Table 17.

Well 23296 is located near South Walnut Creek where the East Trenches Plume exits to surface
water. Higher VOC concentrations observed at this well were an early indication that aremedial
action should be considered for this plume. Trichloroethene was the primary contaminant
observed, with concentrations ranging between 380 pg/l in October 1999 to 5300 pg/l in
February 2000. Well 95199 exhibits the same pattern as Well 23296, but to alesser extent with
the highest concentrations of trichloroethene observed in March 2000 and the lowest
concentration in October 1999.

The East Trenches Plume Treatment System is fully operational and treating contaminated
groundwater to below the system performance requirements specified in the PAM and listed in
the above table. Ongoing maintenance (i.e. raking theiron filings and retrieving flow rate and
water level data) isthe only required activitiy. Sampling of the treatment system is expected to
continue semiannually. Analytical results will be monitored closely for signs that indicate the
iron is becoming exhausted and must be replaced.
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Protectiveness Summary
Question A. Isthe accelerated action functioning as intended by the decision document?

Yes. The system functions as intended by the decision documents and meets the objectives listed
above. The treatment systemis currently removing a greater percentage of the contaminants
than was forecast by previous treatability studies and envisioned during design.

Question B. Are the exposure assumptions, toxicity data, and accel erated action objectives used
at the time of implementation of the accelerated action still valid?

Yes. The contaminant exposure location for the COCs remains at North Walnut Creek. Toxicity
data for the primary COCs and the resultant performance standards for the system remain as
assumed in the 1999 East Trenches Plume PAM. The objectives for the accelerated action
remain consistent as described below:

e Volatile organic compound (VOC) contaminated groundwater is intercepted and treated at
the distal (northern) end of the East Trenches Plume.

e Surface water is protected by the system by reducing the VOC contaminant mass loading to
the extent practicable.

e The system design and installation resulted in reduced operation and maintenance costs,
especially media replacement, when necessary.

e The project was designed to minimize the impact to the Preble’ s meadow jumping mouse
during construction and operation.

e Depletion of watersto the South Walnut Creek and ultimately, the South Platte River is
negated by inputs to the South Walnut Creek from the collection and treatment system via
the discharge gallery.

Question C. Has any other information come to light that could call into question the
protectiveness of the accelerated action?

No.

8.3.9 Solar Pond Plume Accelerated Action
Verification of Accelerated Action
The installation of the treatment and collection system was documented in the project completion
report (DOE 2000b). The collection and treatment of groundwater downgradient of the SEPs
will continue until concentrations of uranium and nitrate reach acceptable levels. The two-stage
treatment system is currently removing a greater percentage of the contaminants than was

forecast by previous treatability studies. Nitrates and uranium concentrations in the treatment
system effluent are well below the standards established in the SPP IM/IRA. The effectiveness
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of the collection systemis currently under evaluation. Possible future modifications and/or
additions to the existing system will be documented in a separate decision document.

The original design of the system placed the treatment cell sufficiently downgradient of the
collection trench that water would gravity flow from the trench into the treatment system. The
presence of an endangered species and associated buffer zone habitat in the planned location of
the treatment cell resulted in its installation directly adjacent to the collection trench. This
configuration requires approximately eleven vertical feet of water within the collection trench
before gravity flow into and through the treatment system can occur. The eleven feet of head
within the collection trench increases the likelihood of water migrating around, through, or
beneath the barrier material, bypassing the treatment system and potentially decreasing the
effectiveness of the collection system.

The second source of water containing elevated nitratesis that portion of the plume, whichis
located downgradient of the collection system. This portion of the plume was referenced in the
IM/IRA and is located well within the buffer zone and habitat area of the Preble’s mouse. One
localized area exhibits some of the highest nitrate concentrations currently within the SPPand is
adjacent to the discharge gallery for the treatment system. Groundwater in this area of the plume
is apparently discharging to the gallery and contributing to the elevated nitrate concentrations
observed in water samples collected at the gallery.

The two-stage treatment system is currently removing a greater percentage of the contaminants
than was forecast by previous treatability studies. Nitrates and uranium concentrationsin the
treatment system effluent, <6 mg/l and <.2 pCi/l respectively, are well below the standards
established in the SPP IM/IRA. A summary of the annual analytical results for the SPP influent,
effluent, and the SPP discharge gallery is contained in the Table 18 below.

Table 18 Summary of Solar Ponds Plume Treatment System FY 00 Analytical Results

SPP Influent SPP Effluent SPP Discharge Gallery
Collection date |Nitrate in |Total Nitrateinmg/l |Total Uranium |Nitratein mg/l Total Uraniumin

mg/I Uraniumin in pCi/l pCi/l

pCi/l

30-Jan-01 140 25.06 - - 130 25.66
26-Feb-01 150 26.44 - - 140 24.51
19-Mar-01 120 25.58 0.07 0.15 110 28.84
13-Apr-01 140 24.43 <0.05 0.003 120 20.2
25-Apr-01 130 24.58 <0.05 0.05 130 28.55
3-May-01 110 24.82 0.13 0.091 150 24.79
8-May-01 150 23.66 53 0.11 140 26.6
23-May-01 130 2797 <0.05 0.002 180 31.16
21-Jun-01 120 25.49 <0.05 0.168 220 50.38
16-Jul-01 150 21.3 0.11 0 130 55.4
10-Aug-01 140 2451 <0.05 0.1 150 28
26-Sep-01 109 26.22 - - 202 41.64
31-Oct-01 168 22.64 - - 257 37.15
30-Nov-01 212 nr - - 268 nr

not sampled
nr — not received
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The distal portion of the plume, downgradient of the collection and treatment system, is
apparently impacting water quality at the discharge gallery. Water bypassing the collection
system may also be contributing to the elevated nitrate and uranium concentrations at the
discharge gallery. Nitrate and uranium concentrations at the discharge gallery ranged from 110
to 268 mg/l and 20.2 to 55.4 pCi/l, respectively during January through November of 2001.
Even though elevated, the nitrate concentrations are well below the cal culated maximum effluent
concentration of 500 mg/I nitrate to ensure meeting the temporary performance monitoring
standard of 100 mg/l in the adjacent surface water. The maximum nitrate value (268 mg/l) was
observed at the discharge gallery on November 30, 2001, with similar values noted in October
and December. Analysis of concurrent water samples collected at GS-13, the surface water
performance monitoring location downstream of the discharge gallery, indicates the underlying
stream standard of 10 mg/I for nitrate will be met despite elevated levels at the discharge gallery.
A summary of surface water quality at the discharge gallery and down stream monitoring
locations is presented in the following table.

Table 19 Solar Ponds Plume Summary of Down Stream Surface Water L ocations
Date SPP Discharge |GS13 Pond A-3 SPP Discharge GS13

Gallery Gallery

Nitrate (mg/l) Tota Uranium (pCi/l)
30-Jan-01 130 20 7.9 25.66 9.15
26-Feb-01 140 18 11 2451 8.85
19-Mar-01  |110 13 8.2 28.84 5.89
13-Apr-01  |120 7.8 4.1 20.2 2.999
25-Apr-01 130 10 54 28.55 2.936
3-May-01 150 2.9 45 24.79 1.328
4-May-01 130
8-May-01 140 12 5.3 26.6 4.08
23-May-01 (180 15 5.6 31.16 5.53
21-Jun-01  |220 4.3 2.9 50.38 2.33
16-Jul-01 130 11 2.2 55.4 3.705
10-Aug-01  |150 8.9 15 28 4.4
26-Sep-01 202 274 19 41.64 9.18
31-Oct-01  |257 26.5 49 37.15 8.02
30-Nov-01  |268 20.2 7 32.48 7.89
28-Dec-01 (211 26.5 7.7 35.8 9.9
Minimum 110 29 15 20.2 1.328
Maximum 268 274 11 55.4 9.9
Average 166.8 14.9 53 32.7 5.75

Protectiveness Summary
Question A. Isthe accelerated action functioning as intended by the decision document?
Yes. The system functions as intended by the decision documents and meets the objectives listed

above. However, water quality at the discharge gallery indicates adver se impacts from two
potential sources.
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Question B. Are the exposure assumptions, toxicity data, and accelerated action objectives used
at the time of implementation of the accelerated action still valid?

Yes. The contaminant exposure location for both COCs remains at North Walnut Creek.
Toxicity data for the primary COCs, nitrate and uranium, and the resultant performance
standards for the system, remain as assumed in the 1999 Solar Ponds Plume IM/IRA. The
objectives for the accelerated action remain consistent as described below:

e The Temporary Modification to the Big Dry Creek Segment 5 water quality standard for
nitrate (100 mg/l)and the ambient standard for uranium (10 pCi/l) is currently met in
North Walnut Creek. In addition, recent monitoring results indicate that the underlying
nitrate standard of 10 mg/l will be met when the temporary modification expiresin 2009.

e The SPP system provides along-term, passive solution to the movement of contaminated
groundwater from the SEP areato North Walnut Creek.

e The accelerated action supports the goal of site closure within 10 years.

e SPP water management and treatment costs, previously associated with the operation and
maintenance of B-374, are substantially reduced.

e Thefiscal year 1999 milestone for initiating remediation of the SPP was met.

Question C. Has any other information come to light that could call into question the
protectiveness of the accelerated action?

No. Water quality monitoring in North Walnut Creek indicates the objectives of the accelerated
action are being met. However, the elevated nitrate and uranium concentrations at the
discharge gallery indicate |eakage from the collection system and/or discharge from the adjacent
distal portion of the plume.

Conclusion
The effectiveness of the treatment and collection system may be affected by the potential for
water to by pass the treatment cells. Possible corrective or additional/alternative actions will be
evaluated concurrent with the decision document for the Solar Evaporation Ponds. A
modification to the 1999 SPP IM/IRA or a new decision document will implement any selected
actions before the next 5 year review.

8.3.10 Source Removal at the Solar Evaporation Ponds

Following removal of sludge and water, the ponds were rinsed and the water pumped to B-374
for evaporation. The ponds were then considered RCRA empty.
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Protectiveness Summary
Question A. Isthe Accelerated Action Functioning as intended by the decision documents?

Yes. The sludge was removed from the SEPSs utilizing site procedures developed in compliance
with RCRA operating requirements for the Interim Status Unit. A modification was made to the
Ste's RCRA permit to facilitate installation and operation of the double walled sludge storage
tanks on the 750 Pad. A CERCLA decision document was not prepared for the source removal.
The intent of the action was to remove the potential source of soil and groundwater
contamination from the Solar Evaporation Ponds. The sludge was removed from the ponds and
is currently safely stored in RCRA permitted tanks within tents on the 750 Pad.

Question B. Are the exposure assumptions, toxicity data, and RAOs used at the time of the
accelerated action still valid?

Yes/Not Applicable. The accelerated action eliminated the source of potential exposure to
human health and the environment. The corrective action or closure of the SEPs and additional
groundwater actionswill be evaluated and documented in separate accelerated actions.

Question C. Has any other information come to light that could call into question the
protectiveness of the accelerated action?

No. The source of contamination from the SEPs was removed and safely stored in permitted
tanks. The SEPswere rinsed and the rinse water was treated by evaporation in Build 374.
Subsequent action to address residual contamination associated with the SEPsis currently being
planned. This action may include RCRA unit closure and hot spot removal prior to pushingin
the berms around the SEPs.

Conclusion

The accelerated action removed the primary risk to human health and the environment posed by
the SEPs. Subsequent actions will further address corrective action for the RCRA Interim Status
Unit and effectiveness of the Solar Ponds Plume collection and treatment system.

8.3.11 OU 7 Seep Accelerated Action
Verification of Accelerated Action

Water samples collected from the influent and effluent performance monitoring points indicates
the aeration treatment system generally meets the RFCA standards listed in table 6. The early
performance of the system was documented in the Evaluation of OU 7 Aeration Treatment
System (Report), November 1998 — October 1999, completed and submitted as final to the
regulatory agenciesin August of 2000 (K-H 2000a). The sampling and analysis requirements
developed by the evaluation were documented in the sampling and analysis plan for performance
monitoring of the system, as submitted in final form in April of 2001 and approved by the
regulatory agenciesin July, 2001 (K-H 2001a). Samples are collected and analyzed semi-
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annually in June and December. The performance of the OU-7 seep collection and treatment
system is now reported in the Annual Report for the Rocky Flats Environmental Technology Site
Groundwater Plume Treatment Systems (K-H 2001c).

The analytical results are compared to the performance standards in table 6. Benzeneis
commonly detected at concentrations of 1 to 2 ug/l. The RFCA standard for benzene in Segment
4islug/l. The SAP statesthat if a RFCA standard is exceeded in the semi-annual monitoring,
then a sample will be collected and analyzed the month following receipt of validated data.
Preliminary data are received from the analytical |aboratory within a month of sampling and
validated results are received one month later. Therefore, based on analytical results, sampling
was performed quarterly in 2001 for benzene. The results are shown below in Table 20 for the
years 2000 and 2001.

Table 20 Benzene Concentration in Present L andfill L eachate
Treatment System Effluent

Month Benzene Concentration (ug/l)

June 2000 1

July 2000 1 (specia sample)

December 2000 2

March 2001 1

June 2001 2 (duplicate sample concentration was 1 pg/l)
September 2001 14

December 2001 0.3 (estimated, below detection limit)

Note: Theresult for September 2001 was reported to the tenth of a microgram
because of differencesin protocols and reporting between different laboratories.

The water discharging from the OU 7 seep treatment system into the Landfill Pond meets all
surface water action levels, except benzene on an intermittent basis. Benzeneis not an analyte of
interest at either the A-4 or the Walnut and Indiana Street Points of Compliance.

The need for the OU 7 seep treatment system will be evaluated as part of the OU 7, Present
Landfill IM/IRA.

Protectiveness Summary

Question A. Isthe accelerated action functioning as intended by the decision document?

Yes. The system functions as intended by the decision documents and generally meets the
objectives listed above. As discussed, benzene concentrations are typically at or 1 ug/l above the

Segment 4 RFCA standard of 1 ug/l.

Question B. Are the exposure assumptions, toxicity data, and accelerated action objectives used
at the time of implementation of the accelerated action still valid?

Yes. The contaminant exposure location for the COCs remains at North Walnut Creek. Toxicity
data for the primary COCs and the resultant performance standards for the system are reviewed
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on an annual basis. The objectives for the accelerated action remain consistent with the
approved sampling and analysis plan for the accelerated action.

Question C. Has any other information come to light that could call into question the
protectiveness of the accelerated action?

No. Additional action is currently being planned for the Present Landfill itself. It is anticipated
that a cover will be constructed as the remedy for OU 7.

Conclusion

The OU 7 Seep collection and treatment system is protective of surface water and is meeting all
accelerated action project objectives.

8.3.12 Underground Storage Tanks Sour ce Removal Project
Verification of Source Removal

Table 2-1 in the Closeout Report (RMRS 1996€) summarizes the quantity of residual liquid and
sludge removed from the tanks along with the volumes of rinse water used in cleaning each tank.
Aninflux of groundwater was detected during the liquid removal from the underground tank in
February, March, and April 1996 was removed. Theliquid encountered likely originated from
groundwater infiltration and precipitation/surface water runoff into the three chamber man ways.
Tank T-10 had no influx from groundwater. Liquids and sludge removed from the T-10 tanks
were pumped via pipeline into T-16 for handling, and then into Building 774. Tanks T-14 and
T-16 had no influx of groundwater detected during content removal. All residual liquids and
sludge were removed from each of the USTs. Each tank was then triple-rinsed to remove bulk
contamination in accordance with the Accelerated Action Plan. Table 3-1 of the Closeout Report
summarizes the analyses performed on the rinsate screening samples and the analytical methods
used. In each tank, asample of the final rinsate water was collected for comprehensive analysis
to document the extent of contamination remaining.

Table 3-1 of the Closeout Report also summarizes the analyses performed on the final rinsate
samples and the rinse water baseline samples. Tables 3-2 through 3-6 of the Closeout Report
summarize the rinsate screening sample analytical results. Appendix B contains summary tables
of the analyses of final rinsate samples. The final rinsate samples were not compared to clean
closure standards but were compared by plotting the measured concentrations of total VOCs and
total metals. The resulting decreasing trend in contaminant concentrations indicates that the bulk
contamination was removed from each tank during the first and second rinse.

All six tanks were filled with an inert closed-cell foam (polyurethane) to stabilize residual
contamination and prevent influx of groundwater and/or surface water until final disposition of
the tanks is determined. The polyurethane foam is designed to stabilize the residual
contamination in the tanks by preventing contaminant migration from the tanks to the
surrounding groundwater, as well as preventing infiltration of groundwater, surface water, or
pipe flow into the tanks.
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The six tanks will each be dispositioned when its respective building is demolished, with the
exception of the demolition of Building 889. Tank 40 remained along with the building floor
slab, foundation sumps, and process waste lines. Tank 40 will be dispositioned in early Spring
2001 aong with the Building 889 floor slab.

Question A: Isthe accelerated action functioning as intended by the decision document?

Yes. The accelerated action is functioning as intended to stabilize the residual contamination,
and minimize groundwater and surface water infiltration. The polyurethane foamis still in place.

Question B: Are the exposure assumptions, toxicity data, cleanup levels, and remedial action
objectives used at the time of the accelerated action still valid?

Yes. The action was to remove the liquid and solid contents of each tank, triple rinse, and foam
in place.

Question C: Has any other information come to light that could call into question the
protectiveness of the accelerated action?

No. The tanks have remained asis, and will be removed when the decontamination and
decommissioning of its associated building and environmental restoration scope of work occurs.

Conclusions

The accelerated action for the six tanks was completed as intended in the Accelerated Action
Plan and the PAM. Thetanks remain in a stabilized condition, and will be removed when the
associated building is decontaminated and decommissioned, and environmental restoration scope
of work is undertaken.

9.0 | ssues

This section details the issues related to current site operations, conditions, or activities, noting
which issues currently prevent the remedies or accelerated actions from being protective. Since
much of the overall Site remedy isyet to be determined by the RI/FS and implemented in the
final CAD/ROD, current issues focus on individual site-specific issuesidentified in section 8.0
of thisreport. In addition, there are a number of issues currently being addressed, which will
need to be resolved prior to the next Five-Y ear Review in order to ensure future protectiveness of
the remedies and accel erated actions. Some of these issues are also discussed below.

Current | ssues
Trench 1 Source Removal:

Containerized wastes from Trench 1 containing depleted uranium contaminated with PCBs do
not have an identified treatment or disposal option. While thisis not an immediate issue because
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the waste is stored in compliant storage areas, it could become an issue if adisposal option is not
identified and implemented prior to Site closure. There are no current plans for waste storage on
Site after Site closure.

Solar Ponds Plume:

Elevated nitrate and uranium concentrations at the Solar Pond Plume discharge gallery have the
potential to compromise compliance with future stream standards in North Walnut Creek.
Monitoring has been proposed to track this concern in the near term. Alternatives to the existing
configuration are being investigated to address long-term operability concerns. The existing
configuration has not impacted surface water compliance, but a change to the system is desirable
to address the potential to by pass the treatment cell.

Potential Long-Term Issues

Below isadiscussion of potential issues, which require resolution to ensure future protectiveness
of theremedy. Theseissues are currently being addressed and it is anticipated that they will be
resolved prior to Site closure. These issues are highlighted, in part, to stress their importance and
to ensure the long term stewardship mission of the Site continues to be protective.

Sitewide Actions
Lack of definition of all areas requiring access restrictions after Site closure:

Since cleanup is not complete, areas that will require access restrictions cannot be defined yet. It
is anticipated that sufficient details regarding contaminated areas will be obtained to prevent this
from becoming a problem in the future; however, boundaries of contaminated areas requiring
restrictions after remediation is completed have not been specified. In addition, any necessary
controls, such as signs and barriers, will need to be evaluated as part of the RI/FS and
implemented prior to closure of the Site.

Ecological Risk:

Ecological risk has not been adequately analyzed or addressed with respect to establishing
cleanup levels. To date, cleanup levels have been established primarily based on risk to human
health verses ecological risk. It isexpected that human health risk will be the driver for most
cleanup actions. However, there may be instances were action levels for particular COCs at
specific cleanup sites are more restrictive when evaluating risk to the Site ecology. An
ecological risk assessment will need to be included in the CRA in order to evaluate ecological
risk impacts to cleanup actions.

Land transfer and management responsibilities:
At closure, most of the site will be transferred to the U.S. Fish and Wildlife Service for

management as a national wildlife refuge. A Comprehensive Conservation Plan will be
developed which is expected to address overall management of the wild life refuge.
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Requirements described in the memorandum of understanding and the Comprehensive
Conservation Plan will need to be developed that ensure that management of the refugeis
consistent with maintaining future protectiveness of the remedy after land transfer.

Post Closure Enforcement:

Environmental regulatory enforcement at RFETS is currently governed by RFCA. However,
post closure enforcement, monitoring, and water management have yet to be defined and will
need to factor in the land transfer to the Fish and Wildlife Service. It isanticipated that post
closure enforceabl e requirements will be part of the final CAD/ROD and any follow-on
orders/post closure permits. DOE expects that both EPA and CDPHE will have post closure
enforcement authority.

Funding for long-term activities:

Because of a number of factors, not the least of which isthe lack of a comprehensive final
remedy at this stage of cleanup; the cost for post closure long-term activitiesis difficult to
estimate. CDPHE and some stakeholders are concerned that once closure is complete the Site
may lack priority when it comes to funding post closure activities. DOE believes that sufficient
funding can be obtained through the normal annual funding cycle to ensure the remedy remains
protective and does not anticipate thiswill be an issue. Post closure requirements will need to be
funded in order to ensure future protectiveness.

Specific Actions:
Reactive Barriers Operation and Maintenance (O& M) Requirements:

In order to address groundwater plumes the site has installed three passive reactive barrier
systems, which will operate after closure. These systems employ relatively new technology and
have not been operating for along time at RFETS. The technology was selected in part because
of minimal long-term O&M requirements. However, the long-term O& M requirements will
need to be developed and implemented based on current operating experience.

10.0 Recommendations

The Five-year Review identified several issues relevant to a determination that the identified
remedies and accel erated actions are protective and should be considered as the Site proceeds
with the cleanup pursuant to RFCA. As noted above in section 9.0, some of these issues are
current issues and some of these issues are potential future issues. For each of the issues
identified above, recommendations for addressing them are presented in the Table 21 below:
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Table21

Issue Near-term Recommendation Long-term Milestone | Affects
Recommendation Date Protectiveness
(Site-wide) Current accessrestrictions across | Unrestricted use levelsand | 2007 Not currently.
Lack of definition of | the site are effective. However, | boundaries, and
areas requiring access | new accelerated actions should implementing mechanisms, Could affect long-
restrictions provide a better description of should be defined in the term protectiveness
areas above unrestricted use RI/FS, CRA and the final
levels and should describe future | CAD/ROD.
long-term controls.
(Site-wide) Conduct site specific and a site- 12/31/02 Possibly. An eco risk
Ecological Risk wide ecological risk assessment. assessment is
Analyzeif action levels based on pending and action to
the ecological risk assessment address eco risk will
drive cleanup levels for specific be taken as
accelerated actions. necessary.
(Site-wide) Negotiate the memorandum of Implement land 6/30/2003 | Not at thistime.
Land transfer and understanding to identify management that adequately DOE expectsthis
management management arrangements and considers long-term issue will be resolved
responsibilities their protectivenessfor existing | effectiveness and continued satisfactorily.
and anticipated remedies. protectiveness for each
remedy.
Post Closure RFCA currently provides an Define post closure 2007 Not at thistime.
Enforcement adequate mechanism for enforcement in the DOE expectsthis
regulatory enforcement. CAD/ROD and any follow- issue will be resolved
on orders and/or permits, to satisfactorily.
link enforceable
reguirements to future
protectiveness for each
remedy.
Funding for long- DOE currently expectsto rely on | Complete budget cost 12/31/2005 | Not at thistime.
term activities the annual funding cycle through | estimatesto accurately DOE expectsthis
closure. reflect the actual costs of issue will be resolved
specific actions. In addition, satisfactorily.
evaluate alternative funding
mechanisms to provide
adequate funds over the
long-term.
Containerized wastes | Continue to store these materials 6/30/2005 Not at thistime.
from Trench 1 in compliant storage areas until DOE expectsthis
containing DU treatment/disposal options are issue will be resolved
contaminated with identified and implemented. satisfactorily.
PCBs do not have an
identified treatment
or disposal option
Solar Ponds Plume Monitoring will track this Continue long-term 6/30/2003 | Not in the near term.
reactive barrier concern in the near term. monitoring to appropriately Could affect long-
operability Evaluate and implement eva uate the effectiveness of term protectiveness
corrective actions to addressthe | corrective actions.
potential to by pass the treatment
cell.
Reactive Barrier Develop long-term O&M Continue long-term 12/31/2005 | Not at thistime.

0O&M Requirements

requirements base on current
operations.

monitoring to implement an
effective O& M program.

DOE expectsthis
issue will be resolved
satisfactorily.
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11.0 PROTECTIVENESSSTATEMENT

Ongoing custody and control of the Site by DOE, monitoring programs, and restriction of public
access serve to adequately control risks posed by contamination at RFETS at thistime. In
addition, DOE has every intent of implementing the requirements of RFCA, CERCLA and
RCRA to cleanup and close the Site in amanner that is protective of human health and the
environment. Thisfinal remedy will be developed as part of the RI/FS process, resulting in a
fina CAD/ROD that is protective.

RFETS has completed several remedies for a number of OUs. For OU 1 and OU 3, the remedies
as discussed in thisreport are protective.

RFETS has also completed several accelerated actions to address hazards posed on an individual
IHSS basis. For the accelerated actions analyzed during this Five-Y ear Review, the immediate
hazard has been addressed. Further, for the most part, the accelerated actions are protective and
are functioning asintended. Deficiencies are noted in section 9.0, Issues, and are addressed in
section 10.0, Recommendations. A summary of the protectiveness of the OUs and accel erated
actions analyzed during this review is shown in the Table 22.
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Table 22 Protectiveness Summary

OU/Accelerated Action Protectiveness Assessment

OU 1, 881 Hillside The remedy is protective.

OU 3, Off-site Areas The remedy of no action is protective.

OU 7 Leachate Seep The accelerated action is protective and functioning as intended.

Treatment System Additional action is being planned for the Present Landfill itself
which may impact the leachate treatment system.

Trench 1 The source removal action is protective. The DU waste

contaminated with PCBs currently does not have a
treatment/disposal option identified.

Trench 3/Trench 4 The source removal action is protective.

Ryan’'s Pit, Trench T-2 The source removal action is protective.

Mound Site The source removal action is protective.

Mound Plume The reactive barrier and treatment system is protective and
functioning as intended.

East Trenches Plume The reactive barrier and treatment system is protective and
functioning as intended.

Solar Ponds Plume The existing configuration currently protects human health and

the environment because there has been no impact to surface
water compliance, but a change to the system is desirable to
address the potential to by pass the treatment cell.

Solar Ponds Sludge The source removal action is protective. Additional actionis
Removal being planned for the final remedy of the Solar Pond area.

IAG UST Source Removal | The source removal action is protective.

120 NEXT REVIEW

The next review for RFETS should be conducted five years from the issuance of this Five-Y ear
Review Report. The next review is expected to cover acomprehensive site-wide remedy for
RFETS.
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Appendix B

Public Comments and Responses

The first RFETS CERCLA Five-Year Review Report was released for a 45 day public comment period on
April29, 2002. The public comment period ended June 12, 2002. Forma] conlments were received from the
Rocky Flats Citizens Advisory Board, The City of Westminster, and the City and County of Broomfield.
The comments on the report are given below with responses provided in bold. Where appropriate, the
review report was changed to address specific comments.



Rocky Flats Citizens Advisory Board
Recommendation on CERCLA Five Year Review

RFCAB appreciates the opportunity to comment on the public review draft of the "First Five-Year Review
Report for RFETS" dated April 2002. RFCAB understands all cleanup actions that fail to meet the criteria
for unrestricted use are subject to periodic review under Section 121 ©) of the Comprehensive
Environmental Response, Compensation and Liability Act (CERCLA). The purpose of this provision is to
assess the continued protectiveness of the remedy and to correct any deficiencies found during the
evaluation progress. These assessments must be performed once every five years at a minimum. However,
RFCAB anticipates such reviews to be just one small component of DOE's post-closure obligations.

RFCAB offers the following comments and recommendations on the "First Five-Year Review Report."

Technology Review

Paragraph 254 of the Rocky Flats Cleanup Agreement (RFCA) is concerned with periodic reviews of
remedial actions. In the case of remedies that rely on institutional controls (i.e. do not permit unrestricted, or
residential, use of the site), RFCA says additional remedial action may be taken as technological
improvements allow, as excerpted below:

"To the extent that remedies have incorporated institutional controls, EPA shall review the
continuing effectiveness of such controls, and shall evaluate whether additional remedial action
could be taken that would reduce the need to rely on institutional controls. In making such an
evaluation, EPA shall consider all relevant factors, including advances in technology and the
availability of funds.”

Issue: The current review report does not acknowledge that advances in technology review must be
evaluated, as required by RFCA.

Recommendations:
1. RFCAB strongly supports taking additional remedial action in order to reduce reliance on
institutional controls.

Response 1: DOE also supports taking additional remedial action in order to reduce reliance on
institutional controls when a cost benefit analysis justifies taking additional action.

2 Evaluation of recent technological advances to see whether further remediation is warranted should
be part of all periodic reviews.
3. RFCAB recommends that a section on technology review be added to the report. Even if it is

considered premature to actually perform the technology review at this time, before the site-wide
remedy has been fully implemented, there should be a placeholder in the report acknowledging that
technology review will be included as part of the next periodic review and all subsequent reviews.

Response 2: RFCA does not require a technology review for this first review nor does it make sense to
conduct a technology review when the overall site-wide remedy is still being developed and post
cleanup institutional controls have not been established. However, a placeholder section has been
added to the report to ensure a technology review is carried out in future reviews, if appropriate.



This first review looked at only two final remedies, OU 1, the 881 Hillside, and OU 3 Off-Site Areas.
Because of the nature and extent of contamination for OU 3, there are no OU 3 institutional controls
in place. For OU 1, no site-specific institutional controls are currently in p)ace. While it is possible
that future post closure site-wide institutional controls may app)y to OU 1, it would be speculative
and premature to evaluate technologies to reduce the need for institutional controls which are yet to
be established.

Community Involvement

Issue A: The review report frequently makes reference to supporting data found in other reports. This
information is not readily available to members of the general public.

Recommendations:

1. In interest of making the review process as open and transparent as possible, stakeholders should
have access to all data used to support a p protectiveness determination.
2 All such references should be available to interested stakeholders during the public comment period,

and the review report should clearly identify the locations where these references can be found.

Response 3: Some additional data tab)es have been added to the report to make it more reader
friendly. Some of the references can be located in the Rocky Flats reading rooms. In addition, some of
the references can be found on the CDPHE web site (cdphe.state.co.us/hm/rf/rfbom.asp). DOE would
be happy to provide you with any of the references you have difficulty locating.

DOE acknowledges the lack of availability of some of the reference material. In researching the
response to the above recommendation, it was discovered that many of the reference documents are
not currently located in the reading rooms. While some of the missing references are journal articles
or somewhat obscure documents, many of the missing documents probably should be in the reading
rooms. DOE will assess the need to place the missing references in the reading rooms and is
committed to doing a better job placing significant future documents in the reading room.

Issue B: EPA guidance suggests it is appropriate to have community representatives on the review team.

Recommendation: Invitations should be extended to interested citizens and members of community groups
to actively participate in the review.

Response 4: Due to resource and logistic constraints and to the aggressive schedule for this first Five-Year
Review, it was impractical to have interested citizens and members of community groups actively
participate in this first review. It should be pointed out that community involvement during the review went
well beyond what is required in the EPA guidance. Further, the community involvement also went beyond
RMA community involvement, which was represented as a model. However for future reviews, DOE will
consider additional active public participation, which will require adding time to the review process.

Rationale for Evaluating the Remedy

Issue: The report attempts to assess the performance of all remedial actions taken thus far at the site,
including the three groundwater plume treatment systems. These systems are designed to reduce the levels
of groundwater contaminants over. time. Yet, the site has established no timeframe over which these
systems, if operating effectively, would be expected to reduce contaminants in the groundwater plumes
below their respective cleanup goals. In other words, there appears to be no standard of comparison that
would enable future reviewers and stakeholders to know whether these remedies are functioning as
designed.



Recommendations:

1. For all such remedies that take effect over a period of time, DOE should perform predictive
modeling in order to establish milestones for remedy performance.

2. DOE should also establish a corrective action plan for use in the event of remedy failure.

3. It has been suggested that the MIKE SHE model used in the Site-Wide Water Balance Study could

be customized to focus on more localized problems. DOE should investigate the utility of this model
or others in evaluating the plume treatment systems.

Response 5: The criteria by which one should judge the operation of the groundwater plume
treatment systems is not so much a numeric effluent treatment concentration but by a RFCA
principle. That is, groundwater should be addressed fo ensure surface water is not impacted. To
ensure surface water is not impacted the Site monitors both groundwater and surface water and
results are reported at Jeast annually and often more frequent)y. Groundwater trending is also
reported in the Annual Groundwater Report (reference 63). In addition, the Site specifically monitors
the operations of the plume treatments systems. The plume treatment systems are designed to reduce
the concentration of groundwater contaminates and in doing so, eliminate some, but not all, of the
contaminates which might reach surface water. Results to date show conclusively that the plume
treatment systems are successfully treating and removing groundwater contaminates.

Rather than using predictive modeling, the Site is gathering actual operational data which can be
used to establish future long-term O&M requirements and to monitor continued operational success.
The plume systems are by design simple flow through systems with treatment cell redundancy.
Consequently, DOE feels contingency corrective action plans are not necessary at this time. In
establishing the overall site wide remedy and long-term stewardship needs, future modeling might be
appropriate, but predictive modeling for the plume treatment systems is not currently needed.

Comprehensibility of the Report

Issue A: The report does not present data in a consistent manner. For some remedial actions, the data are
presented as a verbal summary; for others, data are presented numerically in table form.

Recommendation: Tables were helpful, to the extent used. Where possible, DOE should present numerical
monitoring data in the form of tables.

Response 6: Some additional data tables have been added to make the report more consistent and
reader friendly.

Issue B: In many cases the report states both cleanup goals and confirmation sampling results in the generic
terms of "Tier | or Tier 1l Action Levels.” Thus, readers must refer to RFCA Attachment 5 to find out what
the actual cleanup level or sampling result was.

Recommendation: Cleanup levels and sampling results should be numerically stated for every contaminant
addressed as part of each remedial action.

Response 7: Numeric action levels have been added to the report as appropriate.

Review Process

Issue A: The only interviews conducted in the current review were of Kaiser-Hill personnel regarding the
groundwater plume treatment systems. The report says the need for interviews was limited "due to the
ongoing nature of the cleanup activities." EPA guidance suggests it may be useful to interview a variety of



persons to gain information about the protectiveness of the remedy.

Recommendation: Future periodic reviews should include, at a minimum, interviews with nearby residents,
frequent visitors to the refuge, and USFWS.

Response 8: The scope and extent of interviews should be established at the time of each Five-Year
Review. For this first review, formal interviews were not necessary. All of the members of the review
team are involved with day to day oversight of RFETS operations and have extensive first hand
knowledge of the review topics they covered. Informal interviews were conducted to fill knowledge
gaps and/or to clarify questions on data or reports reviewed. However, DOE acknowledges that
formal interview are likely to be appropriate for future reviews including interviews with key
stakeholder, nearby residents, frequent visitors to the refuge, and the USFWS.

Issue B: Site inspections are an important part of the review. The report, however, provides few details
regarding the inspections.

Recommendation: The report should document what criteria the inspectors were examining and give
narrative descriptions of actual site conditions encountered in the field. This would enable stakeholders to
better understand the site inspection process.

Response 9: Inspection reports have been added to the Five-Year Review Report as an appendix.



City of Westminster

Department of

Public Works WESTMINSTER
and Utilities

4800 West 92nd Avenue
Westminster, Colorado 80030

303-430-2400 FAX
303-650-1643 TDD
303-428-0648

May 22, 2002

Mr. Reginald Tyler

U. S. Department of Energy

Rocky Flats Environmental Technology Site
10808 Hwy 93, Unit A

Golden, Colorado 80403-8200

Re:  Five-Year Review Report for Rocky Flats Environmental Technology Site dated April 2002
Dear Reg:

The City pf Westminster has reviewed and is providing general comments to the Five-Year Review Report
for Rocky Flats Environmental Technology Site dated April 2002. Westminster wants to emphasize that we
have been requesting copies of the draft document since January of this year to ensure we had adequate time
to discuss our issues, concerns, and values.

Response 1: The City of Westminster and other stakeholders were provided the draft report as soon
as it was complete. Westminster got the draft report at essentially the same time as internal reviewers
and the regulators. The first draft of the report was finished on the afternoon of March 26 and
emailed to Westminster on the morning of March 27. Due to the aggressive and compressed schedule
for completing the review and report, nothing was available to provide earlier than March 27.

Page 3. Issues
“Evaluate and implement corrective actions for the Solar Pond Plume Reactive Barrier... ”

“Continue to store PCB contaminated DU in compliant storage... ”

There needs to be Action Plans developed and included in the Five-Year Review that addresses these issues
to include Who, What, When, Why, and How. This could be included as part of Table 16.

Response 2: Much of the information you have requested is included or implied the report. Stand
alone action plans, when appropriate, will be developed outside the scope of the Five-Year Review.
For both issues mentioned above, DOE along with K-H, as our Integrating Contractor, are
responsible for developing and implementing an action plan (who). See table 21 and section 8.0 of the
report for an explanation of what, when, and why. Table 21 includes a milestone date. How to resolve
a particular issue will be developed outside the scope of the Five-Year Review.



Table 1 - Current OUs as identified in RFCA Attachment 1:

Add the RFCA attachment as an attachment to the Five-year Review. Not everyone will have access to
other documents and | for one hate to have to cross-reference and look for information in another document,
which I may or may not have available. It would be more user friendly.

Response 3: Table 1 comes directly from, and is the essence of RFCA Attachment 1. Adding all of
RFCA Attachment 1 to this report would add little, if any, information or clarity to the Five-Year
Review Report.

Response 4: General Response. During the review of the first draft of the Five-Year Review Report
provided to Westminster on March 27, several commentors suggested the report was to long and
included to much information. Further, DOE guidance suggests the report should be between 4 and
15 pages long. Many of your comments ask for additional information to be added to the report. In an
attempt to keep the report a readable length and understandable, suggestions as to where the
requested information can be found is provided rather than adding it to the report.

Table 2 - Contaminants of Concern:
Provide Tier | and Tier Il levels and the final remediation levels as, well.

Response 5: See RFCA Attachment 5 for Tier | and Tier Il action levels. Action levels are not easily
summarized in a single table because they are media specific (i.e. surface water, groundwater,
subsurface soil, surface soil). RFCA Attachment 5 describes action levels used at RFETS and is more
than 40 pages long. Consequently, it is impractical to include the requested information in this table.
When appropriate, numerical Tier | and Tier 11 values have been added to specific project section to
make the report more user friendly.

Map of 5-Year Review Project Sites:
Need to add location of monitoring wells and sampling locations for the remedies being talked about and
identify areas where residual contamination is located as well as the level and type(s) of contamination.

Response 6: There are literally hundreds of monitoring wells and sampling locations associated with
the remedies and accelerated actions covered in this review. It would be impractical to add them to
the Map of Five-Year Review Project Sites. However, two good sources for the information requested
are the FY 2001 Integrated Monitoring Plan (IMP) (reference 33) and the Final 2000 Annual RFCA
Groundwater Monitoring Report (reference 63). For example, see figure 2.4 of the IMP for surface
water monitoring locations. See plate 1 of the IMP for groundwater monitoring locations. See plate 3
of the IMP for a VOC and Nitrate plume map. Also see section 8.0 for discussions of site specific
residual contamination.

Data Review:

The document makes reference on several occasions to the results of sampling data being found in other
documents. Again, nol everyone will have access to these other documents and | for one hate to have to
cross-reference and look for information in another document, which I may or may not have available.

Response 7: See Response 4 above. Some additional data tables have been added to the report to
make it more reader friendly. Some of the references can be located in the Rocky Flats reading
rooms. In addition, some of the references can be found on the CDPHE web site
(www.cdphe.state.co.us/hm/rf/rfhom.asp). DOE would be happy to provide you with any of the
references you have difficulty locating.



Include summaries of all data reviewed and the associated timeframes of the data (air, surface water, ground
water, RFCA water monitoring, etc.) in the body of the Five-Year Review. In addition, anticipated reduction
of contaminants should be identified to develop trending analysis of the data. The results should identify
what wells were sampled; the contaminants of concern (COCs); if any of the COC concentrations were
elevated and the reasoning for the elevation and any corrective action taken if required; and, identify any
trending that has been performed from the initial data review to present data review. Providing a table
summarizing the data and the results would do this.

Response 8: See Response 4 above. Some additional data tables have been added to the report. Also
see table 8a and Sb of the report for surface water information. See the Radionuclide Air Emissions
Annual Report (reference 24) for air emissions information. See the Final 2000 Annual RFCA
Groundwater Monitoring Report (reference 63) for groundwater information. The annual
groundwater report includes groundwater trending information.

The required monitoring schedule should also be identified and if the schedule has changed within the
five-year review time period there needs to be a justification for the change.

Response 9: See the IMP for a discussion of changes to monitoring schedules. (reference 33).

Evaluation of Remedy:

The cleanup standards used during the remedy should be clearly identified for each COC. All initial COCs
should be identified in a table for each listed remedy, not just the COCs being monitored post remediation
with initial and current levels. The table should also contain the ALFs or cleanup standards.

This information will allow one to judge the effectiveness of the remedy and the data will provide future
information regarding the extent of contaminalion at each site and provide a comparison as to the extent of
the contamination and effectiveness of the remedy in out years.

Response 10: Some additional data/COC tables have been added to site-specific sections of the report.
For most of the remedies or accelerated actions evaluated in this review the action level used were
those found in RFCA Attachment 5. The COC:s listed and evaluated during the review were the COCs
identified in the decision documents for each individual site, not just the COCs being monitored post
remedy.

The review should identify how long it is expected to take for the contaminant to be reduced to meet
cleanup standards identified in the PAMs, CAD/RODS, Or other appropriate and applicable documents.

Response 11: With a few exceptions noted in the 5-Year Review Report, the cleanup levels identified
in the PAMs or CAD/RODs have been met.

To effectively evaluate a remedy, it is necessary to identify early indicators of potential remedy problems or
failures.

Response 12: DOE agrees. For example, monitoring of the Solar Pond Plume Treatment System
helped identify the potential for bypassing the treatment cells, which is currently being addressed.

Section 4.5:
There is no mention of the “burrito”.

Response 13: A discussion of the burrito has been added to section 4.5. See also section 8.3.5.



Section 6.1. General:
The qualifications of each of the team members needs to be added as an appendix to the report to provide
validity as to their competence to carry out the review.

Response 14: DOE stands behind the validity of the review and the competence of the review team.
Adding a qualification appendix is not required and is unnecessary.

In addition the CRAD (Criterion Review Approach Document), the document that outlines the criteria for
conducting the review, needs to be included. It should contain any inspection checklists or the specific
criteria used for conducting the review, i.e., a set of objectives (what is being reviewed and why), pass/fail
criteria (what is used to determine if something meets or fails to meet the standard), the documents to be
reviewed, the personnel to be interviewed, the equipment/facilities/remedies to be reviewed, any training
reviewed/conducted, etc.

Response 15: The primary document used to guide the RFETS Five-Year Review was the EPA’s
Comprehensive Five-Year Review Guidance (reference 27). To a lesser extent, DOE also modeled the
review and report after the Rocky Mountain Arsenal’s (RMS) review since it was praised by the regulators
and the public alike.

Section 6.2, Site Inspection and Site Interviews:

"One recommendation resulting from the inspection is to further research long-term maintenance
requirements for the reactive barriers. The Site needs to better understand Ogege requirements in order to
plan for the long-term stewardship mission of the RFETS.”

There needs to be an Action Plan developed and included in the Five-Year Review that addresses the
recommendation as to Who, What, When, Why, and How. This could be included as part of Table 16.

Response 16: See response 2 above.

The names of all personnel formally or informally interviewed needs to be included as well as the date(s) of
the interview, questions asked and answers provided.

Response 17: Your request is impossible to comply with after the fact and would add little to the
essence of the review, which is to assess the protectiveness of the remedy.

Section 6.2, Community Involvement:
Westminster vehemently disagrees with the statement that, “Community involvement was, encouraged
throughout the Five-Year Review process. ™

Westminster continually wanted to be included in the process but was not. At no time was Westminster
provided with any advance working draft copies of the review, even though we and other entities asked for
this. Discussions of the review at RFCoG, D&D/ER, or other meetings does not satisfy our need to have
these documents in order to provide early input and to have ongoing dialogue to address our concerns.

The City of Westminster strongly recommends that it be included in the next Five-Year Review process
early in its development, much sooner than at the public comment phase.

Responsel8: See response 1 above. Community involvement during the review went well beyond what is
required in the EPA guidance. The community involvement also went beyond RMA community

involvement, which was presented as a model. DOE stands behind the statement above. However, for the
next review, DOE will consider additional public participation and adding time to the review to allow for



the additional participation.

Section 7.2.3, Contaminant Surveys in Wildlife and Vegetation:
“A recommendation would be to study tissue plutonium levels and intake ratios for plants and bird.”

There needs to be an Action Plan developed for this recommendation and included in the Five-year Review
that addresses the issue as lo Who, What, When, Why, and How. This could be included as part of Table 16.

Response 19: See response 2 above.

Section 8.3.2, Operable Unit 3 The Offsite Areas

In the section titled, “Comparisons with Recent ASAL Risk Calculations, ” were the recent calculations
summarized in the Task 3 Report presented at the April 17, 2002 RSAL Working Group used for this
comparison?

Response 20: Yes

Section 9.0 Issues:
There needs to be an Action Plan developed for each issue and included in the Five-Year Review that
addresses the issue as to Who, What, When, Why, and How. This could be included as part of Table 16.

Response 21: See response 2 above.

Section 9 0 Specific Actions:
“However, the long-term O&M requirements will need to be developed and implemented based on current
operating experience.”

There needs to be an Action Plan developed and included in the Five-Year Review that addresses the
recommendation as to Who, What, When, Why, and How. This could be included in Table 16.

Response 22: See response 2 above.
Section 10 Recommendations and Table 16: The review does provide some minimal information on

proposed corrective actions and provide a table for these, but it does not identify and include any Action
Plan(s) addressing Who, What, When, Why, and How.

In Table 16 the responsible party needs to be identified as well as the oversight party (WHO), what will or
is being done (WHAT), a schedule for the implementation and completion of the action and intermediate
milestones (WHEN), the impact of the action on any current or future protectiveness needs (WHY), and
how the action will accomplish the desired outcome (HOW).

Response 23: See response.2 above.

Under “Funding for long-term activities”, the applicability of some sort of trust fund needs to be analyzed
and included.

Response 24: A trust fund analysis is outside the scope of the Five-Year Review.



List of Recently Approved NFAs, Table 1:
The title needs to be changed form Table 1 to Appendix C.

More information needs to be included with this table. There should be a basis for the decision, what COCs
where examined and their respective standards, action levels and current levels, and any remaining
contamination.

Additionally, the superscript numbers need to be explained and “HRR” needs defined.

Response 25: Corrections have been made to Appendix C. The superscripts have been eliminated.
They were just referring to the specific update of the Historic Release Report (HRR). Also, HRR has
been added to the list of acronyms.

The City of Westminster expects to be continually involved, informed, and allowed to participate in the
Five-Year Review Process. Westminster anticipates our issues and concerns will be resolved at a scheduled
meeting prior to the end of the public comment period. If you have any questions, please feel free to contact
me at (303) 430-2400, X2174.

Sincerely yours,

Al Nelson
Rocky Flats Coordinator

cc: Sam Dixion, City Councillor, City of Westminster
Ron Hellbusch. Director Public Works & Utilities, City of Westminster
Hank Stovall, Mayor Pro Tern. City & County of Broomfield
Shirley Garcia, Environmental Services Coordinator, City & County of Broomfield
Steve Gunderson, Colorado Department of Public Health and Environment
Tim Rehder, Environmental Protection Agency
David Abelson, Rocky Flats Coalition of Local Governments
Ken Korkia, Rocky Flats Citizens Advisory Board
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May 30, 2002

Reginald Tyler
Department of Energy Rocky Flats Environmental Technology Site 10808 Highway 93, Unit A
Golden, CO 80403-8200

Re:  First Five-Year Review Report for Rocky Flats Environmental Technology Site dated March 26,
2002

Dear Mr. Tyler:

The City and County of Broomfield appreciates the opportunity to review and provide comments to the First
Five-Year Review Report for Rocky Flats Environmental Technology Site dated April 2002. Broomfield
understands any remedial action resulting in any hazardous substances, pollutants, or contaminants
remaining above levels that allow for unlimited use and unrestricted exposure be reviewed not less than
every five years to assure protection of human health and the environment. This document will serve as a
template for future Comprehensive Environmental Response Compensation and Liability Act (CERCLA)
reviews, and Broomfield wants to ensure the information is consistent and appropriate to evaluate the
remedies and their associated protectiveness of human health and the environment. The City and County of
Broomfield has both general and specific concerns associated with the review.

Introductory Response: During the review of the first draft of the 5-Year Review Report, dated
March 26 and provided to Broomfield on March 27, several commentors suggested the report was to
long and contained to much information. Further, DOE guidance suggests the report should be
between 4 and 15 pages long. Many of your comments ask that additional information be added to the
report. If DOE were to include all the information requested the report would become a multi-volume
document and would be unmanageable. In an attempt to keep the report a readable length and
understandable, it is often suggested where the requested information can be found rather than
adding it to the report. If the additional information or data requested add understanding without
adding excessive length the information was added to the report.

General Comments:

Data Review:
This first five-year review should serve as the primary basis of technical analysis and evaluation of the
protectiveness of remedy for future reviews.

General Response 1: DOE disagrees with the above statement, Each five-year review should evaluate
the protectiveness based on the most current data, best available source documents, current
regulations, best available technology, and the remedy in place at the time of the review. While this
first five-year review can be a good starting point for the next review, to the extent practical, original
source material and current data should be evaluated to ensure the protectiveness.



Information should include recommendations, scheduled follow-up activities, summary of the data and
information for the basis for determining the protectiveness of the remedy, identification of any changes to
the Sampling and Monitoring Plan (SAP), results from monitoring activities, identification of any changes
to the Operation and Maintenance (O&M) procedures or any deviations to the procedures, and any
additional sampling or collection of data that was performed. The document does not provide sufficient data
to determine the initial clean-up levels, specific put-back levels, or rationale for the current monitoring of
contaminants of concern (CoCs) in relation to the original CoCs identified at each site reviewed. Data is not
provided consistently throughout the document. Provide numerical data information; do not state,
“Contamination is below Tier I or Tier 11 level. ”

General Response 2: See Introductory Response Above. Some additional summary data and tables
have been added to the report to improve consistency and clarity. When appropriate, numerical value
for Tier I and Tier Il have been added to the report.

Broomfield has expressed concerns about the lack of data within the document. The citations providing the
data are not readily available to the public. When requesting to review a sample of the cited reference
documents, only four of the eleven requested documents were available at one of the Site’s public reading
rooms. For Broomfield to provide an informed assessment of the five-year review report, all documents
must be available to the public, The City and County may question the validity of the public comment
period because is did not have access to all the reports.

General Response 3: Some additional data tables have been added to the report to make it more
reader friendly. Some of the references can be located in the Rocky Flats reading rooms. In addition,
some of the references can be found on the CDPHE web site
(www.cdphe.state.co.us/hm/rf/rfhom.asp). DOE would be happy to provide you with any of the
references you have difficulty locating.

Evaluation of Remedy:

To determine if the remedy is functioning per the decision documents, each remedial activity should have
additional performance indicators to evaluate when the action is expected to achieve or has achieved
cleanup levels. Based on modeling or scientific data, the review should identify how long it will take for the
contaminant concentration to be reduced to meet the clean-up standards identified in the PAMs,
CAD/RODS, or other identified document. To evaluate the effectiveness of the remedy, data quality
objectives should clearly define the protectiveness of the remedy and the predictive monitoring schedule for
the contaminants to no longer pose a threat.

General Response 4: The decision documents (i.e. CAD/ROD, 1M/IRA, or PAM) provide remedial
action objectives which indicate when a remedy or accelerated action has achieved desired cleanup
levels. With a few exceptions noted in the Five-Year Review Report, cleanup levels have been met.

Data quality objectives and scientific data to support the effectiveness of the remedy or accelerated
action can be found in project specific Sampling and Analysis Plans and/or the Closeout Report.

Information regarding the extent of groundwater plumes and their migration should also be included within
the document. Maps should be updated to confirm plume containment. These maps can be utilized as a
performance indicator for future reviews. The five-year review does not identify any early performance
indicators of potential remedy problems that could lead to the remedy not being protective or suggest the
remedy is at risk of being protective. To evaluate the remedy, it is necessary to identify early indicators of
potential remedy problems or failures.



General Response 5: See the Introductory Response above. Two good sources for the information
requested are the FY 2001 Integrated Monitoring Plan (IMP) (reference 33) and the Final 2000
Annual RFCA Groundwater Monitoring Report (reference 63). For example, see plate 3 of the IMP
for a VOC and Nitrate plume map. See figure 4-1, 4-4, and 4-6 of the Annual Groundwater Report
for additional plume maps. Both of these documents are updated approximately once a year.

A review of all remedies, including all No Further Actions (NFASs) should be included within the document.
Table 1 does not provide sufficient data for the public to review or comment on the NFAs. The table has no
clarifiers to identify the superscript identified within the table nor does the table identify the specific
documents reviewed to evaluate the Individual Hazardous Substance Sites (IHSSs) or Operable Units
(OUs). The citations for the rationale of approved NFAs within the Historical Release Reports (HRRS) in
Table 1 are of no use without the availability of the reports or the issue date of the reports.

General Response 6: It should be pointed out that No Further Action/No Further Remedial Action
(NFA/NFRA) sites are not remedies. They are sites where no further action is required (as the name
implies). The NFA/NFRA table was incorrectly labeled Table 1 and has been changed to Appendix C.
The superscripts in the table have been eliminated because they were just referring to the specific
update of the the HRR where a specific NFA/NFRA sites is described. The information requested on
NFA/NFRA sites can be found in the multi-volume HRR and HRR updates. The HRR was originally
published in 1992 and has been updated on a quarterly or annual basis ever since. Because of the
amount of information contained in the HRR and HRR updates, it would be impossible to summarize
it in the Five-Year Review Report. However, one can use Appendix C to research NFA/NFRA sites.
For example, to find out information on Ash Pit 3 (the first NFA/NFRA site listed in Appendix C) one
would go to the 2001 Annual Update of the HRR as indicated by column 6 of the Appendix C table.

Technology Review:

Per the existing provision in RFCA, paragraph 254, a review of new technologies tp reduce the need to rely
on institutional controls is required. The document does not address this specific technology review, nor can
we assume the review was preformed. Add a section to the report to identify what new technologies were
examined for each remedy and the associated evaluations.

General Response 7: Please read RFCA paragraph 254 (see below). RFCA does not require a
technology review for this first review nor does it make sense to conduct a technology review when the
overall site-wide remedy is still being developed and post cleanup institutional controls have not been
established. However, DOE has added a placeholder section to the report to ensure a technology
review is carried out in future reviews, if appropriate.

RFCA paragraph 254 states:

“The EPA and CDPHE will, pursuant to CERCLA section 121©), review any remedial action associated
with any final ROD that results in any hazardous substances, pollutants, or contaminants remain on-site,
no less than every five years after the initiation of such final remedial action to assure that human health
and the environment are being protected by remedial action being implemented. To the extent that the
remedies have incorporated institutional controls, EPA shall review the continuing effectiveness of such
controls, and shall evaluate whether additional remedial action could be taken that would reduce the
need to rely on institutional controls. In making such an evaluation, EPA shall consider all relevant
factors, including advances in technology and the availability of funds.”

This first review looked at only two final remedies, OU 1, the SS1 Hillside, and OU 3, Off-Site Areas.



Because of the nature and extent of contamination for OU 3, there are no OU 3 institutional controls
in place. For OU 1, no site-specific institutional controls are currently in place. While it is possible
that future post closure site-wide institutional controls may apply to OU 1, it would be speculative
and premature to evaluate technologies to reduce the need for institutional controls which are yet to
be established.

Maps:
Detailed maps should be included to identify the location of the remedial action and/or treatment units and

associated monitoring wells or sampling locations. Maps should also be included to identify the NFA areas.

General Response 8: See Introductory Response above. Two good sources for the information
requested are the FY 2001 Integrated Monitoring Plan (IMP) (reference 33) and the Final 2000
Annual RFCA Groundwater Monitoring Report (reference 63). For example, see figure 2.4 of the
1MP for surface water monitoring locations. See plate 1 of the IMP for groundwater monitoring
locations. See plate 3 of the IMP for a VOC and Nitrate plume map. The HRR and HRR updates
contain maps of NFA/NFRA sites.

Site Inspections:

This section needs additional information such as the scope, dates of inspections, members of the inspection
team, inspection checklist, what procedures were reviewed, training, and conclusion. The review did
provide some information or proposed corrective actions, but did not identify, a timeframe for the
recommendations.

General Response 9: Inspection reports have been added as an appendix to the review report.

A list of people interviewed needs to be included within the document. Clarify the difference between the
informal interview, which was performed, versus a formal interview, which is required per EPA guidance.
Provide the inspection objectives used during the inspection along with the checklists. The public should
have access to this information.

General Response 10: The EPA guidance does not require formal interviews. Page 3-4 of the EPA
guidance states: “Interviews should be conducted, if necessary, to provide additional information
about a site’s status.” For this first review formal interview were not necessary. A)1 of the members
of the review team are involved with day to day oversight of RFETS operations and have extensive
first hand knowledge of the review topics they covered. Informal interviews were conducted to fill
knowledge gaps and/or to clarify questions on data or reports reviewed. However, DOE acknowledges
that formal interview are likely fo be appropriate for future reviews including interviews with key
stakeholders such as the City and County of Broomfield.

Ecological Evaluation:

The document does not address ecological evaluations. Add a section to address ecological impacts and the
status of the Preble’s meadow jumping mouse, wetlands, et cetera. To perform an ecological assessment,
you have to identify objectives to access the protectiveness of biomes and wildlife. The most sensitive
receptors need to be identified along with contaminates of concern.

General Response 11: See section 7.2.3 of the report. Also see section 9.0 Issues and section 10.0
Recommendations. The review report acknowledges the need for additional ecological risk
assessments. This is currently being addressed outside the scope of the Five-Year Review. A milestone
date of 12/31/02 to address this issue is included in table 21 of the report.

Recommendations/Corrective Actions:




The review should include clear recommendations with a follow-up schedule of actions tp be completed.
The Solar Pond Treatment Unit is nol capturing all of the contaminated groundwater, and this issue still has
not been resolved. A determination has been made that the remedy is not functioning per the design and the
five-year review does not identify a clear schedule of corrective actions or a follow-up with clear
recommendations. The Site needs to develop a more substantive and definitive schedule and timeframe io
address the ability for the Solar Pond Treatment Unit System to meet the underlying standard for nitrates
and reduce the uncertainty that the uranium surface water standard will be met in the future.

General Response 12: As Broomfield is well aware, a detailed plan to address the Solar Pond Plume
Treatment System is currently being developed outside the scope pf the Five-Year Review. The review
report does provide a milestone date to address the issue by 6/30/2003 (see tab)e 21). Please keep in
mind the primary purpose of the Five-Year Review is to assess protectiveness and to provide
recommendations when deficiencies are noted. The purpose of the review is not to develop detailed
action plans or schedules or even to determine the best fix for a particular issue. The Five-Year
Review Report is, as the title suggests, a report on a review, not a decision document.

When recommendations or corrective actions are identified, the responsible party needs to be identified, the
oversight party needs to be identified, and a schedule for implementation and completion of the action and
the impact, if any, on future or current protectiveness needs to be in the review.

General Response 13: Generally speaking, DOE along with K-H, as the Integrating Contractor, are
responsible for implementation and completion of an action. DOE also has a contractual oversight
roll and the regulators have a compliance oversight roll. Regulatory oversight is described in Section
3.0 of the report. Table 21 of the report provides milestone dates as well as an assessment of whether
an issue effects protectiveness. Detailed schedules and action plans are outside the scope of the
Five-Year Review Report.

Community Involvement:

Broomfield disagrees with the statement made that community involvement was encouraged throughout the
Five-Year Review process. Broomfield continually wanted to be part of the development process and was
excluded from the process.

General Response 14: The public was notified of the review via newspaper notification and in
briefings during January 2002. Because of the aggressive review schedule, the review team often meet
several times per week on an ad hoc basis and participation by Broomfield would have been
impractical.

At both the CAB and the RCL0oG meetings, a general review of the document was discussed, but
Broomfield was not provided with a draft working copy.

General Response 15: No working draft existed at the CAB or RCL0oG meetings. The first working
draft of the report was provided to Broomfield less than 24 hours after it was complete.

Broomfield continues to strive for early input to have dialogue with the RFCA parties to address our values
and concerns. The City/County worked with the Site to build a rapport with D&D personnel and the
regulators to arrive at a resolution to a document prior to the official comment period, and we hope to
continue this process with the Site. Broomfield strongly recommends we be included in the next Five-Year
Review process, which will occur near the end of site closure.

General Response 16: Community involvement during the review went well beyond what is required



in the EPA guidance. Further, the community involvement also went beyond RMA community
involvement, which was represented as a model. In addition to all the public briefings, DOE meet
twice specifically with Broomfield in an informal setting. DOE stands behind the statement that
“public participation was encouraged throughout the Five-Year Review Process.” However, for the
next review, DOE will consider additional public participation, which will require adding time to the
review process.

NREA Table:

More information is needed pertaining to this table, such as the basis for the decisions, CoCs, standards, and
remaining residual contamination. If information is provided within the HRR, the public must have the year
in which the information was published to research the information. When the NFAs/NFRASs are reviewed
in the final CAD/RQOD, the information has to be more robust to address stewardship issues.

General Response 17: See General Response 6 above.

In addition to these general comments, comments for specific sections of the First Five-Year review report
are provided in the attachment.

Thank you for the opportunity to comment on this crucial document. The City and County of Broomfield
expects that we will continue to be involved, informed, and allowed to participate with future five-year
reviews. Broomfield anticipates our issues and concerns will be dispositioned at a scheduled meeting. If you
have any questions, please feel free to call me at 303-438-6329 or Kathy Schnoor at 303-438-6363.

Sincerely,

Shirley Garcia
Environmental Services

pc: Hank Stovall, Broomfield City Council
Mike Bartleson, City and County of Broomfield
Kathy Schnoor, City and County of Broomfield
Sam Dixion, City Of Westminster
Al Nelson, City of Westminster
Steve Gunderson, CDPHE
Tim Rehder, EPA
David Abelson, RFGLOG
Ken Korkia, RFCAB
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APPENDIX D

INSPECTION REPORTS



SITE INSPECTION REPORT

Date: February 13, 2002 Time: 1:00 p.m.

ASSESSOrS:

Lead Assessor: Lisa O’Mary

Other Assessors: Steve Tarlton, EPA; Carl Spreng, CDPHE; Mark Sattleburg, FWS;
Reginald Tyler, DOE; Scott Surovchak, DOE; Norma Castenada; DOE; Russell McCallister;
DOE

Other participants: Annette Primrose, K-H, accompanied the team to verify location of the remedies and

Criteria:

Approach:

Conclusions/
Findings:

address questions regarding the remedies.

As a requirement of the Comprehensive Five-Year Review, a site inspection is to be
conducted to provide information about a site’s status and to visually confirm and document
the conditions of environmental remedies, including the site and the surrounding area.

The team visually inspected the physical conditions of Trenches 1, 3 and 4, Mound Site and
the reactive barriers for the East Trenches Plume and Solar Pond Plume.

There were no visible significant problems identified with respect to the
remedies/accelerated actions. One minor issue was inconsistent use of rope/radiation
postings to delineate the boundaries of removal actions. T-3 and T-4 were roped off but the
Mound Site and T-1 were not. Posting requirements were researched and it was discovered
that T-4 was posted correctly because it is considered an underground radioactive material
area and is located outside the Site’s Industrial Area underground radioactive material area
posting. The Mound Site and g 1 were not required to be posted because they are within the
boundaries of the Site’s Industrial Area posing and are not Soil Contaminated Areas by
definition. T-3 is currently conservatively posted and the status is being researched. The
posting will be changed if necessary.

Recommendations: It is recommended that the long-term maintenance requirements for the reactive

barriers be researched. The Site needs to better understand these requirements in order to
plan for the long-term stewardship mission of the Rocky plats Environmental Technology
Site

Lead Assessor Signature Date



Date:

ASSESSOrS:

Criteria:

Approach:

Conclusions/
Findings:

SITE INSPECTION REPORT

March 5, 2002 Time: 1:00 p.m.

Lead Assessor: Lisa O’Mary

Other Assessors: Mark Sattleburg, FWS; Reginald Tyler, DOE; Russell McCallister; DOE;
Scott Surovchak, DOE, John Stover, DOE

As a requirement of the Comprehensive Five-Year Review, a site inspection is to be
conducted to provide information about a site’s status and to visually confirm and document
the conditions of environmental remedies, including the site and the surrounding area.

The team visually inspected the physical conditions of Operable Unit 4 (Solar ponds),
Operable Unit 1 (881 Hillside) and Ryan’s Pit.

There were no visible significant problems identified with respect to the
remedies/accelerated actions.

Recommendations: None

Lead Assessor Signature Date
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Phone 800-227-8917 .
http://www.epa.gov/region08 479581
Ref: 8EPR
Mr. Joseph A. Legare AUG262062
Assistant Manager

for Environment and Stewardship SEP 26 2002
Department of Energy Rocky Flats Field Office
10808 Highway 93, Unit A
Golden, Colorado 80403-8200

RE:  First Five Year Review Report for Rocky Flats Environmental Technology Site, July 2002

Dear Joe:

EPA has reviewed the revised copy of the Five Year Review for Rocky Flats Environmental Technology
Site dated July 2002, and finds that it meets the requirements for which it was written. This report includes
the necessary information for the first five year review of a site that is still in the process of characterization
and remedial action. The revisions that have been made to the document and the responses attached in
Appendix B adequately address the comments previously submitted by EPA and other interested parties.
Therefore, EPA concurs with the conclusions and recommendations presented in the Five Year Review and
has signed the concurrence block indicating this on the cover of the report.

Sincerely,

s ot

Max Dodson
Assistant Regional Administrator
Office of Ecosystems Protection & Remediation

cc: Steve Gunderson (CDPHE)
Steve Tarlton (CDPHE)
Reg Tyler (DOE)
Dave Shelton (Kaiser Hill)



ATTACHMENT

1. Table 2, Contaminants of Concern
Clarify why plutonium, americium, depleted uranium, or heavy metals are not contaminants of
concern for the Solar Ponds projects.

Response 1: Table 2 has been corrected to indicate that the primary contaminates found in the Solar
Pond Plume are nitrates and total uranium. Plutonium, americium, and heavy metals are not found
above action levels in the solar pond plume. The Solar Pond Sludge Removal project was a RCRA
Interim Status Unit source removal action. The contaminated sludge was removed and is currently
stored in RCRA permitted storage tanks. The sludge carriers RCRA waste codes for metals and
VOC:s even though the sludge contains metals and VOCs at concentrations well below RFCA action
levels. In the near future the sludge will be shipped off site for disposal as mixed low level waste and
will have to meet the waste disposal criteria for the selected disposal site.

2. Page 14,4.0 Remedial Actions, {1
The paragraph states a discussion of the NFA/NFRA sites are in this section. Add the discussion to
the section and the elements of the decisions for the NFA/NFRA projects.

Response 2: See section 4.1.13.

3. Page 21,4.3 Trench T-1 Project Description
Follow-up actions need to be defined for the disposal of the generated waste stream without
treatment options. If alternative treatments are being evaluated for the depleted uranium waste
stream contaminated with chlorinated VOCs, cadmium, and PCBs, they need to be described within
the 5-year review. Include a schedule defining the responsible party evaluating the alternatives, the
agency with the oversight authority and a schedule for completion of the disposal of the wastes,

Response 3: See General Response 13. Table 21 provides a milestone date of 6/30/2005 to resolve this
issue.

4, Page 22,4.5 Trenches T-3 and T-4 Project Description, {1
The project description describes the activities associated with the source removal, but does not
include the 250 cubic yards of soil between Tier I and Tier 11 that was wrapped in a burrito and
returned to the excavation. Even though the burrito is mentioned on page 58, it should also be
included on page 22 to completely describe the activities of the project during remediation. As the
paragraph is currently worded, the assumption is all the source material was removed, treated. and
then returned to the excavation.

Response 4: A brief discussion of the 250 cubic yards between Tier I and Il has been added to this
section.

5. Page 25,4.7 Mound Plume Accelerated Action Project Description, | 2
The treatment cells were designed so that treatment medium can be easily removed and retrieved as
the media becomes less effective. Identify the schedule for replacing the media and the technical
assessment to be performed when breakthrough occurs. Define the document or procedure to capture
the removal activity of the media and the disposal of the waste. The operations and maintenance
(O&M) activities may not appear to be a concern at this time, but post-closure procedures will have
to be in place to capture the O&M activities including the training requirements for the removal and
disposal of the media. Include the disposal site for the media. Provide Broomfield with the Standard
Operating Procedures (SOPS) currently being used for the Mound Plume Project.



Response 5: At this time, there is no schedule for replacing the media although it is anticipated that
the media will last 5 to 10 years. As described in the Decision Document for this action, no schedule
for replacement of the reactive media was defined. Instead the performance data from the
semi-annual sampling will be used to determine when the media will require replacement. These data
are presented in the Annual Reports for the Rocky Flats Environmental Technology Site
Groundwater Plume Treatment Systems. Based on the sampling results, the decision will be made
when to replace the media. The process for removing the media will be defined prior to replacement
and will be based on conditions at the time. It is premature to develop the process in advance;
however, it is expected that vacuum trucks or similar devices will be used to remove the treatment
media from the cells. The disposal site for the expended media has not yet been determined. It is
anticipated that at least some of the material may be recycled as scrap iron. The current instruction
for the operations and maintenance of the Mound and East Trenches Plume Groundwater treatment
systems is attached.

6. Page 26, East Trenches Plume Accelerated Action Project Description, {1
Add a schedule for the replacement of the media to the document. Also include a technical
assessment to evaluate when breakthrough may occur. See item 05 for additional information to be
added to the document to address media replacement.

Response 6: See response 5.

7. Page 29, Solar Pond Plume Accelerated Action Project Description, | 2
Add a schedule for the replacement of the media to the document. Also include a technical
assessment to evaluate when breakthrough may occur. See item 45 for additional information to be
added to the document to address media replacement.

Response 7: See response 5. The treatment media for the Solar Pond Plume Treatment System is
expected to last between 15 and 20 years.

8. Page 29, Solar Pond Plume (SSP) Accelerated Action Project Description, 3
If the Colorado Department of Public Health and the Environment (CDPHE) is able to calculate
maximum effluent concentrations to maintain the temporary stream standard for the Solar Pond
Plume treatment unit, are similar calculations being preformed for other accelerated actions?

Response 8: The Solar Ponds Plume treatment system was designed to reduce the concentration of
nitrate and uranium in groundwater and not to treat groundwater so that the effluent meets stream
standards. For that reason, performance monitoring was designated in the stream at GS13 to
determine if stream standards were to be met at this point. The CDPHE calculations were intended to
provide an indication of when the Site might expect the stream standards to be exceeded based on the
influent concentrations. This calculation was not required or necessary for other accelerated actions.

9. Page 29, Solar Pond Plume Accelerated Action Project Description, 3
The document infers the treatment system is operating at much greater removal efficiency than
anticipated. The paragraph should include that it is operating at much greater removal efficiency
than anticipated for contaminated groundwater passing through the unit. Add a statement to this
section clarifying not all water jg being captured and treated through this unit and some of the water
is bypassing the unit which will require further corrective actions. There are too many uncertainties
pertaining to the underflow of the collection system and its effectiveness.



Response 9: A discussion of the potential to bypass the treatment cell is included in section 8 3.9. See
the second paragraph. The final sentence of the project description has been modified to make it clear
that there is a higher than anticipated removal efficiency for contaminated groundwater that is
treated by the Solar Ponds Plume Treatment System.

10.

Page 30, Solar Evaporation Ponds Sludge Source Removal, {1

The last two sentences of this paragraph pertain to the SPP collection and treatment system, not to
the sludge source removal project. When improvements and/or additions to this groundwater
collection and treatment system are addressed as a modification to the 1999 Solar Ponds Plume
IM/IRA or in a separate decision document, what will be the public involvement process? Include a
schedule defining the responsible party evaluating the alternatives, the agency with the oversight
authority and a schedule for completion of the corrective actions. Stakeholders need to-be kept
informed of the proposed alternatives and allowed the opportunity to provide input to the decision
making process.

Response: 10: The last two sentences have been removed. At this point, the only modification planned
for the Solar Ponds Plume system is the installation of a pump. This pump will allow the system to
function more as it was originally intended, as a flow-through collection system. Because the intent of
the action has not changed, the public involvement process is expected to consist of updates at the
monthly stakeholders meetings. See General Response 13 regarding a schedule and action plan.

11.

Page 32, OU7 Seep Accelerated Action Project Description

Clarify why the primary contaminants associated with the OU7 seep that were detected above
background for VOCs, semi-Volatile organic compounds, total and dissolved metals and
radionuclides, are no longer being sampled or monitored. If asbestos was buried in the landfill, was
monitoring for this analyte discontinued because it also was below the performance standard?

Response 11: Monitoring for contaminants listed above was discontinued in accordance with the OU
7 seep SAP because they were not detected above or near action levels. Asbestos was never monitored
because it is non-soluble in water. There is no RFCA action level for asbestos.

12.

Page 33, Underground Storage Tanks Source Removal Project Description

The project description does not identify the extent of remaining contamination within the tanks.
The tanks were filled with an inert closed-cell foam (polyurethane) to stabilize potential residual
contamination and prevent groundwater and surface water infiltration and preserve tanks integrity.
Provide what modeling or technical basis was used to determine the life expectancy of the foam. If
the foam degrades in the future, the tanks will become potential pathways for residual contamination
to migrate into groundwater and surface water.

Response 12: The inert material, polyurethane foam, is designed to stabilize the possible remaining
contamination until a final action is authorized for the unit. The inert material selected was evaluated
based on its material availability, effectiveness and handling properties, structural integrity, the
future use or disposition, and cost. Polyurethane foam was chosen for this application primarily for
ease in future disposition of the tanks should removal of the UST become necessary during D&D of
the associated buildings. Polyurethane foam, weighing two. pounds per cubic foot, is much lighter
than other substitute inert materia)s. Therefore, the foam-filled USTs will be retrievable, via lifting
with a crane, during the final disposition of the associated buildings and surrounding area. Based on
visual observations of Tank 40, associated with Building SS9, the polyurethane foam was still intact,
with no signs of degrading. Tank 40 was recently excavated and removed during B 8S9 remediation.



13. Page 34, Underground Storage Tanks Source Removal Project Description,
RCRA Unit No. 1 the same unit as 750 Hazardous Waste Unit 1?7 Is Unit 1 permitted to store mixed
waste? Clarify if the units are the same units and if not, what type of waste is allowed to be stored
within each permitted unit.

Response 13: RCRA Unit No. 1 is the same as 750 Hazardous Waste Unit I. Waste throughout RFETS
is stored in compliance with our RCRA permit.

14. Page 34, No Further Action/No Further Remedial Action Sites
The document states; “Appendix C of this report contains the status of proposed NRA/NFRA sites.”
There is no Appendix C in the document. Is Table 1 the same as Appendix C? Define the documents
the public may review for the NFA/NFRA determinations that include process knowledge, analytical
data, conservative risk-based screens, and/or formally conducted interviews.

Response 14: Appendix C has been corrected. See General Response 6.

15. Page 35, Site Inspections and Site Interviews, | 1
Why did the inspection team not physically inspect OU 7 or the underground storage tanks? The
areas should have been evaluated for physical surface conditions. Again, a complete inspection of
the areas will serve as a foundation for future reviews and serve as a baseline for future inspections.

Response 15: The inspection team did conduct a drive by inspection of OU 7 on March 5, 2002 and no
obvious surface problems were noted. The underground storage tanks (USTs) covered in this review
will be or have been removed when the associated building is address by D&D and ER. At this time,
only tank 40 associated with B 889 has been excavated and removed. Surface conditions associated
with these USTs are unlikely to reveal problems and are important to future protectiveness since the
tank will eventually be removed.

16.  Page 35, Site Inspections and Site Interviews, 1 3
It is unacceptable to think the reactive barriers became operational without defining the Standard
Operating Procedures. (SOPs) and operations and maintenance (O&M) requirements of the units. To
ensure not only the long-term stewardship mission is understood, it is imperative the O&M criteria is
clearly identified to evaluate when there is breakthrough in the media or when the media needs to be
replaced. If the media requires raking, is this operation currently being performed? The treatment
units should. currently have approved SOPs and O&M procedures, which should include training,
inspection checklists, evaluation criteria, data quality objectives, and contingency plans as a
minimum. provide Broomfield with the names of the operating procedures and the availability of the
procedures.

Response 16: The O&M requirements are described in the attached Instruction as stated in Response 5
above. Because of the simplicity of the treatment systems, the maintenance requirements are by design very
limited. The systems are currently maintained as described in the Instruction, including periodic raking. The
maintenance actions performed are also reported in the Annual Reports for the Rocky Flats Environmental
Technology Site Groundwater Plume Treatment Systems.

17. Page 35, Site Inspections and Site Interviews, 14
Broomfield disagrees with the Site not performing formal interviews as part of the review. Identity
the documents that contain the informal interviews so stakeholders may review the informal
interviews. How were the interviews documented and what was the selection process to determine
the people chosen to interview?



Response 17: See General Response 10.

18. Page 35, Community Involvement
Broomfield disagrees with the statement made that community involvement was encouraged
throughout the Five-Year Review process. We were briefed about the review, but never given a
rough draft until a few weeks prior to the public comment period. The briefings included topics of
the review, but did not include the substantive information stakeholders were interested in to
evaluate the remedies. Broomfield welcomes the opportunity to observe the next five-year review
process and hopefully would like to observe the inspection process.

Response 18: See General Response 14, 15, and 16.

The document states comments and responses are included in Appendix B of this report. There is no
Appendix B of the report. To clarify, will Appendix B include both informal and formal comments
and responses?

Response 18a: Comment responses are provided in Appendix B. As agreed to in an in formal meeting
with Broomfield, responses are provided for formal comments only.

19. Page 36, Five-Year Review Findings
The document states it reviewed regulations, standards and ARARs. The review also needs to
include a technology review. Per the existing provision in RFCA a review of new technologies to
reduce the need to rely on institutional controls is required. Add a section to the review to include
the RFCA requirement in paragraph 254.

Response 19: See General Response 7. A placeholder section has been added.

20. Page 41, Groundwater Contaminants, { 1
The document identifies two plumes with contaminant concentrations above Tier Il action levels,
which are the Present Landfill and the Property Utilization and Disposal Yard. The Present Landfill
also has contaminant concentrations that are at or above Tier | for benzene sporadically. The
statement is misleading and infers the Landfill has minimal concentrations of contaminants and does
not address the benzene issue.

Response 20: Benzene was detected above Tier Il concentrations in groundwater within the Present
Landfill boundary only. Wells adjacent to the landfill do not exhibit benzene in excess of Tier 1.
Benzene is also sporadically detected at or slightly above the Tier Il limit of 1 ppb. No benzene
concentrations in excess of Tier | were noted in the database for groundwater or surface water.

21. Page 42, RFCA Water Quality Monitoring, 12
Tritium is identified as an analyte of interest (AOI) at Indiana Street per the document. Verify if the
last proposed change to the IMP dropped tritium as an AOI or as a constituent to be monitored.

Response 21: Tritium has been dropped.

22, Page 45, Contaminant Surveys in Wildlife and Vegetation
The review discusses studies concerning the uptake of plutonium into vegetation and wildlife.
Broomfield would like to know if any studies have been performed concerning the uptake of
uranium, not natural uranium, into vegetation and wildlife? What other studies have been preformed
associated with the other CoCs encountered at the site?



Response 22: There are many studies in the literature concerning the uptake of uranium and other
chemicals of concern into vegetation and wildlife. These scientific papers are reviewed during the
ecological risk assessment to determine the benchmark values associated with approximate levels of
toxicity. In the case of uranium, exposure to external radiation is also taken into account.

During the RI/RFI for OU 5, biological samples were collected and analyzed for a full complement of
chemicals. These samples included terrestrial and aquatic invertebrates, fish, and small mammals.
Results of the sampling, which show the level of exposure to the chemicals of concern, were included
in the OU 5 ecological risk assessment.

23. Page 49, Monitoring, Operations, and Maintenance
One of the recommendations resulting from the inspection is to further research long-term
maintenance requirements for the reactive barriers and better understand these requirements in
order to plan for long-term stewardship mission. Section 8.2 states: ““RFETS has in place
contractor-operated programs for monitoring, operation, and maintenance (O&M) facilities,
including remedial action structures and system.”” The two previous statements contradict each
other. Does the site have a program in place for O&M and do the procedures include contingency
plans?

Response 23: The two statements are not contradictory. The first statement relates to long-term post closure
maintenance. The second statement refers to ongoing maintenance. The site does have an extensive ongoing
O&M program. For example, the Site has in-place O&M instructions for the plume treatment systems.
These do not contain contingency plans based on the simplicity of these systems. Evaluation of the
treatment media is included in the Annual Reports for the Rocky Flats Environmental Technology Site
Groundwater Plume Treatment Systems.

24, Page 55, Recommendation and Follow-up Actions for Trench 1
The recommendation should include the responsible party for the action, identify the oversight
agency, and identify a definitive schedule and timeframe of the proposed actions prior to the next
review.

Response 24: See General Response 13.

25. Page 56, Protectiveness Summary for Ryan’s Pit
Knowing groundwater travels slowing in the area of Ryan’s Pit, what type of modeling was
performed to determine when a contaminant downward trend will be observed? Without a baseline
for an evaluation, how can the review measure the protectiveness of the remedy? The document also
states there is an apparent upward trend with uranium results and this is due to the disturbance
within the area. How long will it take for the uranium upward trend to stabilize? To evaluate the
Protectiveness of the remedy and evaluate and understand the data, there must be a mechanism to
correlate anticipated results against actual results.

Response 25: In accordance with the philosophy of RFCA, for groundwater the primary measure for
protectiveness is the potential impact to surface water. Ryan’s Pit contaminated groundwater has
demonstrated no indication of actual or potential impact to surface water. There are several
monitoring wells between Ryan’s pit and potentially impacted surface water that will continue to be
monitored in accordance with the IMP. Monitoring results will be used to assess potential impacts to
surface water.



26. Page 58, Protectiveness Summary for T-3and TC
The issue of the burrito remaining within the area should be discussed in this section. With
discussion of reducing DOE’s footprint and the stewardship implications, discussion should be
added to the summary of the remedy.

Response 26: The burrito is discussed in section 8.3.5. The burrito does not impact the protectiveness
of the accelerated action. The 250 cubic yards of soil is below the Tier I action levels. It is wrapped in
a geotextile fabric. It is covered with several feet of soil. Risk will be further evaluated and reported
as part of the Comprehensive Risk Assessment and the RI/FS.

217, Page 59, Source Removal at Mound Site
There is an apparent upward trend in concentration with Well 00897 and Well Q2291. The
document states: ““Monitoring will continue at Well 00897 and Well 02291 until VOC
concentrations decrease to an acceptable level in accordance with the IMP.”” See comment #25
about evaluation of the remedy and review of the analytical data.

Response 27: See response 25

28.  Treatment Unit Source Removal Sections
The format used for the treatment units within the document was very helpful. The tables
summarized the well results and then compared them to the ALF. It would be helpful to provide
consistency in the document when reporting data. provide similar information with the other remedy
selections reviewed in the document.

Response 28: Some additional text and tables have been added.

29. Page 62, Summary of Mound Plume Fiscal Year 2000 Analytical Results, { 3
Table 9 has slashes in the columns for 10/22/01, Clarify if the slashes indicate no samples were
taken due to the well being dry. The document references Table 2 as identifying the groundwater
levels being monitored. The citation should be Table 10.

Response 29: For the 10/22/01 sampling event, total uranium values were measured and resulted in
concentrations below the detection limits. Specific isotopes of uranium were not measured probably
due to the limited volume of the sample that was collected because the well was partially dry. The
Table 2 citation has been corrected.

30. Page 63, Mound Plume Reactive Barrier, Question B
When evaluating the exposure assumptions, toxicity data, and accelerated action objectives used at
the time of the action, define how impacts to environmental receptors were evaluated. Clarify which
receptors were evaluated and why.

Response 30: NEPA values were evaluated in the Decision Document. In addition to human health
impacts, an evaluation of the impact to flora and fauna was included. As described in the Decision
Document, silt fences and Site procedures during excavation minimized the possibility of adverse
impacts.

31. Page 68, Solar Pond Plume Accelerated Action
Broomfield questions the response to question A: “Is the accelerated action functioning as intended
by the decision document? ” The system does not function as intended because it does not capture
the majority of contaminated groundwater from the SEPs. The data reviewed from the discharge
gallery confirms the water quality is being impacted from groundwater either going under or around



the treatment unit. The review should include technologies to improve the treatment unit and the
criteria for implementing any changes to the IM/IRA.

Response 31: The surface water at the performance monitoring point is meeting surface water RFCA
action levels. See also response 10. The installation of a pump to enhance water flow to the treatment
cells is planned for the near future. This pump will allow the system to function more as it was
originally intended, as a flow-through collection system.

32, Page 69, Conclusion for the SPP System
The document should identify a schedule for corrective actions, including the responsible party,
oversight agency, and criteria for implementing the corrective action. One of the key criteria should
be modeling to ensure the corrective action would be effective, addition of piezometers to determine
water levels, and the potential to move the treatment unit to its original location if warranted to treat
the groundwater. The response in the document is weak and provides no clear corrective guidance or
timeframes.

Response 32: See General Response 13. A minor modification is currently being discussed with the
regulatory agencies that will address these concerns and will enable the system to function more as it
was originally designed.

33. Page 71, Table 15
If the SAP states that if a RFCA standard is exceeded in the semi-annual monitoring, a sample will
be collected and analyzed the month following receipt of validated samples, why wasn’t a sample
taken in February 20017 If there are concentrations still exceeding the RFCA standard, why is there
discussion about whether there is a need for a seep treatment system or not?

Response 33: The original sample was collected December 4, 2000. The Site received unvalidated data
on January 16, 2001. Validated data was received in mid February. The seep was re-sampled for
benzene on March 19, 2001. This is in accordance with the SAP for the seep.

34. Page 72, Underground Storage Tanks Source Removal Project, {3
The final disposition of the tanks is still to be determined per the document. provide information on
the public process and how the tanks will be RCRA closed?

Response 34: The Interagency Agreement (IAG) is an order on consent and a federal facilities
compliance agreement that directs compliance for these tanks. The tank’s regulatory status is
contained in Part 4 of that agreement and is a combination of the CERCLA and RCRA corrective
actions as well as the Colorado Hazardous Waste Act. The tanks will not be RCRA closed. The
accelerated action called for removal of the tanks’ contents and the rinsing of the tanks. The rinsates
from each tank were sampled and analyzed to document the extent of contamination remaining. At a
minimum, all tank piping connected to the tanks were capped to prevent future introduction of
materials. The Pi)ling of the tanks with an inert material is considered an accelerated action. At this
time, each tank will be dispositioned with its associated building when the building is D&D’ed and
remediated. As far as the public process is concerned, the remediation of the tank will be in the
appropriate decision document for the building remediation (i.e. ER RSOP notification).

35 Page 72, Underground Storage Tanks Source Removal Project
How was the determination or evaluation made that the polyurethane foam is still in place and
effective?



Response 35: See also response 12. Visual observations were made of the tanks to determine if any
changes were noted. No degrading of the foam has been noted. Most of the tanks are currently still in
place. Tank 40 associated with B S89 remediation has since been excavated and removed.

36.

Table 16

This is a very useful table. Broomfield requests clarification on how the treatment units can be
operating without SOPs and O&M procedures. Provide Broomfield with copies of current SOPs and
O&M procedures currently being used by the site for their treatment, packaging criteria, and
contingency plans?

Response 36: The treatment units are not operating without procedures. A copy of Operating
Instruction, RMRS/OPS-INSTR.44 is attached.

37.

Table 1 List of Recently Approved NFAs

More information is required for the table. As a minimum, the following information should be

included for each NFA:

. the CoCs should be identified for each NFA

. identification and location of remaining residual contamination

. basis and rationale for the NFA such as process knowledge, characterization, risk-based
screens, and/or formally conducted interviews

This information is necessary to re-evaluate the decisions at the time of the RI/FS and
Comprehensive Risk Assessment. If all the areas are to be included in the final CAD/ROD, the
substantive information should be provided in this document for the general public to review now as
the areas are being approved as NFAS/NFRAs.

Response 37: See General Response 6.
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Dear Mr. Gentlemen:

The Colorado Department of Public Health and Environment has reviewed the public review version of the

Five-Year Review and is providing specific comments below:

Section 4.1: The third objective does not appear to have been addressed in the review. Where is this
information presented? See comment on Section 7.3, below.

Response 1: The third objective states “Demonstrate technical feasibility and environmental and cost

effectiveness of the interim remedial action.” Based on monitoring results, the technical
feasibility and environmental effectiveness have been demonstrated. In April 2003 pumping

and treating of the groundwater was discontinued. Cost for the OU 1 remedy is summarized as
follows: The cost estimate for the original remedy in the CAD/ROD was approximately $3.5M.

Cost of the modified remedy was approximately $200K, not including the cost of B891. The
cost of the modified remedy was significantly reduced because the need to excavate and treat
soil was eliminated. From 1990 — February 2002 groundwater was pumped to B891 for

treatment. Approximately 200,000 gallons were treated at an approximate cost of $50K.



Section 4.2, Page 19: The fifth paragraph is part of the quote from the OU# CAD/ROD and should be
italicized.

Response 2: You are correct. The paragraph starting with “Since the conclusions contained in this
CAD/ROD...” should be included as part of the quote from the OU 3 CAD/ROD.

Section 4.4, Last paragraph, Sixth sentence: Insert the receptor for the calculated cancer risk.

Response 3: A construction worker scenario was used to calculate the cancer risk in Section 4.4 of the
report.

Section 4.9: Our information shows one additional objective should be added:
. Evaluate long-term effectiveness of the treatment system once it has been in operation for
several years.

Response 4: You are correct. The above objective should have been included in the objectives for
Section
4.9 of the report. As discussed in Sections 4.9 and 8.3.9, the long-term effectiveness of the solar
pond plume collection and treatment system has not yet been demonstrated. The potential to
bypass the treatment cell is currently being addressed. The site will continue to monitor in
order to evaluate the long-term effectiveness of the modified collection and treatment system.

Section 7.3 Remedy Cost: This section should present the projected cost versus actual cost for each action
discussed in this document. This information provides an initial assessment of remedy effectiveness.

Response 5: The Remedy Cost section of the report was modeled after the Rocky Mountain Arsenal
Five-Year Review Report. EPA guidance does not call for a comparison of projected cost
versus actual cost for each accelerated action or remedy discussed in the report. For
excavation type actions, projected versus actual cost has very little relevance to the near-term
or long-term protectiveness of the action. EPA guidance does suggest operation and
maintenance (O&M) cost should be evaluated in order to assess the effectiveness of a given
action/remedy. The annual O&M cost for each of the three plume collection and treatment
systems is currently approximately $40K. This includes periodic inspections, treatment cell
media maintenance (raking), and monitoring and analysis. Annual O&M cost for the OU 7
seep treatment system is approximately $28K.

An O&M cost evaluation will be included in the next Five-Year Review. Further, DOE
anticipates that the Site’s Long-Term Stewardship Strategy will include a discussion of
possible long-term stewardship cost including cost of monitoring, O&M costs, costs associated
with physical controls, cost of records maintenance and management, oversight cost, etc.

Section 8.3.4, page 57: In the response to Question B, it should be noted that modifications to the action
level values already implemented result in comparisons that approach Tier | for PCE.

Response 6: You are correct. The Tier | subsurface action level currently in RFCA attachment 5,
include more restrictive action levels for PCE when compared to the performance standards
used during the Ryan’s Pit accelerated action. Further, the boundary VOC confirmation
sampling results for Ryan’s Pit reported TCE concentrations at 19 mg/kg and PCE
concentrations at 250 mg/kg from the west side of the south wall. These concentrations
compare with current Tier | subsurface action levels of 3.28 mg/kg for TCE and 3.15 mg/kg
for PCE. Since this sample was from the edge of the pit and other samples showed very low



concentrations, it is assumed that this source is very small. This small source also occurs at
depth, so there is little risk of direct threat to human health or the environment. The site will
continue to monitor VOCs in the groundwater down gradient of Ryan’s Pit with results
reported and evaluated in future Annual RFCA Groundwater Monitoring Reports. Annual
results will also be evaluated during the next five-year review.

Section 8.3.9, Page 68, 1* Paragraph: There appears to be no support for the statement that the underlying
stream standard for nitrate will be met. In fact, the data presented shows that the standard is
routinely violated at both the discharge gallery and downstream. The answers to Questions B and C
on Page 68 and Section 9.0 on page 73 should be revised to reflect these differences.

Response 7: As discussed in detail in the Annual Report for the RFETS Groundwater Plume
Treatment Systems, dated March 27, 2002, the higher nitrate concentrations found at the
discharge gallery and at GS13 are probably due to nitrates found downgradient to the
collection system and to nitrate contaminated groundwater bypassing the collection system.
The tendency to bypass the collection system is currently being addressed. The site will need to
continue to monitor and evaluate the effectiveness of the fix of the plume collection system and
to ensure the underling stream standard of 10 mg/l is met in the future. As such, the second
sentence of bullet one under Question B may be overstated.

Section 8.3.11, Page 71: Question B and Conclusion indicate the remedy meets its objectives; however, the
objectives are not specified.

Response 8: As stated in Section 4.11 second paragraph: “The objective of the modified treatment
system is to reduce contaminants to meet RFCA surface water standards.” With the exception
of intermittent benzene concentrations, this has been accomplished. (See Section 8.3.11 of the
report.)

Section 9.0, Page 74, Sitewide Actions, Second Paragraph: Most of the areas that will require access
restrictions have been defined; therefore the first sentence is inaccurate.

Response 9: The location and extent of access restrictions for completed accelerated actions will be
presented in the Long-Term Stewardship Strategy which is scheduled to be completed by
January 31, 2003. As other accelerated actions are completed, any necessary access restrictions
will be defined and will be documented in closeout reports and in the Long-Term Stewardship
Strategy. In general, RFETS presumes that access restrictions will be evaluated on a Sitewide
basis in the RI/F5. Long-term access restrictions that are needed for the remedy will then be
placed in the CAD/ROD and/or post-closure RFCA agreement. Since these institutional
controls will play an integral role in the protectiveness of the remedy at Rocky Flats, it is
critical that future Five-Year Reviews evaluate the effectiveness of such controls.

If you have any questions regarding these comments, please contact me at 303-693-3367 or Steve Tarlton at
303-692-3423.

Sincerely,

Steven H. Gunderson
RFCA Project Coordinator



e
P N ,
RMRS tortemn iic

A — INSTRUCTION
CERATION AND MAINTEHMANCE OF THE FAARSOFS-INE TR 044
MOUND STTE PLUME TREATMENT SYSTEM & Bevision 0
EAST TREMCHES PLUME GROUMD'WATER THREATMENT 5YSTEM Effective Daie: Moy 23 1999
APPROVED BY: Ao
FRARK FACILITY MAHAGIE Papge Fal 3
1.0 FPURPOSE
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This work instruction provides sieps for routine operations and mainenypesal €
mmﬂms?mﬂwmnmﬂmﬂmﬂr {E GE
TREATMENT SYSTEM (ETFTS).

SCOFE AND APPLICABILITY

This work instrection applies to Waste Water Trestme personne] operatiag and
muaintaining the MEPTS & ETPTS. K

The work instrection provides the WWTFP

and maintenance of the MSPTS & ETFTS.

for anpoing routine cperations

OVERVIEW

T.h.rsdnmm:mmnnmmmﬁ[unf a and maindenance of the reactor ks for both
the MSPTS & ETPTS.

The systems are designed g Wi ¢found Brater from both sites impacied by volatile orgic
compounsds {VOC's) ysftgadioniides (if preseat).

pETEol & coital collecting sump channeling the ground water 1o the rector tankes.
1 Fm mmummmﬂmﬂmmmmmmm

Fihe pftier flowing through the tanks can cause surface crosting which needs o be
red HEuEt: whmnmﬂwmhﬂtmﬂﬁmﬂﬁ:m

MANAGEMENT
[1] Direct confined spece aciivities performed in acoordance with this procedure.
(2] Direct RCT suppart for activities performed in sccordance with this procedure.
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7.0

B

[1] Request confined spece sapport For activities performed in accordance with this
procedure,

[2] Reguest RCT suppor for activities performed in aocordance with this procedurne

HOUTINE OPERATIONS

The routine incpeciion af water levels in the reacions should be done weekly and routine
pnaiiienance every other wiek iphislly, Ak following 8 heavy (> 1 inch in 24 hours)

ipitation the resctor water level should be checked and the sump water inspected for umnesaal

purbidity. High turbidity may require more frequent mainlenance. Manitor the ventilation pipes 1o
make sure they are clear.

ROUTINE MEDIA MAINTENANCE

oM mon Wy

Open the scoess doors and allow tank 10 ventilaie for 15 minies,
Inspesct the condition of the media from above the tank.  Make asy obscrvations in (ke
chronalogical log boak

Bake swrface as required with the Jong rake.

If surface is to crusty to rake, nodify sapervision

To break wp cnest, ofiain 8 generaton, 2HW minimum, and @ concrele vibsator 10 helpbmeak
up the surface,

Mote all actions taken in the chronological log book

If the above slep canned be performed satisfactorily, continue on o section 7.0.

KOUTINE MEDIA MAINTENANCE REQUIRING TANK ENTRY

CAUTION
IF ENTRY INTQO THE TANK IS REQUIRED ALL RULES REGARDING
CONFINED SPACE ENTRY APPLY!
NOTE

RCT & SAFETY SUFPORT 1S REQUIRED TO FPERFORM THIS TASK!

The following ouilines this operation.

1

Assemble the following lools and equipment;

A Aluminum or fiberglass extension ladder that has a safe exiended length of af least 10
feet.

Square point shovels with fiterglacs handles.

A pick ar Pulaski,

Asphiall Lute with aluminum bead and 15 food extendable handle.

Srandard 4 tine garden caltivaior ke,

Air compeessor and foals for breaking up cnast

Al equipiment that is required per safety and the fire depariment for 3 confined space
entry.

Ommo oD



OFERATION AND MAINTENARCE OF THE RMRAAOPS-THNSTR 44
MOUND SITE PLUME TREATMENT SYSTEM & Revisioa 0
EAST TREMCHES PLUME GROUNDWATER TREATMENT SYSTEM  Effective Date: Mov 23,1999

Page 3 of 3

Ta0n

F

Ohbtain confined space entry permil. The RFETS Confined Space Entry procedure (MAN-
O072-AS&TH PM SECTION 21) should be followed for any eniry into the reaciors, sump or
metenng mankole.

Crpen the scoess doors on each reactor to enhance ventilation and provide access,

Pleasare and recond the depth to the top of the water and to the 1op of the media in the
operation log.

isuslly inspect the susface of the media from outside the resctor. I it iz not possible 1
asceriain whether a peocipitate film is forming from owlside the reacior prepare 10 enter the
reactor for closer inspection

Flace the ladder in fhe reactor and tic it off soourely.

Entrants endes reacior, following requirements of the safety repeesentative, for close visaal
inspection of media for formation and acoumulation of precipitates and formation of iron
e,

Break up iron matie and handle per supervision.

Afier breaking up amy iron matie, re-grade (he media surface with the rake or lute, Be sure
that all the media is submerged

10. Entmants exal the readiar,

11. Rinse ool with fresh water snd discharge the wates to the reacior. Follow RCT instructions.

Close the neactor doarg,

12. Record all activity in the chronodogical ko book.
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